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NOTICE OF CONSTRUCTION AND  
PREVENTION OF SIGNIFICANT DETERIORATION 

PERMIT EXTENSION REQUEST 
 

Sumas 2 Generating Facility 
Sumas, Washington 

 

1.0 INTRODUCTION 

Sumas Energy 2, Inc. (SE2) proposes to construct and operate a nominal 660 megawatt (MW) 

combined cycle power plant in Sumas, Washington.  The primary components at the Sumas 2 

Generating Facility (S2GF) would be two Siemens-Westinghouse 501F natural gas-fired 

combustion turbines, two heat recovery steam generators (HRSGs) with duct firing, and a 

steam turbine generator.  Natural gas is the only proposed fuel. 

The combustion turbines and duct burners in the HRSGs would be the only sources of 

emissions.  Products of the combustion of natural gas would pass through the HRSGs and vent 

to the atmosphere from the HRSG stacks.   

The Notice of Construction (NOC) and Prevention of Significant Deterioration (PSD) permit 

for S2GF (EFSEC/2001-02) became effective on April 17, 2003.  The conditions of approval 

include a provision that invalidates the approval if construction of the project is not commenced 

within eighteen months after receipt of the final approval.  SE2 submitted a permit renewal 

application on May 27, 2004.  The renewal was approved on January 11, 2005 with no changes 

to the emission limits.  This approval set a new construction deadline of April 17, 2006.  The 

emission limits contained in that approval are presented in Table 1.   

SE2 proposed to distribute the electricity generated by S2GF through B.C. Hydro’s Clayburn 

Substation in Abbotsford, British Columbia.  To reach this substation, SE2 proposes to 

construct additional power transmission lines from the project site to the substation.  

Construction and operation of this transmission line requires the approval of the Canadian 

National Energy Board (NEB).  SE2 applied to the NEB for authorization to construct the 

power line, but the NEB denied SE2’s request on March 4, 2004.  SE2 has filed a request with 

the Canadian Federal Court of Appeal for leave to appeal the NEB’s decision. 

As a result of the continuing delays attributable to the NEB approval process, construction of 

the S2GF has not yet begun and may not start before the NOC/PSD permit is scheduled to 
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expire on April 17, 2006.  SE2 is therefore seeking an additional eighteen month extension of 

the NOC/PSD permit for S2GF.  SE2 remains optimistic that it will ultimately obtain required 

transmission permits and that it will be able to begin construction by mid-October 2007 

This application contains a reevaluation of best available control technology (BACT), and 

confirms that 1) emission limits and emission control technologies deemed BACT in the April 

2003 NOC/PSD permit and January 2005 Extension Approval for S2GF are consistent with 

recent BACT determinations except for VOC (SE2 proposes a lower VOC emission limit), and 

2) no significant state-of-the-art advancement in BACT for combustion turbine based combined 

cycle power generating facilities has occurred. 

2.0 TURBINE BACT REVIEW 

The BACT determination for the NOC/PSD permit was based on the "Final NOC/PSD Permit 

Amendment 1," approved on January 11, 2005 (2004 Permit Extension).  SE2 submitted its 

original application in 1999 and a Second Revised Application in 2001.  The purpose of this 

revised BACT analysis is to update the analysis conducted in May 2004 for the first permit 

extension application. 

2.1 GENERAL 

A review of EPA’s RACT/BACT/LAER Clearinghouse (RBLC) database and the California 

Air Resources Board (CARB) BACT Clearinghouse database was conducted.  The search 

included all entries made after January 2004 for combined-cycle turbines greater than 25 

megawatts.  This search was refined using the following criteria: 

• Eliminating sources operated in a significantly different manner (e.g., firing fuels 
other than natural gas, co-firing other fuels with natural gas, simple cycle as 
opposed to combined cycle, and combined cycle units that do not include 
supplemental, or “duct,”  firing). 

• Eliminating permits issued before January 2004 from the RBLC database search.  A 
detailed search of those databases was conducted prior to the first permit extension 
application in May 2004.  Therefore, only BACT determinations made since May 
2004 need review.  This update focuses only on new information in the RBLC.   

• All search results from the CARB database are included in this update. 

All combined cycle permits meeting the criteria outlined above were included in the analysis, 

regardless of the specific turbines installed or throughput indicated in the database search 

report.  The term “power unit”  is used to indicate the combination of a turbine with a HRSG 
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that includes supplemental firing (i.e., a duct burner) as well as the steam that combination 

supplies to a steam generator.  In order to compare the relative magnitudes of each project, 

throughput per power unit was calculated by dividing a project’s total power production (in 

MW) by the number of power units in the project.  A summary of each facility is provided in 

Table 2.  

Tables in Appendix A present all entries found in the RBLC and CARB database for source 

permits issued after January 1, 2004 for natural gas-fired combined-cycle gas turbine sources 

with duct firing.  Tables in each of the following sections present a summary of this 

information.  These tables also include combustion turbine power generating projects in 

Washington, Oregon, and California that have recently been permitted or are currently under 

review and have not yet been included in the RBLC or CARB database.  Because sulfur 

dioxide emissions are heavily dependent upon the sulfur content of the natural gas combusted, 

which can vary considerably between regions, comparison of sulfur dioxide emission limits to 

other sources was restricted to recent similar projects in Washington. 

2.2 NITROGEN OXIDES (NOX) 

In the 2004 Permit Extension, a selective catalytic reduction (SCR) system in combination with 

a dry low- NOX (DLN) combustor represented BACT for control of NOX from combined cycle 

gas turbines with supplemental duct firing.  EFSEC concurred with this determination as well 

as the suggested permit limit of 2.0 parts per million (ppm)1 averaged over three hours.  The 

updated analysis indicates that SCR in combination with DLN combustion remains BACT for 

similar units, and that 2.0 ppm is among the most stringent permit limits (see Table 3).   

A search of the RBLC and CARB databases resulted in one BACT determination with a more 

stringent limit than 2.0 ppm (IDC Bellingham, LLC).  This CARB database entry noted that the 

1.5 ppm limit is more stringent then prior existing BACT in the South Coast Air Quality 

Management District for this source category.  Comparison with other determinations confirms 

that this limit is the most stringent of our search results.  Furthermore, according to notes in the 

database entry, the project was cancelled in May 2003 and, as a result, the ability to comply 

with the permit limits was never verified by performance data.  Therefore, 2.0 ppm averaged 

over three hours continues to be an appropriate BACT limit.  

                                                 
1 All part per million values are on a dry volume basis corrected to 15 percent oxygen, unless otherwise noted. 
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EMx™ (formerly known as SCONOx™) technology, produced by EmeraChem, LLC, is a 

developing control method for reducing NOX emissions.    Applications of EMx™ are still 

limited to combustion turbines under 50 MW.2  The RBLC and CARB databases contained no 

records of EMx™ technology as BACT.  In EPA’s national database for combustion turbine 

projects only two out of 758 projects listed EMx™ as a possible alternative control method for 

large power generation facilities.3   

1. US Generating - La Paloma, CA 

2. PG&E Generating - Otay Mesa, CA 

However, La Paloma Generating and Otay Mesa Generating also listed SCR as backup control 

if EMx was not installed.  Ultimately, EMx™ proved technically infeasible for both projects 

and Dry Low NOX burners with SCR were installed instead.   

An emission limit of 2.0 ppm can be achieved by using either SCR or EMx™ technology.  The 

primary drawback to selecting SCR over EMx™ is the potential for ammonia slip.  Some 

ammonia emissions occur when using ammonia injection with SCR technology.  To ensure 

proper air pollution control practices are used for minimizing ammonia emissions, an 

associated emission limit of 5 ppm is proposed.  This limit is discussed further in Section 2.8. 

2.3 CARBON MONOXIDE (CO) 

SE2’s 2004 Permit Extension indicated that an oxidation catalyst, along with the design of the 

gas turbine and proper combustion practices, represents BACT for control of CO from 

combined cycle gas turbines with supplemental duct firing.  EFSEC concurred with this 

determination as well as the suggested permit limit of 2.0 ppm averaged over three hours.  This 

updated BACT analysis indicates that this technology remains BACT for similar units, and that 

2.0 ppm continues to be the most stringent limit. (see Table 4).   

2.4 SULFUR DIOXIDE (SO2) 

Given that proper combustion is maintained, SO2 emissions are completely determined by the 

sulfur content of the fuel.  The sulfur content is monitored and to some extent controlled by the 

gas supplier.    Virtually all permits in the RBLC and CARB database indicate proper 

combustion of natural gas as BACT (see Table 5).  Permit limits for other facilities in 

                                                 
2 Multi-Pollutant Emission Reduction Technology for Stationary Gas Turbines and IC Engines; EmeraChem, 
LLC; January 5, 2004. 
3 EPA Region 4 Air Permits, http://www.epa.gov/region4/air/permits/index.htm 



 

D:\Project\SE2_renewal05-011030\SE2_renewal05_Final_10.14.05.doc 5 

Washington that potentially use the same natural gas supply were added to Table 5 to provide a 

comparison between BACT limits within Washington.  When the 2004 Permit Extension was 

submitted to EFSEC, the sulfur content of the natural gas available in Sumas averaged 0.7 

grains per 100 standard cubic feet of gas (gr/100 scf) and the maximum daily average was 

approximately 1.0 gr/100 scf.  

In the 2004 Permit Extension, SE2 proposed SO2 emissions of 7.9 lb/hr and 1 ppm as the 

BACT limit from a combined cycle gas turbine with duct firing.  In the permit amendment 

issued in January 2005, the use of natural gas with a maximum sulfur content of 2.0 gr/100 scf 

on a seven day average or 1.1 gr/ 100 scf on a 12 month average and a permit limit of 1.0 ppm 

were BACT for SO2 emissions.  This BACT determination is within the range of SO2 limits for 

similar sources in the region. 

2.5 PARTICULATE MATTER (PM10) 

Given that proper combustion is maintained, PM10 emissions are determined by the amounts of 

sulfur, nitrogen, and ash present in a fuel.  While all natural gas contains negligible amounts of 

these constituents, the content is monitored and, to some extent, determined by the gas supplier.  

The 2004 Permit Extension determined that the use of natural gas and proper combustion is 

BACT for PM10 emissions from a combined cycle gas turbine with duct firing.  EFSEC 

concurred, and established permit limits of 194 pounds per day (lb/day) of filterable PM10 and 

377 lb/day of condensable PM10.  Taken together, these limits are equivalent to 23.8 lb/hr of 

total PM10 for each power unit, 0.0099 pounds per million British thermal units (lb/MMBtu), or 

0.0037 grains per dry standard cubic feet of exhaust (gr/dscf).  These limits are based on 

emission guarantees provided by the vendor. 

PM10 permit limits for similar sources vary (see Table 6), with much of the variability likely 

due to differences in the properties of the available gas and the turbine model.  Virtually all 

permits in the RBLC and CARB database indicate proper combustion of natural gas is BACT. 

2.6 VOLATILE ORGANIC COMPOUNDS (VOCS) 

VOCs emissions are generally the result of incomplete combustion. The 2004 Permit Extension 

determined that proper combustion and an oxidation catalyst were BACT for VOC emissions.  

EFSEC concurred with this BACT determination as well as the proposed permit limit of 420 

lb/day per power unit, which is equivalent to 0.0072 lb/MMBtu, 5.8 ppm, or 17.5 lb/hr.  

Virtually all permits in the RBLC and CARB database indicate proper combustion of natural 

gas and an oxidation catalyst are BACT(see Table 7).  A review of similar sources in the RBLC 
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and CARB database revealed that several projects have lower VOC permit limits.  As with 

PM10 limits, VOC limits for similar sources vary due to differences in the properties of the 

available gas and the turbine model.  Based on these findings, SE2 is proposing a lower VOC 

permit limit of 3.0 ppm, which is within range of other VOC BACT limits.  This BACT limit is 

appropriate for Siemens-Westinghouse gas turbines with duct firing. 

2.7 SULFURIC ACID MIST (H2SO4) 

Like SO2 emissions, sulfuric acid mist emissions are strongly related to fuel sulfur content.  

Permit limits for other facilities in Washington that potentially use the same natural gas supply 

were added to Table 8 to provide a comparison between BACT limits within Washington.  The 

2004 Permit Extension determined that the use of natural gas and a permit limit of 39 lb/day 

per power unit represented BACT.  This permit limit is equivalent to 1.63 lb/hr or 7.1 TPY.  

EFSEC concurred with the permit application’s determination.  Review of permit limits for 

similar sources in the region confirmed that the existing permit limits are within the range of 

those established for other facilities, and that use of natural gas remains BACT for sulfuric acid 

mist emissions (see Table 8). 

2.8 TOXIC AIR POLLUTANTS (TAPS) 

A BACT analysis for toxic air pollutants (T-BACT) is required under Washington 

Administration Code (WAC) 173-460-040(4) for sources with a potential increase in emissions 

of regulated TAPs.  Most TAP emissions from natural gas combustion are organic and the 

oxidation catalyst and SCR control systems will reduce TAP emissions.  Permits in the RBLC 

and CARB database indicate either no control or catalytic oxidation as BACT for TAP 

emissions from a combined cycle gas turbine with duct firing (see Table 9).  While the 

oxidation catalyst is likely to reduce TAPs emissions4, the Final NOC/PSD Permit Amendment 

1 established good combustion practices using only natural gas as BACT for TAPs. 

Given that proper combustion is maintained, ammonia (NH3 ) “slip”  from the SCR would 

account for most of the TAPs.  EFSEC established a permit limit of 5 ppmvd (3-hour running 

average) for NH3. Recent permits for similar sources contain similar NH3 limits. 

 

                                                 
4 Hazardous Air Pollutants (HAP) Emission Control Technology for New Stationary Combustion Turbines, memo 
from Sims Roy, EPA, OAQPS to Docket A-95-51, dated April 3, 2002 
(http://www.epa.gov/ttn/atw/combust/turbine/cttech8.pdf ). 
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3.0 SUMMARY 

This application demonstrates that no significant state-of-the-art advancement in BACT for 

combustion turbine based combined cycle power generating facilities has occurred.  The 

control technologies deemed BACT  in the April 2003 NOC/PSD permit and January 2005 

Extension Approval for S2GF are consistent with recent BACT determinations.  Emission 

limits are also consistent with recent BACT determinations for all pollutants except VOCs.  

SE2 proposes a lower emission limit of 3.0 ppm for VOCs.  Table 10 summarize the proposed 

BACT limits for S2GF. 
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TABLE 1 

EFSEC 2004 PERMIT EXTENSION COMBUSTION TURBINE/HRSG 
EMISSION LIMITS 

Sumas 2 Generating Facility 

Pollutant Averaging Period Limita 

3 Hour 2.0 ppmdv 
NOX @ 15% O2

b 

Daily 395 lb/day 

1 Hour 2.0 ppmdv 
CO @ 15% O2

c 

Annual 49.9 tpy 

SO2
d 1 Hour 1.0 ppmdv 

PM10 (Filterable)e Daily 194 lb/day 

PM10 (Condensable)e Daily 377 lb/day 

VOC (as Methane) Daily 420 lb/day 

Sulfuric Acid Mist Daily 39 lb/day 

1 Hour 5 ppmdv 
Ammonia 

Daily 382 lb/day 

Opacity 6 Minute 10% 
 
Notes: 
a. Mass emission limits are “per turbine.”  
b. NOX emission limits are relieved during startup and shutdown. 
c. CO emission limits are relieved during startup and shutdown and replaced with a 1-

hour average limit of 2,000 lb/hr. 
d. SO2 1-hour emission limit is relieved during startup and shutdown and replaced with a 

daily average of 189 lb/day. 
e. Filterable and condensable PM10 emission limits are relieved during startup and 

shutdown and replaced with a daily average total PM10 limit of 573 lb/day. 
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TABLE 2 

BACT SEARCH FACILITY SUMMARY 
Sumas 2 Generating Facility 

Facility 
Location 

County, State 
Permit Date 
or Update 

Output 
Per Power 

Unit 
(MW) Referencea 

Beatrice Power Station Gage, NE 6/22/2004 280 RBLC 

Berrien Energy, LLC Berrien, MI 4/13/2005 367 RBLC 

BP Cherry Point Whatcom, WA 12/24/2004 240 EFSEC 

Calpine Corporation Sutter Energy 
Center 

Sutter, CA 12/1/2000 170 CARB 

CPV Warren LLC Warren, VA 7/30/2004 238 RBLC 

Duke Energy Hanging Rock Energy 
Facility 

Lawrence, OH 12/28/2004 172 RBLC 

Duke Energy Wythe, LLC Wythe, VA 2/5/2004 125 RBLC 

El Dorado Energy, LLC Clark, NV 8/19/2004 230 RBLC 

Elk Hills Power Project Kern, CA 3/1/2003 153 CARB 

Fairbault Energy Park Rice, MN 7/15/2004 290 RBLC 

Forsyth Energy Plant Forsyth, NC 1/23/2004 271 RBLC 

IDC Bellingham, LLC Non-District, CA 9/11/2000 170 CARB 

La Paloma Generating Co. LLC Kern, CA 12/1/2000 262 CARB 

Magnolia Power Project, SCPPA Los Angeles, CA 5/27/2003 181 CARB 

Reliant Energy Choctaw County, LLC Choctaw, MS 11/23/2004 230 RBLC 

Satsop CT Grays Harbor, WA 8/31/2005 325 EFSEC 

Three Mountain Power, LLC Shasta, CA 10/10/2003 
2,328 

MMBtu/hr  
CARB 

Tracy Substation Expansion Project Store,  NV 8/16/2005 306 RBLC 

Wanapa Energy Center Umatilla, OR 8/8/2005 300 EPA 10 

Wellton Mohawk Generating Station Yuma, AZ 12/1/2004 
170 and 

180 
RBLC 

Western Midway Sunset Power Project Kern, CA 12/12/2003 170 CARB 

 
Notes: 
a. RBLC = EPA’s RACT/BACT/LAER Clearinghouse database 

CARB = California Air Resources Board BACT Clearinghouse database 
EFSEC = Energy Facility Site Evaluation Council 
EPA 10 = EPA Region 10 Issued PSD Documents and Permits 
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TABLE 3 

NOX CONTROL TECHNOLOGY SEARCH RESULTS 
Sumas 2 Generating Facility 

Facility Control Description Basis 
Permit 
Limit Limit Notes 

Proposed BACT Limits for S2GF 

Sumas 2 Generating 
Facility 

SCR and DLN Burners 
BACT-

PSD 

2.0 ppm 
395 

lb/day 

3-hr avg 
daily 

Other BACT Determinations 

Beatrice Power 
Station 

None 
BACT-

PSD 
3.5 ppm 24-hr avg 

Berrien Energy, LLC SCR and DLN Burners 
BACT-

PSD 
2.5 ppm 

24-hr rolling 
average 

BP Cherry Point SCR and DLN Burners 
BACT-

PSD 
2.0 ppm 24-hr avg 

Calpine Corporation 
DLN Burners, SCR 
and Oxidation Catalyst 

BACT-
PSD 

2.5 ppm 1-hr avg 

CPV Warren LLC 
SCR and DLN 
Burners. 

BACT-
PSD 

2.0 ppm 1-hr avg 

Duke Energy 
Hanging Rock 
Energy Facility 

SCR and DLN Burners 
BACT-

PSD 
27.8 lb/hr each unit 

Duke Energy Wythe, 
LLC 

SCR and DLN 
Burners. 

BACT-
PSD 

2.5 ppm each unit 

El Dorado Energy, 
LLC 

SCR and DLN Burners 
BACT-

PSD 
3.5 ppm each unit 

Elk Hills power 
Project 

SCR and Oxidation 
Catalyst 

BACT-
PSD 

2.5 ppm 1-hr avg 

Fairbault Energy 
Park 

SCR and DLN Burners 
BACT-

PSD 
3.0 ppm 3-hr avg 

Forsyth Energy Plant SCR and DLN Burners 
BACT-

PSD 
2.5 ppm 

24-hr rolling 
average, first 

500 hours 

IDC Bellingham, 
LLC 

SCR and Oxidation 
Catalyst 

BACT-
PSD 

1.5 ppm 1-hr avg 

La Paloma 
Generating Co. LLC 

SCONOx with SCR as 
an alternative 

BACT-
PSD 

2.5 ppm 1-hr rolling avg 

Magnolia Power 
Project, SCPPA 

SCR system and 
oxidation catalyst 

BACT-
PSD 

2.0 ppm 3-hr avg 



TABLE 3 (CONTINUED) 

NOX CONTROL TECHNOLOGY SEARCH RESULTS 
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Facility Control Description Basis 
Permit 
Limit Limit Notes 

Reliant Energy 
Choctaw County, 
LLC 

SCR 
BACT-

PSD 
3.5 ppm 3-hr avg 

Satsop CT SCR and DLN Burners 
BACT-

PSD 
2.0 ppm 24-hr avg 

Three Mountain 
Power, LLC 

SCR and Oxidation 
Catalyst 

BACT-
PSD 

2.5 ppm 1-hr avg 

Tracy Substation 
Expansion Project 

SCR 
BACT-

PSD 
2.0 ppm 

3-hr rolling 
average 

Wanapa Energy 
Center 

SCR and DLN Burners 
BACT-

PSD 
2.0 ppm 3-hr avg 

Wellton Mohawk 
Generating Station 

SCR and DLN Burners 
BACT-

PSD 
2.0 ppm 3-hr avg 

Western Midway 
Sunset Power Project 

SCR and Oxidation 
Catalyst 

BACT-
PSD 

2.0 ppm 1-hr avg 
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TABLE 4 

CO CONTROL TECHNOLOGY SEARCH RESULTS
Sumas 2 Generating Facility 

Facility Control Description Basis 
Permit 
Limit Limit Notes 

Proposed BACT Limits for S2GF 

Sumas 2 Generating 
Facility 

Oxidation Catalyst and 
Good Combustion Practices 

BACT-PSD 
2.0 ppm 
49.9 tpy 

1-hr avg 
annual 

Other BACT Determinations 

Beatrice Power Station None BACT-PSD 18.4 lb/hr 30-day avg 

Berrien Energy, LLC Oxidation Catalyst BACT-PSD 2.0 ppm 3-hr block 

BP Cherry Point 
Oxidation Catalyst and Lean 
premix turbine burners 

BACT-PSD 2.0 ppm 3-hr avg 

Calpine Corporation SCR and Oxidation Catalyst BACT-PSD 4.0 ppm 24-hr avg 

CPV Warren LLC 
Oxidation Catalyst and 
Good Combustion Practices 

 2.5 ppm a 3-hr avg 

Dickerson Oxidation Catalyst N/A 7.6 lb/hr 3-hr avg 

Duke Energy Hanging 
Rock Energy Facility 

None BACT-PSD 50.3 lb/hr each unit 

Duke Energy Wythe, LLC Good Combustion Practices BACT-PSD 14.6 ppm  

El Dorado Energy, LLC Oxidation Catalyst LAER 2.6 ppm each unit 

Elk Hills power Project SCR and Oxidation Catalyst BACT-PSD 4.0 ppm 3-hr avg 

Fairbault Energy Park Good Combustion Practices BACT-PSD 10 ppm 3-hr avg 

Forsyth Energy Plant Good Combustion Practices BACT-PSD 25.9 ppm 3-hr avg 

IDC Bellingham, LLC SCR and Oxidation Catalyst BACT-PSD 2.0 ppm 1-hr avg 

La Paloma Generating Co. 
LLC 

None BACT-PSD 6.0 ppm 3-hr avg 

Magnolia Power Project, 
SCPPA 

SCR and Oxidation Catalyst BACT-PSD 2.0 ppm 1-hr avg 

Reliant Energy Choctaw 
County, LLC 

SCR BACT-PSD 18.36 lb/hr 3-hr avg 

Satsop CT 
Good Combustion Practices 
and DLN burners 

BACT-PSD 3.0 ppm 3-hr avg 

Three Mountain Power, 
LLC 

SCR and Oxidation Catalyst BACT-PSD 4.0 ppm 3-hr avg 

Tracy Substation 
Expansion Project 

Oxidation Catalyst BACT-PSD 3.5 ppm 
3-hr rolling 

average 

Wanapa Energy Center 
Oxidation Catalyst and 
natural gas. 

BACT-PSD 2.0 ppm 3-hr avg 



TABLE 4 (CONTINUED) 

CO CONTROL TECHNOLOGY SEARCH RESULTS 
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Facility Control Description Basis 
Permit 
Limit Limit Notes 

Wellton Mohawk 
Generating Station 

Oxidation Catalyst BACT-PSD 3.0 ppm 3-hr avg 

Western Midway Sunset 
Power Project 

SCR and Oxidation Catalyst BACT-PSD 4.0 ppm 3-hr avg 

 
Notes: 
a. Information provided in a phone conversation between Laura Justin, Virginia Environmental Quality, 

and Eri Ottersburg, Geomatrix Consulting, Inc, on October 5, 2005.  The determination entered in the 
RBLC is incorrect.  The 2.5 ppm limit is the correct limit for turbine emissions with power 
augmentation and duct burner firing. 
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TABLE 5 

SO2 CONTROL TECHNOLOGY SEARCH RESULTS 
Sumas 2 Generating Facility 

Facility 
Control 

Description Basis 
Permit 
Limit Limit Notes 

Proposed BACT Limits for S2GF 

Sumas 2 Generating Facility Natural gas BACT-PSD 1.0 ppm 1-hr avg 

Other BACT Determinations 

BP Cherry Point Natural gas BACT-PSD 8.8 lb/hr 24-hr avg 

Chehalis Generating Facility Natural gas BACT-PSD 10.4 lb/hr Each unit 

Frederickson II Power 
Project 

Natural gas BACT-PSD 2.0 ppm  

Frederickson Power Project Natural gas BACT-PSD 1.8 ppm  

Goldendale Energy Project Natural gas BACT-PSD 1.0 ppm 1-hr avg 

Plymouth Energy, LLC Natural gas BACT-PSD 26.6 lb/hr Each unit 

Satsop CT Natural gas BACT-PSD 
0.11 ppm 
1.3 lb/hr 

 

Wallula Power Plant Natural gas BACT-PSD 0.35 ppm 1-hr avg 

Wanapa Energy Center Natural gas BACT-PSD 78 lb/day Daily 
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TABLE 6 

PM10 CONTROL TECHNOLOGY SEARCH RESULTS
Sumas 2 Generating Facility 

Facility Control Description Basis 
Permit 
Limit Limit Notes 

Proposed BACT Limits for S2GF 

Sumas 2 Generating 
Facility 

Natural gas and  Good 
Combustion Practices 

BACT-PSD 

194 lb/day 
(filterable) 
377 lb/day 

(condensable) 

Daily 
 

Daily 
 

Other BACT Determinations 

Beatrice Power Station None Other 10.8 lb/hr  

Berrien Energy, LLC 
Natural gas and  Good 
Combustion Practices 

BACT-PSD 19 lb/hr  

BP Cherry Point Natural gas. BACT-PSD 20.6 lb/hr 24-hr avg 

Calpine Corporation None BACT-PSD 11.5 lb/hr  

CPV Warren LLC 

Natural gas and  Good 
Combustion Practices,  
0.002% by weight sulfur 
content 

 0.013 lb/MMBtu  

Dickerson None BACT-PSD 26 lb/hr 3-hr avg 

Dickerson None BACT-PSD 15 lb/hr 3-hr avg 

Duke Energy Hanging 
Rock Energy Facility 

None BACT-PSD 23.3 lb/hr each unit 

Duke Energy Wythe, LLC 
Good Combustion 
Practices 

BACT-PSD 23.7 lb/hr  

El Dorado Energy, LLC None LAER 9 lb/hr each unit 

Fairbault Energy Park 
Natural gas and  Good 
Combustion Practices 

BACT-PSD 0.01 lb/MMBtu 3-hr avg 

Forsyth Energy Plant 
Natural gas and  Good 
Combustion Practices 

BACT-PSD 0.021 lb/MMBtu 3-hr avg 

IDC Bellingham, LLC None BACT-PSD 0.008 lb/MMBtu  

La Paloma Generating Co. 
LLC 

None BACT-PSD 17.2 lb/hr 3-hr avg 

Magnolia Power Project, 
SCPPA 

None BACT-PSD 0.01 gr/dscf  

Reliant Energy Choctaw 
County, LLC 

None BACT-PSD 20.59 lb/hr  



TABLE 6 (CONTINUED) 

PM10 CONTROL TECHNOLOGY SEARCH RESULTS 
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Facility Control Description Basis 
Permit 
Limit Limit Notes 

Satsop CT 
Natural gas and  Good 
Combustion Practices 

BACT-PSD 583.2 lb/day  

Three Mountain Power, 
LLC 

None BACT-PSD 0.0012 gr/dscf 1-hr avg 

Tracy Substation 
Expansion Project 

Good Combustion 
Practices 

BACT-PSD 0.011 lb/MMBtu 
3-hr rolling 

avg 

Wanapa Energy Center 
Natural gas and  Good 
Combustion Practices 

BACT-PSD 745 lb/day  

Wellton Mohawk 
Generating Station, 170 
MW 

None BACT-PSD 29.8 lb/hr 3-hr avg 

Wellton Mohawk 
Generating Station, 180 
MW 

None BACT-PSD 33.1 lb/hr 3-hr avg 
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TABLE 7 

VOC CONTROL TECHNOLOGY SEARCH RESULTS
Sumas 2 Generating Facility 

Facility Control Description Basis 
Permit 
Limit 

Limit 
Notes 

Proposed BACT Limits for S2GF 

Sumas 2 Generating Facility 
Oxidation Catalyst and 
Good Combustion 
Practices 

BACT-
PSD 

210 lb/day Daily 

Other BACT Determinations 

Berrien Energy, LLC Oxidation Catalyst 
BACT-

PSD 
3.2 lb/hr  

BP Cherry Point 
Oxidation Catalyst and 
Lean premix turbine 
burners 

BACT-
PSD 

3.0 lb/hr 24-hr avg 

Calpine Corporation 
SCR and Oxidation 
Catalyst 

BACT-
PSD 

1.0 ppm 24-hr avg 

CPV Warren LLC 
Oxidation Catalyst and 
Good Combustion 
Practices 

 1.4 ppm a  

Duke Energy Hanging Rock 
Energy Facility 

None 
BACT-

PSD 
20.4 lb/hr each unit 

Duke Energy Wythe, LLC 
Good Combustion 
Practices 

BACT-
PSD 

21 lb/hr  

El Dorado Energy, LLC 
Natural gas and  Good 
Combustion Practices. 

BACT-
PSD 

5.2 lb/hr each unit 

Elk Hills power Project 
SCR and Oxidation 
Catalyst 

BACT-
PSD 

2.0 ppm 3-hr avg 

Fairbault Energy Park 
Good Combustion 
Practices 

BACT-
PSD 

1.0 ppm 3-hr avg 

Forsyth Energy Plant 
Good Combustion 
Practices 

BACT-
PSD 

5.7 ppm  

IDC Bellingham, LLC 
SCR and Oxidation 
Catalyst 

BACT-
PSD 

1.0 ppm 1-hr avg 

La Paloma Generating Co. LLC None 
BACT-

PSD 
0.7 ppm 3-hr avg 

Magnolia Power Project, SCPPA 
SCR and Oxidation 
Catalyst 

BACT-
PSD 

2.0 ppm 1-hr avg 

Reliant Energy Choctaw County, 
LLC 

SCR 
BACT-

PSD 
3.64 lb/hr 3-hr avg 



TABLE 7 (CONTINUED) 

VOC CONTROL TECHNOLOGY SEARCH RESULTS 
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Facility Control Description Basis 
Permit 
Limit 

Limit 
Notes 

Satsop CT 
Good Combustion 
Practices and DLN 
burners 

BACT-
PSD 

2.8 ppm 1-hr avg 

Three Mountain Power, LLC None 
BACT-

PSD 
2.0 ppm 1-hr avg 

Tracy Substation Expansion 
Project 

Oxidation Catalyst 
BACT-

PSD 
4.0 ppm 

3-hr 
rolling 

avg 

Wanapa Energy Center 
Oxidation Catalyst and 
natural gas 

BACT-
PSD 

99 tpy 
12-month 
period, 4 
turbines 

Wellton Mohawk Generating 
Station 

Oxidation Catalyst 
BACT-

PSD 
3.0 ppm 3-hr avg 

Wellton Mohawk Generating 
Station 

Oxidation Catalyst 
BACT-

PSD 
3.0 ppm 3-hr avg 

Western Midway Sunset Power 
Project 

None 
BACT-

PSD 
1.4 ppm 3-hr avg 

 
Notes: 
a. Information provided in a phone conversation between Laura Justin, Virginia Environmental Quality, 

and Eri Ottersburg, Geomatrix Consulting, Inc, on October 5, 2005. The determination entered in the 
RBLC is incorrect.  The 1.4 ppm limit is the correct limit for turbine emissions with power 
augmentation and duct burner firing. 
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TABLE 8 

SULFURIC ACID MIST CONTROL TECHNOLOGY SEARCH RESULTS 
Sumas 2 Generating Facility 

Facility 
Control 

Description Basis 
Permit 
Limit Limit Notes 

Proposed BACT Limits for S2GF 

Sumas 2 Generating Facility Natural gas BACT-PSD 39 lb/day Daily 

Other BACT Determinations 

BP Cherry Point Natural gas BACT-PSD 2.8 lb/hr 24-hr avg 

Chehalis Generating Facility Natural gas BACT-PSD 2 lb/hr Each unit 

Goldendale Energy Project Natural gas BACT-PSD 0.207 lb/hr Each unit 

Plymouth Energy, LLC 
Good Combustion 
Practices 

BACT-PSD No limit  

Satsop CT Natural gas BACT-PSD 2.17 lb/hr  

Wallula Power Plant Natural gas BACT-PSD 
0.0002 
gr/dscf 

1-hr avg, 
each unit 

Wanapa Energy Center Natural gas BACT-PSD No limit  
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TABLE 9 

TAPS CONTROL TECHNOLOGY SEARCH RESULTS 
Sumas 2 Generating Facility 

Facility Control Description Basis 

Ammonia 
Permit 
Limits 

Limit 
Notes 

Formaldehyde 
Permit Limits 

Limit 
Notes 

Proposed BACT Limits for S2GF 

Sumas 2 Generating 
Facility 

5 ppm ammonia slip 
BACT-

PSD 
5 ppm 

382 lb/day 
1-hr avg 

Daily 
-- -- 

Other BACT Determinations 

Berrien Energy, LLC 
Proper stoiciometric 
addition of NH3 

Other 10 ppm 3-hr avg 5 tpy -- 

BP Cherry Point 
5.0 ppm ammonia 
slip 

T-BACT 
5 ppm 

13.2 lb/hr 
24-hr 
avg 

-- -- 

Duke Energy 
Hanging Rock 
Energy Facility 

None Other 37.8 lb/hr 1-hr avg 0.494 lb/hr -- 

El Dorado Energy, 
LLC 

None Other 10 ppm 3-hr avg -- -- 

Elk Hills Power 
Project 

None BACT 10 ppm 
24-hr 
avg 

-- -- 

La Paloma 
Generating Co. LLC 

None BACT 10 ppm 
24-hr 
avg 

-- -- 

Magnolia Power 
Project, SCPPA 

None 
BACT-

PSD 
5 ppm 1-hr avg -- -- 

Satsop CT Natural gas T-BACT 5 ppm  -- -- 

Three Mountain 
Power, LLC 

None BACT 5ppm 3-hr avg -- -- 

Wanapa Energy 
Center 

None BACT 5 ppm 3-hr avg -- -- 

Western Midway 
Sunset Power Project 

None BACT 10 ppm 
24-hr 
avg 

-- -- 
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TABLE 10 

PROPOSED 2005 PERMIT EXTENSION COMBUSTION TURBINE/HRSG 
EMISSION LIMITS 

Sumas 2 Generating Facility 

Pollutant Averaging Period Limita 

3 Hour 2.0 ppmdv 
NOX @ 15% O2

b 

Daily 395 lb/day 

1 Hour 2.0 ppmdv 
CO @ 15% O2

c 

Annual 49.9 tpy 

SO2
d 1 Hour 1.0 ppmdv 

PM10 (Filterable)e Daily 194 lb/day 

PM10 (Condensable)e Daily 377 lb/day 

VOC (as Methane) Daily 210 lb/day 

Sulfuric Acid Mist Daily 39 lb/day 

1 Hour 5 ppmdv 
Ammonia 

Daily 382 lb/day 

Opacity 6 Minute 10% 
 
Notes: 
a. Mass emission limits are “per turbine.”  
b. NOX emission limits are relieved during startup and shutdown. 
c. CO emission limits are relieved during startup and shutdown and replaced with a 1-

hour average limit of 2,000 lb/hr. 
d. SO2 1-hour emission limit is relieved during startup and shutdown and replaced with a 

daily average of 189 lb/day. 
e. Filterable and condensable PM10 emission limits are relieved during startup and 

shutdown and replaced with a daily average total PM10 limit of 573 lb/day. 
 



 

Appendix A 

Combined-Cycle Gas Turbine RBLC and 
CARB database Search Results 



RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

NE-0023 BEATRICE 
POWER STATION

GAGE NE 250 MW SPECIFIC CONTROLS 
WERE NOT MANDATED, 
JUST POLLUTANT 
EMISSION LIMITS.

3.5 PPM @ 
15% O2

24 HOUR 
AVE *

BACT-
PSD

*MI-0366 BERRIEN 
ENERGY, LLC

BERRIEN MI 1584 MMBTU/H DRY LOW NOX BURNERS 
AND SELECTIVE 
CATALYTIC REDUCTION.

2.5 PPMDV @ 
15% O2

24-HOUR 
ROLLING 
AVG EACH 
HOUR

BACT-
PSD

239.4 T/YR ALL 
TURBINES 
COMBINED

VA-0291 CPV WARREN 
LLC

WARREN VA 1717 mmbtu/h TWO STAGE LEAN PERMIX 
DRY LOW NOX 
COMBUSTION SCR AND 
GOOD COMBUSTION 
PRACTICES.

2 PPM AS A ONE 
HOUR 
AVERAGE

BACT-
PSD

17.9 LB/H EACH

OH-0252 DUKE ENERGY 
HANGING ROCK 
ENERGY 
FACILITY

LAWRENCE OH 172 MW DRY LOW NOX (DLN) 
BURNERS AND SELECTIVE 
CATALYTIC REDUCTION 
(SCR)

27.8 LB/H EACH 
TURBINE

BACT-
PSD

400 LB/H MAXIMUM 
DURING 
STARTUP 
OR 
SHUTDOWN

VA-0289 DUKE ENERGY 
WYTHE, LLC

WYTHE VA 170 MW SCR AND LOW NOX 
BURNERS; GOOD 
COMBUSTION PRACTICES

2.5 PPMVD BACT-
PSD

202.4 T/YR including start 
up and shut 
down

NV-0033 EL DORADO 
ENERGY, LLC

CLARK NV 475 MW LOW NOX BURNER + SCR 3.5 PPM @ 
15% O2

For each 
turbine

BACT-
PSD

3.7 PPM @ 
15% O2

For turbine + 
Duct burner

MN-0053 FAIRBAULT 
ENERGY PARK

RICE MN 1876 MMBTU/H SCR AND DLN. 3 PPMVD @ 
15% 02

3 HOUR 
AVERAGE

BACT-
PSD

NC-0101 FORSYTH 
ENERGY PLANT

FORSYTH NC 1844.3 MMBTU/H DRY LOW-NOX 
COMBUSTORS AND 
SELECTIVE CATALYTIC 
REDUCTION (SCR)

2.5 PPM @ 
15% O2

24 hour 
rolling 
average, first 
500 hours

BACT-
PSD

3.5 PPM @ 
15% O2

24 hour 
rolling 
average, 
after 500 
hours

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW SCR 3.5 PPMV @ 
15% 02

3-HOUR 
AVG.

BACT-
PSD

27.3 LB/H

NOX

Appendix A PAGE 1 OF 2 Geomatrix Consultants, Inc.



RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

NOX

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW SCR 3.5 PPMV @ 
15% 02

3-HOUR 
AVG.

27.3 LB/H

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW SCR 3.5 PPMV @ 15 
02

3-HOUR 
AVG.

BACT-
PSD

27.36 LB/H

*NV-0035 TRACY 
SUBSTATION 
EXPANSION 
PROJECT

STOREY 
COUNTY

NV 306 MW SELECTIVE CATALYST 
REDUCTION W/ AMMONIA 
INJECTION

2 PPM @ 
15% O2

3-HOUR 
ROLLING

BACT-
PSD

*NV-0035 TRACY 
SUBSTATION 
EXPANSION 
PROJECT

STOREY 
COUNTY

NV 306 MW SELECTIVE CATALYTIC 
REDUCTION WITH 
AMMONIA INJECTION

2 PPM @ 
15% O2

3-HOUR 
ROLLING

BACT-
PSD

*AZ-0047 WELLTON 
MOHAWK 
GENERATING 
STATION

YUMA AZ 170 MW LOW NOX BURNERS AND 
SELECTIVE CATALYTIC 
REDUCTION

2 PPM AT 
15% O2

THREE-
HOUR

BACT-
PSD

16 LBS/HR

*AZ-0047 WELLTON 
MOHAWK 
GENERATING 
STATION

YUMA AZ 180 MW LOW NOX BURNERS AND 
SELECTIVE CATALYTIC 
REDUCTION

2 PPM AT 
15% O2

3-HOUR 
AVERAGE

BACT-
PSD

18.3 LBS/HOU
R

3-HOUR 
AVERAGE
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CARB DATABASE SEARCH RESULTS

Application/ 
Permit No.: Facility Name: Location: ATC Date:

Technology 
Status: Capacity / Dimentions

NOx 
Limit

NOx 
Limit 
Units

NOx 
Average 
Time

NOx Control Method 
Description

ASPIDC IDC Bellingham, LLC CA 9/11/2000 BACT Gas turbine, 170 MW; 
steam turbine 185 MW

1.5 ppmvd @ 
15% O2

1hr SCR system, and oxidation 
catalyst

99-PO-01 Three Mountain 
Power, LLC

Shasta, CA 10/10/2003 BACT 2,038 MMBtu/hr plus 290 
MMBtu/hr to HRSG duct 
burners

2.5 ppmvd @ 
15% O2

1 hr SCR system, and oxidation 
catalyst

S-1135-313-0 Western Midway 
Sunset Power Project

Kern, CA 12/12/2003 BACT 170 MW Gas turbine, 160 
MW Steam turbine

2.0 ppmvd @ 
15% O2

1 hr SCR system, and oxidation 
catalyst

S-3523-1-0 Elk Hills power Project Kern, CA 3/1/2003 BACT 153 MW per gas turbine, 
steam turbine 171 MW

2.5 ppmvd @ 
15% O2

1 hr SCR system, and oxidation 
catalyst

97-AFC-2 Calpine Corporation 
Sutter Energy Center

Sutter, CA 12/1/2000 BACT 170 MW per turbine and 
160 MW steam turbine

2.5 ppmvd @ 
15% O2

1 hr Dry low-NOx combustors, 
SCR and oxidation catalyst

98-AFC-2 La Paloma Generating 
Co. LLC

Kern, CA 12/1/2000 BACT 262 MW 2.5 ppmvd @ 
15% O2

1 hr 
rolling

SCONOx with SCR as an 
alternative

386305 Magnolia Power 
Project, SCPPA

Los 
Angeles, 
CA

5/27/2003 BACT 181 net MW (gas turbine 
w/steam injection)

2.0 ppmvd @ 
15% O2

3- hour SCR system and oxidation 
catalyst
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RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

NE-0023 BEATRICE 
POWER STATION

GAGE NE 250 MW EMISSION LIMITS, NOT 
CONTROLS WERE 
SPECIFIED

18.4 LB/H 30-DAY 
AVE.*

BACT-
PSD

*MI-0366 BERRIEN 
ENERGY, LLC

BERRIEN MI 1584 MMBTU/H CATALYTIC OXIDATION. 2 PPMDV @ 
15% O2

3-HOUR 
BLOCK

BACT-
PSD

165.5 T/YR

VA-0291 CPV WARREN 
LLC

WARREN VA 1717 mmbtu/h OXIDATION CATALYST, 
AND GOOD COMBUSTION 
PRACTICES.

1.8 PPMVD POWER 
AUGMENTA
TION DUCT 
BURNING

MD-0032 DICKERSON MONTGOMERY MD 196 MW OXIDATION CATALYST 8.4 LB/H 3HR AVG 
FIRING NG 
W/O DB IN 
COMB. 
CYCLE

BACT-
PSD

11.5 LB/H 3HR AVG 
FIRING NG 
W/ DB IN 
COMB. 
CYCLE

MD-0032 DICKERSON MONTGOMERY MD 196 MW OXIDATION CATALYST 7.6 LB/H 3-HR AVG 
FIRING NG 
W/DB IN 
COMB 
CYCLE

N/A 3.2 LB/H 3-HR AVG 
FIRING NG 
W/O DB IN 
COMB 
CYCLE

OH-0252 DUKE ENERGY 
HANGING ROCK 
ENERGY 
FACILITY

LAWRENCE OH 172 MW 50.3 LB/H EACH 
TURBINE

BACT-
PSD

1658 LB/H MAXIMUM 
DURING 
STARTUP 
OR 
SHUTDOWN

VA-0289 DUKE ENERGY 
WYTHE, LLC

WYTHE VA 170 MW GOOD COMBUSTION 
PRACTICES

14.6 PPMVD BACT-
PSD

NV-0033 EL DORADO 
ENERGY, LLC

CLARK NV 475 MW OXIDATION CATALYST 2.6 PPM @ 
15% O2

For each 
CTG

LAER 3.5 PPM @ 
15% O2

CTG + DUCT 
BURNER

MN-0053 FAIRBAULT 
ENERGY PARK

RICE MN 1876 MMBTU/H GOOD COMBUSTION 
PRACTICES.

10 PPMVD @ 
15% O2

3 HOUR 
AVERAGE

BACT-
PSD

CO
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RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

CO

NC-0101 FORSYTH 
ENERGY PLANT

FORSYTH NC 1844.3 MMBTU/H GOOD COMBUSTION 
PRACTICES AND 
EFFICIENT PROCESS 
DESIGN

25.9 PPM @ 
15% O2

3-hr avg BACT-
PSD

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW SCR 18.36 PPMV @ 
1`5% 02

3-HOUR 
AVG.

BACT-
PSD

82.29 LB/H

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW 18.36 PPMV @ 
15% 02

3-HOUR 
AVG.

BACT-
PSD

82.29 LB/H

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW SCR 18.36 PPMV @ 15 
02

3-HOUR 
AVG.

BACT-
PSD

82.29 LB/H

*NV-0035 TRACY 
SUBSTATION 
EXPANSION 
PROJECT

STOREY 
COUNTY

NV 306 MW OXIDATION CATALYST 3.5 PPM @ 
15% O2

3-HOUR 
ROLLING

BACT-
PSD

*NV-0035 TRACY 
SUBSTATION 
EXPANSION 
PROJECT

STOREY 
COUNTY

NV 306 MW OXIDATION CATALYST 
SYSTEM

3.5 PPM @ 
15% O2

3-HOUR 
ROLLING

BACT-
PSD

*AZ-0047 WELLTON 
MOHAWK 
GENERATING 
STATION

YUMA AZ 170 MW OXIDATION CATALYST 3 PPMVD AT 
15% O2

3-HOUR 
AVERAGE

BACT-
PSD

*AZ-0047 WELLTON 
MOHAWK 
GENERATING 
STATION

YUMA AZ 180 MW OXIDATION CATALYST 3 PPM AT 
15% O2

3-HOUR 
AVERAGE

BACT-
PSD

16.7 LBS/HOU
R

3-HOUR 
AVERAGE
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CARB DATABASE SEARCH RESULTS

Application/ 
Permit No.: Facility Name: Location: ATC Date:

Technology 
Status: Capacity / Dimentions

ASPIDC IDC Bellingham, LLC CA 9/11/2000 BACT Gas turbine, 170 MW; 
steam turbine 185 MW

99-PO-01 Three Mountain 
Power, LLC

Shasta, CA 10/10/2003 BACT 2,038 MMBtu/hr plus 290 
MMBtu/hr to HRSG duct 
burners

S-1135-313-0 Western Midway 
Sunset Power Project

Kern, CA 12/12/2003 BACT 170 MW Gas turbine, 160 
MW Steam turbine

S-3523-1-0 Elk Hills power Project Kern, CA 3/1/2003 BACT 153 MW per gas turbine, 
steam turbine 171 MW

97-AFC-2 Calpine Corporation 
Sutter Energy Center

Sutter, CA 12/1/2000 BACT 170 MW per turbine and 
160 MW steam turbine

98-AFC-2 La Paloma Generating 
Co. LLC

Kern, CA 12/1/2000 BACT 262 MW

386305 Magnolia Power 
Project, SCPPA

Los 
Angeles, 
CA

5/27/2003 BACT 181 net MW (gas turbine 
w/steam injection)

CO 
Limit

CO Limit 
Units

CO 
Average 
Time CO Control Method Desc

2.0 ppmvd @ 
15% O2

1hr SCR system and oxidation 
catalyst

4.0 ppmvd @ 
15% O2

3 hr SCR system, and oxidation 
catalyst

4.0 ppmvd @ 
15% O2

3 hr SCR system, and oxidation 
catalyst

4.0 ppmvd @ 
15% O2

3 hr SCR system, and oxidation 
catalyst

4.0 ppmvd @ 
15% O2

24 hr SCR system, and oxidation 
catalyst

6.0 ppmvd @ 
15% O2

3 hr

2.0 ppmvd @ 
15% O2

1-hour SCR system and oxidation 
catalyst
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RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

MD-0032 DICKERSON MONTGOMERY MD 196 MW USE OF LOW SULFUR 
FUELS

11 LB/H 3-HR AVG 
FIRING NG 
IN COMB. 
CYCLE

BACT-
PSD

MD-0032 DICKERSON MONTGOMERY MD 196 MW USE OF LOW SULFUR 
FUELS

12 LB/H 3-HR AVG 
FIRING NG 
IN COMB 
CYCLE

BACT-
PSD

OH-0252 DUKE ENERGY 
HANGING ROCK 
ENERGY 
FACILITY

LAWRENCE OH 172 MW LOW SULFUR FUEL: 
MAXIMUM S CONTENT OF 
NATURAL GAS SHALL NOT 
EXCEED 2 GRAINS/100 SCF

14.4 LB/H EACH 
TURBINE

BACT-
PSD

VA-0289 DUKE ENERGY 
WYTHE, LLC

WYTHE VA 170 MW GOOD COMBUSTION 
PRACTICES AND SULFUR 
IN NATURAL GAS LIMITED 
TO 0.3 GR/100 DSCF

2.08 LB/H BACT-
PSD

NV-0033 EL DORADO 
ENERGY, LLC

CLARK NV 475 MW 1.03 LB/H For each 
CTG

Other 
Case-by-
Case

1.03 LB/H For each 
CTG + duct 
burner

MN-0053 FAIRBAULT 
ENERGY PARK

RICE MN 1876 MMBTU/H LOW SULFUR FUEL. 0.8 GR/SCF gr/scf nat 
gas, 
CALENDAR 
YR AVE

BACT-
PSD

132 T/YR TOTAL 
FACILITY

NC-0101 FORSYTH 
ENERGY PLANT

FORSYTH NC 1844.3 MMBTU/H LOW SULFUR FUEL 
(NATURAL GAS)

0.0006 LB/MMBTU 3-hr avg BACT-
PSD

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW 1.38 LB/H BACT-
PSD

6.04 T/YR

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW 1.38 LB/H BACT-
PSD

6.04 T/YR

SO2
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RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

SO2

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW 1.38 LB/H BACT-
PSD

6.04 T/YR

*AZ-0047 WELLTON 
MOHAWK 
GENERATING 
STATION

YUMA AZ 170 MW 0.0023 LB/MMBTU 3-HOUR 
AVERAGE

BACT-
PSD

4.7 LB/HOUR 3-HOUR 
AVERAGE

*AZ-0047 WELLTON 
MOHAWK 
GENERATING 
STATION

YUMA AZ 180 MW 0.0023 LB/MMBTU 3-HOUR 
AVERAGE

BACT-
PSD

5.3 LBS/HOU
R

3-HOUR 
AVERAGE
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CARB DATABASE SEARCH RESULTS

Application/ 
Permit No.: Facility Name: Location: ATC Date:

Technology 
Status: Capacity / Dimentions

ASPIDC IDC Bellingham, LLC CA 9/11/2000 BACT Gas turbine, 170 MW; 
steam turbine 185 MW

99-PO-01 Three Mountain 
Power, LLC

Shasta, CA 10/10/2003 BACT 2,038 MMBtu/hr plus 290 
MMBtu/hr to HRSG duct 
burners

S-1135-313-0 Western Midway 
Sunset Power Project

Kern, CA 12/12/2003 BACT 170 MW Gas turbine, 160 
MW Steam turbine

S-3523-1-0 Elk Hills power Project Kern, CA 3/1/2003 BACT 153 MW per gas turbine, 
steam turbine 171 MW

97-AFC-2 Calpine Corporation 
Sutter Energy Center

Sutter, CA 12/1/2000 BACT 170 MW per turbine and 
160 MW steam turbine

98-AFC-2 La Paloma Generating 
Co. LLC

Kern, CA 12/1/2000 BACT 262 MW

386305 Magnolia Power 
Project, SCPPA

Los 
Angeles, 
CA

5/27/2003 BACT 181 net MW (gas turbine 
w/steam injection)

SOx 
Limit

SOx 
Limit 
Units

SOx 
Average 
Time

0.002 lb/Mmbtu

1 ppmvd 24 hr

3.73 lbs/hr 3 hr

5 NH3ppmv
d@15%O
2

1 hr
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RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

NE-0023 BEATRICE 
POWER STATION

GAGE NE 250 MW EMISSION LEVES 
SPECIFIED, NOT THE 
CONTROL EQUIPMENT.

10.8 LB/H See Note Other 
Case-by-
Case

*MI-0366 BERRIEN 
ENERGY, LLC

BERRIEN MI 1584 MMBTU/H STATE OF THE ART 
COMBUSTION 
TECHNIQUES AND USE OF 
NATURAL GAS ARE BACT 
FOR PM10.

19 PPH BACT-
PSD

293.3 T/YR

VA-0291 CPV WARREN 
LLC

WARREN VA 1717 mmbtu/h CLEAN BURNING FUEL 
NATURAL GAS ONLY. 
GOOD COMBUSTION 
PRACTICES. FUEL HAS 
MAXIMUM .002% BY 
WEIGHT SULFUR CONTENT

0.013 LB/MMBTU

MD-0032 DICKERSON MONTGOMERY MD 196 MW 26 LB/H 3-HR AVG 
FIRING NG 
W/DB IN 
COMB. 
CYCLE

BACT-
PSD

23 LB/H 3-HR AVG 
FIRING NG 
W/O DB IN 
COMB. 
CYCLE

MD-0032 DICKERSON MONTGOMERY MD 196 MW 15 LB/H 3-HR AVG 
FIRING NG 
W/DB IN 
COMB 
CYCLE

BACT-
PSD

11 LB/H 3-HR AVG 
FIRING NG 
W/O DB IN 
COMB 
CYCLE

OH-0252 DUKE ENERGY 
HANGING ROCK 
ENERGY 
FACILITY

LAWRENCE OH 172 MW 23.3 LB/H EACH 
TURBINE

BACT-
PSD

VA-0289 DUKE ENERGY 
WYTHE, LLC

WYTHE VA 170 MW GOOD COMBUSTION 
PRACTICES

23.7 LB/H BACT-
PSD

NV-0033 EL DORADO 
ENERGY, LLC

CLARK NV 475 MW 9 LB/H For each 
CTG

LAER 11.6 LB/H For each 
CTG + duct 
burner

PM10
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RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

PM10

MN-0053 FAIRBAULT 
ENERGY PARK

RICE MN 1876 MMBTU/H CLEAN FUEL AND GOOD 
COMBUSTION PRACTICES.

0.01 LB/MMBTU 3 HOUR 
AVERAGE

BACT-
PSD

NC-0101 FORSYTH 
ENERGY PLANT

FORSYTH NC 1844.3 MMBTU/H CLEAN BURNING LOW-
SULFUR FUELS AND GOOD 
COMBUSTION PRACTICES

0.021 LB/MMBTU each unit BACT-
PSD

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW 20.59 LB/H BACT-
PSD

90.18 T/YR

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW 20.59 LB/H BACT-
PSD

90.18 T/YR

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW 20.59 LB/H BACT-
PSD

90.18 T/YR

*NV-0035 TRACY 
SUBSTATION 
EXPANSION 
PROJECT

STOREY 
COUNTY

NV 306 MW BEST COMBUSTION 
PRACTICES.

0.011 LB/MMBTU 3-HOUR 
ROLLING

BACT-
PSD

*NV-0035 TRACY 
SUBSTATION 
EXPANSION 
PROJECT

STOREY 
COUNTY

NV 306 MW BEST COMBUSTION 
PRACTICES.

0.011 LB/MMBTU 3-HOUR 
ROLLING

BACT-
PSD

*AZ-0047 WELLTON 
MOHAWK 
GENERATING 
STATION

YUMA AZ 170 MW 29.8 LBS/HR 3-HOUR 
AVERAGE

BACT-
PSD

*AZ-0047 WELLTON 
MOHAWK 
GENERATING 
STATION

YUMA AZ 180 MW 33.1 LBS/HOUR 3-HOUR 
AVERAGE

BACT-
PSD
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CARB DATABASE SEARCH RESULTS

Application/ 
Permit No.: Facility Name: Location: ATC Date:

Technology 
Status: Capacity / Dimentions

ASPIDC IDC Bellingham, LLC CA 9/11/2000 BACT Gas turbine, 170 MW; 
steam turbine 185 MW

99-PO-01 Three Mountain 
Power, LLC

Shasta, CA 10/10/2003 BACT 2,038 MMBtu/hr plus 290 
MMBtu/hr to HRSG duct 
burners

S-1135-313-0 Western Midway 
Sunset Power Project

Kern, CA 12/12/2003 BACT 170 MW Gas turbine, 160 
MW Steam turbine

S-3523-1-0 Elk Hills power Project Kern, CA 3/1/2003 BACT 153 MW per gas turbine, 
steam turbine 171 MW

97-AFC-2 Calpine Corporation 
Sutter Energy Center

Sutter, CA 12/1/2000 BACT 170 MW per turbine and 
160 MW steam turbine

98-AFC-2 La Paloma Generating 
Co. LLC

Kern, CA 12/1/2000 BACT 262 MW

386305 Magnolia Power 
Project, SCPPA

Los 
Angeles, 
CA

5/27/2003 BACT 181 net MW (gas turbine 
w/steam injection)

PM 
Limit

PM Limit 
Units

PM 
Average 
Time

0.008 lb/Mmbtu

0.0012 gr/dscf @ 
3% CO2

1 hr

11.5 lbs/hr

17.2 lbs/hr 3 hr

0.01 gr/scf
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RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

*MI-0366 BERRIEN 
ENERGY, LLC

BERRIEN MI 1584 MMBTU/H CATALYTIC OXIDIZER 
PROVIDES SOME 
CONTROL FOR VOCS.

3.2 LB/H BACT-
PSD

95.3 T/YR

VA-0291 CPV WARREN 
LLC

WARREN VA 1717 mmbtu/h OXIDATION CATALYST AND 
GOOD COMBUSTION 
PRACTICES

1 PPMVD 1.4 PPMVD DUCT 
BURNER 
AND POWER 
AUGMENTA
TION

OH-0252 DUKE ENERGY 
HANGING ROCK 
ENERGY 
FACILITY

LAWRENCE OH 172 MW 20.4 LB/H EACH 
TURBINE

BACT-
PSD

94 LB/H MAXIMUM 
DURING 
STARTUP 
OR 
SHUTDOWN

VA-0289 DUKE ENERGY 
WYTHE, LLC

WYTHE VA 170 MW GOOD COMBUSTION 
PRACTICES

21 LB/H BACT-
PSD

NV-0033 EL DORADO 
ENERGY, LLC

CLARK NV 475 MW THE FIRING OF NATURAL 
GAS ONLY, IN THE 
CTG/HRSGS AND THE USE 
OF GOOD COMBUSTION 
CONTROL

5.2 LB/H each CTG BACT-
PSD

6.6 LB/H each CTG + 
duct burner

MN-0053 FAIRBAULT 
ENERGY PARK

RICE MN 1876 MMBTU/H GOOD COMBUSTION 
PRACTICES.

1 PPMVD @ 
15% O2

3 HOUR 
AVERAGE

BACT-
PSD

NC-0101 FORSYTH 
ENERGY PLANT

FORSYTH NC 1844.3 MMBTU/H GOOD COMBUSTION 
PRACTICES AND 
EFFICIENT PROCESS 
DESIGN

5.7 PPM @ 
15% O2

BACT-
PSD

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW SCR 3.64 PPMV @ 
15% 02

3-HOUR 
AVG

BACT-
PSD

9.33 LB/H

VOC
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RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

VOC

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW SCR 3.64 PPMV @ 
15% 02

3-HOUR 
AVG.

BACT-
PSD

9.33 LB/H

MS-0073 RELIANT 
ENERGY 
CHOCTAW 
COUNTY, LLC

CHOCTAW MS 230 MW SCR 3.64 PPMV @ 
15% 02

3-HOUR 
AVG.

BACT-
PSD

9.33 LB/H

*NV-0035 TRACY 
SUBSTATION 
EXPANSION 
PROJECT

STOREY 
COUNTY

NV 306 MW OXIDATION CATALYST FOR 
CO ALSO MINIMIZES VOC 
EMISSIONS.

4 PPM @ 
15% O2

3-HOUR 
ROLLING

BACT-
PSD

*NV-0035 TRACY 
SUBSTATION 
EXPANSION 
PROJECT

STOREY 
COUNTY

NV 306 MW OXIDATION CATALYST FOR 
CO ALSO MINIMIZES VOC 
EMISSIONS.

4 PPM @ 
15% O2

3-HOUR 
ROLLING

BACT-
PSD

*AZ-0047 WELLTON 
MOHAWK 
GENERATING 
STATION

YUMA AZ 170 MW OXIDATION CATALYST 3 PPM AT 
15% O2

3-HOUR 
AVERAGE

BACT-
PSD

8.4 LBS/HOU
R

3-HOUR 
AVERAGE

*AZ-0047 WELLTON 
MOHAWK 
GENERATING 
STATION

YUMA AZ 180 MW OXIDATION CATALYST 3 PPM AT 
15% O2

3-HOUR 
AVERAGE

BACT-
PSD

9.5 LBS/HOU
R

3-HOUR 
AVERAGE
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CARB DATABASE SEARCH RESULTS

Application/ 
Permit No.: Facility Name: Location: ATC Date:

Technology 
Status: Capacity / Dimentions

ASPIDC IDC Bellingham, LLC CA 9/11/2000 BACT Gas turbine, 170 MW; 
steam turbine 185 MW

99-PO-01 Three Mountain 
Power, LLC

Shasta, CA 10/10/2003 BACT 2,038 MMBtu/hr plus 290 
MMBtu/hr to HRSG duct 
burners

S-1135-313-0 Western Midway 
Sunset Power Project

Kern, CA 12/12/2003 BACT 170 MW Gas turbine, 160 
MW Steam turbine

S-3523-1-0 Elk Hills power Project Kern, CA 3/1/2003 BACT 153 MW per gas turbine, 
steam turbine 171 MW

97-AFC-2 Calpine Corporation 
Sutter Energy Center

Sutter, CA 12/1/2000 BACT 170 MW per turbine and 
160 MW steam turbine

98-AFC-2 La Paloma Generating 
Co. LLC

Kern, CA 12/1/2000 BACT 262 MW

386305 Magnolia Power 
Project, SCPPA

Los 
Angeles, 
CA

5/27/2003 BACT 181 net MW (gas turbine 
w/steam injection)

VOC 
Limit

VOC 
Limit 
Units

VOC 
Average 
Time VOC Control Method Desc

1.0 ppmvd @ 
15% O2

1hr SCR system and oxidation 
catalyst

2.0 ppmvd @ 
15% O2

1 hr

1.4 ppmvd @ 
15% O2

3 hr

2.0 ppmvd @ 
15% O2

3 hr SCR system, and oxidation 
catalyst

1.0 ppmvd @ 
15% O2

24 hr SCR system, and oxidation 
catalyst

0.7 ppmvd @ 
15% O2

3 hr

2.0 ppmvd @ 
15% O2

1 hour SCR system and oxidation 
catalyst
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RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION 

VA-0291 CPV WARREN 
LLC

WARREN VA 1717 mmbtu/h MAX. 0.002% BY WT MAX S 
CONTENT

0.0005 LB/MMBTU

MD-0032 DICKERSON MONTGOMERY MD 196 MW 1.7 LB/H 3HR AVG 
FIRING NG 
W/DB IN 
COMB 
CYCLE

BACT-
PSD

MD-0032 DICKERSON MONTGOMERY MD 196 MW 1.8 LB/H 3-HR AVG 
FIRING NG 
W/DB IN 
COMB 
CYCLE

BACT-
PSD

OH-0252 DUKE ENERGY 
HANGING ROCK 
ENERGY 
FACILITY

LAWRENCE OH 172 MW 2.2 LB/H EACH 
TURBINE

BACT-
PSD

NC-0101 FORSYTH 
ENERGY PLANT

FORSYTH NC 1844.3 MMBTU/H USE OF LOW SULFUR FUEL 
(NATURAL GAS)

see note BACT-
PSD

*NV-0035 TRACY 
SUBSTATION 
EXPANSION 
PROJECT

STOREY 
COUNTY

NV 306 MW BEST COMBUSTION 
PRACTICES.

1 LB/H BACT-
PSD

*NV-0035 TRACY 
SUBSTATION 
EXPANSION 
PROJECT

STOREY 
COUNTY

NV 306 MW BEST COMBUSTION 
PRACTICES.

1 LB/H BACT-
PSD

H2SO4
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RBLC DATABASE SEARCH RESULTS

RBLCID FACILITY COUNTY STATE THRUPUT 
THRUPUT 
UNIT CONTROL DESCRIPTION

EMIS 
LIMIT 1 

EMIS LIMIT 
1 UNIT 

EMIS LIMIT 
CONDITION 

CASE-
BY-
CASE 
BASIS 

EMIS 
LIMIT 2 

EMIS 
LIMIT 2 
UNIT 

EMIS LIMIT 2 
CONDITION POLLUTANT 

*MI-0366 BERRIEN 
ENERGY, LLC

BERRIEN MI 1584 MMBTU/H CATALYTIC OXIDIZER IS 
BACT FOR TOXICS.

5 T/YR Other 
Case-by-
Case

FORMALDEHYDE

*MI-0366 BERRIEN 
ENERGY, LLC

BERRIEN MI 1584 MMBTU/H PROPER STOICIOMETRIC 
ADDITION OF NH3.

10 PPM Other 
Case-by-
Case

NH3

OH-0252 DUKE ENERGY 
HANGING ROCK 
ENERGY 
FACILITY

LAWRENCE OH 172 MW 0.494 LB/H EACH 
TURBINE

N/A 2.09 T/YR *TOTAL 
HCHO EACH 
TURBINE

FORMALDEHYDE

OH-0252 DUKE ENERGY 
HANGING ROCK 
ENERGY 
FACILITY

LAWRENCE OH 172 MW 37.8 LB/H EACH 
TURBINE

140.01 T/YR TOTAL 
W/RESTRIC
TIONS, 
EACH 
TURBINE

NH3

NV-0033 EL DORADO 
ENERGY, LLC

CLARK NV 475 MW 10 PPM @ 
15% O2

each CTG + 
duct burner 
@ 15% O2

Other 
Case-by-
Case

24.4 LB/H CTG + duct 
burner

NH3

TAPs
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Appendix B 

RBLC Database Search Results From the  
May 24, 2004 Extension Request 



NOx

RBLCID FACILITY CITY STATE PERMIT   
DATE THRUPUT THRUPUT

UNIT CTRLDESC EMISLIMIT1 EMISLIMIT1
UNIT

EMISLIMIT1
CONDITION BASIS EMISLIMIT2 EMISLIMIT2

UNIT
EMISLIMIT2
CONDITION STDEMISS STDUNIT STOTHERC

ONDITIONS

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 500

MW, 
TOTAL

DRY LOW NOX 
COMBUSTORS & 
SELECTIVE CATALYTIC 
REDUCTION 122.8 T/YR EACH BACT-PSD

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 275 MW

SELECTIVE CATALYTIC 
REDUCTION, DRY LOW-
NOX BURNERS 151.6 T/YR EACH UNIT BACT-PSD SEE NOTES

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW

DRY LOW-NOX 
BURNERS 1126 T/YR

COMBINED 
UNITS 1-4 BACT-PSD

SEE 
PREVIOUS 
ENTRY

TX-0311

GUADALUPE 
GENERATING 
STATION GAINSVILLE FL 2/15/1999 1000 MW

DRY LOW-NOX 
BURNERS 1137.2 T/YR COMBINED BACT-PSD

MI-0302
MIRANT WYANDOTTE 
LLC ATLANTA GA 7/25/2001 2205 MMBTU/H

NOX AS NO2. DRY LOW 
NOX STAGED 
COMBUSTION, 
SELECTIVE CATALYTIC 3.5

PPMVD@15
% O2 BACT-PSD 33.5 LB/H 3.5

PPM @15% 
O2

CO-0049

NORTH AMERICAN 
POWER GP -KIOWA 
CREEK

GREENWOOD 
VILLAGE 1/17/2001 250 MW

DRY LOW NOX 
COMBUSTION AND 
SELECTIVE CATALYTIC 
REDUCTION (SCR) 4

PPMVD 15 
% O2 BACT-PSD 110.4 T/YR 4

PPM @ 15% 
O2

FL-0256

HINES ENERGY 
COMPLEX, POWER 
BLOCK 3 ST. PETERSBURG FL 9/8/2003 1830 MMBTU/H

DRY LOW NOX 
COMBUSTORS & 
SELECTIVE CATALYTIC 
REDUCTION 2.5

PPMVD 
@15% O2 BACT-PSD 2.5

PPMVD 
@15% O2

MI-0362

MIDLAND 
COGENERATION 
(MCV) MIDLAND MI 4/21/2003 984 MMBTU/H

LOW NOX BURNERS, 
RETROFIT AND 
RECONSTRUCTION 
COSTS TO EXISTING 98 LB/H BACT-PSD 25

PPMVD 
@15% O2 25

PPM @ 15% 
O2

*OR-0039
COB ENERGY 
FACILITY, LLC TEMPE AZ 12/30/2003 1150 MW

DLN COMBUSTORS, 
AND SCR 2.5

PPMVD @ 
15% O2

4-h rolling 
avg BACT-PSD 22.8 LB/H

8-h rolling 
avg 2.5

PPM @ 15% 
O2

FL-0244 FPL MARTIN PLANT JUNE BEACH FL 4/16/2003 170 MW

DRY LOW NOX 
COMBUSTORS AND 
SCR 2.5

PPMVD @ 
15% O2 24-HR CEM BACT-PSD 16.3 LB/H each 2.5

PPM @ 15% 
O2

FL-0245
FPL MANATEE PLANT - 
UNIT 3 PARRISH FL 4/15/2003 170 MW

DRY LOW NOX 
COMBUSTORS WITH 
SCR 2.5

PPMVD @ 
15% O2 24-H CEM BACT-PSD 2.5

PPM @ 15% 
O2 24-H CEM

*OR-0040
KLAMATH 
GENERATION, LLC PORTLAND OR 3/12/2003 480 MW

DRY LOW NOX 
COMBUSTION, SCR 2.5

PPMVD @ 
15% O2

8-h rolling 
avg BACT-PSD 19.2 LB/H

8-h rolling 
avg, each 2.5

PPM @ 15% 
O2

VA-0262
MIRANT AIRSIDE 
INDUSTRIAL PARK ATLANTA GA 12/6/2002 170 MW

LEAN PRE-MIX DRY 
LOW NOX AND GOOD 
COMBUSTION 
PRACTICES. 2.5

PPMVD @ 
15% O2

each unit @ 
full pressure BACT-PSD 174.4 T/YR

combined 
units 2.5

PPM @ 15% 
O2

NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 3202 MMBTU/H SCR 0.011 LB/MMBTU OTHER 2.5

PPMVD @ 
15% O2 2.5

PPMVD @ 
15% O2

NJ-0044

MANTUA CREEK 
GENERATING 
FACILITY 6/26/2001 2181 MMBTU/H

SCR- 29% AQUEOUS 
AMMONIA, DRY LOW 
NOX 2.5

PPMVD @ 
15% O2 OTHER 0.0092 LB/MMBTU 2.5

PPMVD @ 
15% O2

NC-0085
CP&L ROWAN CO 
TURBINE FACILITY RALEIGH NC 3/14/2001 157 MW

DRY LOW NOX 
COMBUSTORS AND 
SCR 0.01 LB/MMBTU BACT-PSD 2.5

PPMVD @ 
15% O2

24-h avg, 
first 500 h 
operation 3.5

PPM @ 15% 
O2

24-h avg, 
after first 500 
h operation
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NOx

RBLCID FACILITY CITY STATE PERMIT   
DATE THRUPUT THRUPUT

UNIT CTRLDESC EMISLIMIT1 EMISLIMIT1
UNIT

EMISLIMIT1
CONDITION BASIS EMISLIMIT2 EMISLIMIT2

UNIT
EMISLIMIT2
CONDITION STDEMISS STDUNIT STOTHERC

ONDITIONS

MI-0357
KALKASKA 
GENERATING, INC RAPID RIVER TWP MI 2/4/2003 605 MW

SCR AND LOW-NOX 
BURNERS. 3

PPMVD @ 
15% O2 BACT-PSD 3

PPM @ 15% 
O2

MI-0361
SOUTH SHORE 
POWER LLC BRIDGEMAN MI 1/30/2003 172 MW

DRY LOW NOX 
BURNERS AND 
SELECTIVE CATALYTIC 
REDUCTION (SCR). 3

PPMVD @ 
15% O2 BACT-PSD 202.7 T/YR

BOTH 
TURBINES 3

PPM @ 15% 
O2

GA-0094
EFFINGHAM COUNTY 
POWER, LLC RALEIGH NC 12/27/2001 185 MW

LOW NOX BURNERS 
AND SCR 3

PPMVD @ 
15% O2 BACT-PSD 109 T/YR

ANY 12 
CONSECUTI
VE MONTHS 3

PPM @ 15% 
O2

VA-0255
VA POWER - POSSUM 
POINT GLENN ALLEN VA 11/18/2002 1937 MMBTU/H

WATER INJECTION, 
SELECTIVE CATALYTIC 
REDUCTION,AND 
CONTINUOUS 3.5

PPMVD @ 
15% O2 EACH UNIT LAER 285 T/YR

COMBINED 
UNITS 3.5

PPM @ 15% 
O2 EACH UNIT

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

DRY LOW NOX 
COMBUSTOR/SCR 3.5

PPMVD @ 
15% O2 BACT-PSD 3.5

PPM @ 15% 
O2

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

DRY LOW NOX 
COMBUSTOR/SCR 3.5

PPMVD @ 
15% O2 BACT-PSD 3.5

PPM @ 15% 
O2

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

DRY LOW NOX 
COMBUSTOR/SCR 3.5

PPMVD @ 
15% O2 BACT-PSD 3.5

PPM @ 15% 
O2

*NC-0086
FAYETTEVILLE 
GENERATION, LLC SANFORD NC 1/10/2002 154 MW

DRY LOW NOX AND 
SCR 3.5

PPMVD @ 
15% O2

after first 500 
h operation BACT-PSD 2.5

PPMVD @ 
15% O2

first 500 h 
operation 3.5

PPMVD @ 
15% O2

MS-0058
CHOCTAW GAS 
GENERATION, LLC HOUSTON TX 12/13/2001 2737 MMBTU/H

DRY LOW NOX 
BURNERS AND SCR 3.5

PPMVD @ 
15% O2 24-h avg BACT-PSD 37.8 LB/H 3.5

PPM @ 15% 
O2

*TX-0233

RELIANT ENERGY- 
CHANNELVIEW 
COGENERATION 
FACILITY HOUSTON 10/29/2001 650 MMBTU/H 33.2 LB/H

FOR EACH 
UNIT LAER 365.6 T/YR

COMBINED 
ANNUAL 3.5

PPMVD @ 
15% O2 3-hr average

FL-0252
FORT PIERCE 
REPOWERING HOUSTON TX 8/15/2001 180 MW

GOOD COMBUSTION 
AND SCR 3.5

PPMVD @ 
15% O2

3-hr CEMS 
avg BACT-PSD 3.5

PPM @ 15% 
O2

TN-0156
MEMPHIS 
GENERATION, LLC TN 4/9/2001 14583

MMSCF/Y
R

SCR AND LOW NOX 
BURNERS 3.5

PPMVD @ 
15% O2 BACT-PSD 24.4 LB/H 3.5

PPM @ 15% 
O2

TX-0248

CHAMBERS ENERGY 
L.P./AMERICAN 
NATIONAL POWER SAN ANTONIO 3/6/2000 180 MW

DRY LOW NOX 
COMBUSTORS AND 
SELECTIVE CATALYTIC 
REDUCTION (SCR) 3.5

PPMVD @ 
15% O2 LAER 3.5

PPM @ 15% 
O2

TX-0250

CHANNELVIEW 
COGENERATION 
FACILITY HOUSTON 12/9/1999 800 MW

DRY LOW NOX 
COMBUSTION AND 
SELECTIVE CATALYTIC 
REGENERATION (SCR) 3.5

PPMVD @ 
15% O2

3 HOUR 
AVG LAER 33.2 LB/H EACH 3

PPM @ 15% 
O2

ANNUAL 
AVG

FL-0122
CANE ISLAND POWER 
PARK /KUA - UNIT 3

INTERCESSION 
CITY FL 11/24/1999 1696 MMBTU/H

DRY LOW NOX 
BURNERS 3.5

PPMVD @ 
15% O2 BACT-PSD 3.5

PPM @ 15% 
O2

FL-0122
CANE ISLAND POWER 
PARK /KUA - UNIT 3

INTERCESSION 
CITY FL 11/24/1999 1696 MMBTU

DRY LOW NOX 
BURNERS, SCR 3.5

PPMVD @ 
15% O2 BACT-PSD 3.5

PPM @ 15% 
O2
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FL-0223
LAKE WORTH 
GENERATION, LLC LAKE WORTH FL 11/4/1999 186 MW

DRY LOW NOX 
BURNERS 9.4

PPMVD @ 
15% O2 24-h avg BACT-PSD 12

PPMVD @ 
15% O2 3-h avg 9.4

PPM @ 15% 
O2

MI-0362

MIDLAND 
COGENERATION 
(MCV) MIDLAND MI 4/21/2003 984 MMBTU/H

EXISTING STEAM 
INJECTION. RETROFIT 
AND 
RECONSTRUCTION 159 LB/H BACT-PSD 42

PPMVD @ 
15% O2 42

PPM @ 15% 
O2

IN-0085

PSEG 
LAWRENCEBURG 
ENERGY FACILITY LAWRENCEBURG 6/7/2001 476.6 MMBTU/H

SELECTIVE CATALYTIC 
REDUCTION. EMISSION 
ALTERNATE LIMIT ARE 
FOR EACH CT 3

PPMVD @ 
15% 02 BACT-PSD 21 LB/H 3

PPMDV @ 
15% O2

IN-0086
MIRANT SUGAR 
CREEK, LLC

WEST TERRE 
HAUTE 5/9/2001 170 MW

SELECTIVE CATALYTIC 
REDUCTION. LB/H 
LIMIT IS FOR EACH CT. 3

PPMVD @ 
15% 02 BACT-PSD 17.89 LB/H 3

PPM @ 15% 
O2

AR-0057
TENASKA ARKANSAS 
PARTNERS, LP OMAHA AR 10/9/2001 185 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR). 3.5

PPMVD @ 
15% 02 100% load BACT-PSD 3.5

PPMVD @ 
15% 02 < 75% load 3.5

PPM @ 15% 
O2

IL-0091
LSP NELSON ENERGY, 
LLC NELSON IL 1/28/2000 2166 MMBTU/H

SCR, LOW NOX 
COMBUSTORS 4.5

PPMVD @ 
15% hr avg BACT-PSD 36 LB/H each 4.5

PPM @ 15% 
O2

NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 2964 MMBTU/H

SCR- AMMONIA FLOW 
RTE AT 11.46 GAL/H 2.5

PPMVD @ 
15 % O2 OTHER 0.011 LB/MMBTU 2.5

PPMVD @ 
15% O2

WA-0315

SUMAS ENERGY 2 
GENERATION 
FACILITY WA 4/17/2003 660 MW

DRY LOW NOX 
BURNERS, SCR 2 PPMVD 3 h avg BACT-PSD 395 LB/D each 2

PPM @ 15% 
O2

VA-0289
DUKE ENERGY 
WYTHE, LLC RALEIGH NC 2/5/2004 170 MW

SCR AND LOW NOX 
BURNERS. GOOD 
COMBUSTION 
PRACTICES. 2.5 PPMVD EACH UNIT BACT-PSD 2.5

PPM @ 15% 
O2

VA-0289
DUKE ENERGY 
WYTHE, LLC RALEIGH NC 2/5/2004 170 MW

SCR AND LOW NOX 
BURNERS; GOOD 
COMBUSTION 
PRACTICES 2.5 PPMVD BACT-PSD 202.4 T/YR

including 
start up and 
shut down 2.5

PPM @ 15% 
O2

WA-0288
LONGVIEW ENERGY 
DEVELOPMENT LONGVIEW 9/4/2001 290 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR). 2.5 PPMVD

365 DAY 
AVG BACT-OTHER 3 PPMVD

24 HOUR 
AVG 2.5

PPM @ 15% 
O2

365 DAY 
AVG

VA-0256 TENASKA FLUVANNA OMAHA NE 1/11/2002 61200
MMSCF/Y
R

SELECTIVE CATALYTIC 
REDUCTION, 
CONTINUOUS 
EMISSION MONITORS 3 PPMVD

for each 
turbine BACT-PSD 26.7 LB/H

for each 
turbine 3

PPMVD @ 
15% O2

IN-0092
WHITING CLEAN 
ENERGY, INC. WHITING 7/20/2000 1735 MMBTU/H

SELECTIVE CATALYTIC 
REDUCTION (SCR), 
GOOD COMBUSTION 
PRACTICES, AND DRY 3 PPMVD BACT-PSD 38 LB/H 3

PPM @ 15% 
O2

FL-0239 JEA/BRANDY BRANCH JACKSONVILLE FL 3/27/2002 1911 MMBTU/H

DRY LOW NOX 
BURNERS FOR 
NATURAL GAS, SCR & 
WATER INJECTION 3.5 PPMVD natural gas BACT-PSD 15 PPMVD fuel oil 3.5

PPM @ 15% 
O2

PA-0192
LOWER MOUNT 
BETHEL ENERGY, LLC FAIRFAX VA 10/20/2001 370 MW

SELECTIVE CATALYTIC 
REDUCTION, DRY LOW 
NOX LEAN BURN 
COMBUSTORS 3.5 PPMVD LAER 3.5

PPM @ 15% 
O2

FL-0233
OUC STANTON 
ENERGY CENTER PENSACOLA FL 9/21/2001 2402 MMBTU/H SCR 3.5 PPMVD BACT-PSD 3.5

PPM @ 15% 
O2
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OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR) AND 
DRY LOW NOX(DLN) 
BURNERS. 27.6 LB/H BACT-PSD 199.1 T/YR 3.5 PPMVD at 15% O2

AL-0141

GPC - GOAT ROCK 
COMBINED CYCLE 
PLANT SMITHS 4/10/2000 173 MW DRY LOW NOX W/SCR 0.013 LB/MMBTU BACT-PSD 32 LB/HR 3.5 PPMVD @ 15% O2

OK-0029
PSO NORTHEASTERN 
POWER STA 10/18/1999 160 MW

DRY LOW NOX 
COMBUSTOR 15 PPMVD BACT-PSD 15

PPM @ 15% 
O2

MS-0051

LSP- BATESVILLE 
GENERATION 
FACILITY 11/13/2001 2100 MMBTU/H SCR 3.5

PPMV@15%
O2(DRY,3HR
AV BACT-PSD 36.1

LB/H (3 H 
AVG) 3.5

PPMV 
@15% O2

CT-0139
PDC EL PASO 
MILFORD LLC MILFORD 4/16/1999 1.97 MMCF/H

SCR WITH AMMONIA 
INJECTION 2

PPMV @ 
15% O2 
GAS LAER 5.9

PPMV @ 
15% O2 OIL 0

CT-0140
PDC EL PASO 
MILFORD LLC MILFORD 4/16/1999 1.97 MMCF/H

SCR WITH AMMONIA 
INJECTION 2

PPMV @ 
15% O2 
GAS LAER 5.9

PPMV @ 
15% O2 OIL 0

PA-0188
FAIRLESS ENERGY 
LLC GLEN ALLEN PA 3/28/2002 1190 MW

SCR, DRY LOW NOX 
COMBUSTION 2.5

PPMV @ 
15% O2 LAER 2.5

PPM @ 15% 
O2

NM-0044
CLOVIS ENERGY 
FACILITY HOUSTON 6/27/2002 1515 MMBTU/H

THIS FACILITY WILL 
ONLY COMBUST 
PIPELINE QUALITY 
NATURAL GAS. THE 24.6 LB/H BACT-PSD 3.5

PPMV @ 
15% O2

MS-0055
EL PASO MERCHANT 
ENERGY CO. HOUSTON TX 6/24/2002 1737 MMBTU/H

LOW NOX BURNERS 
AND SELECTIVE 
CATALYTIC 
REDUCTION UNIT 3.5

PPMV @ 
15% O2

24 hr rolling 
avg BACT-PSD 28.7 LB/H

24 hr rolling 
avg 3.5

PPM @ 15% 
O2

SC-0061
COLUMBIA ENERGY 
LLC NORTHBROOK IL 4/9/2001 170

MW 
(EACH)

DRY LOW NOX 
BURNERS, SCR 3.5

PPMV @ 
15% O2

W/OR 
W/OUT 
STEAM INJ BACT-PSD 3.5

PPM @ 15% 
O2

W/OR 
W/OUT 
STEAM INJ

SC-0071

COLUMBIA ENERGY 
CENTER I-26 & US 
HWY 21 SOUTH COLUMBIA SC 4/9/2001 170 MW

SCR WITH DRY LOW 
NOX COMBUSTOR 
TECHNOLOGY 3.5

PPMV @ 
15% O2 BACT-PSD 3.5

PPM @ 15% 
O2

MI-0363
BLUEWATER ENERGY 
CENTER LLC WINTERPARK FL 1/7/2003 180 MW

DRY LOW-NOX 
BURNERS AND 
SELECTIVE CATALYTIC 
REDUCTION. 4.5 PPMV BACT-PSD 514 T/YR

3 TURBINES 
COMBINED 4.5

PPM @ 15% 
O2

LA-0127 PERRYVILLE ALEXANDRIA 8/25/2000 183 MW

LOW NOX BURNERS, 
SELECTIVE CATALYTIC 
REDUCTION 4.5 PPMV BACT-PSD 4.5

PPM @ 15% 
O2

ASSUMED 
15% O2

MI-0327 INDECK-NILES, LLC NILES 12/2/2001 1076
MW, 
TOTAL

LOW NOX BURNERS 
AND SCR. DUCT 
BURNERS LIMITED TO 
4000 H/YR, EACH. 3.5

PPMDV@15
% O2 BACT-PSD 102.3 T/YR 3.5

PPM @ 15% 
O2

MI-0303
MIDLAND 
COGENERATION MIDLAND 7/26/2001 262 MW

DNLB AND SCR. 
SCONOX AND XONON 
UNPROVEN ON LARGE 
TURBINES. ANNUAL 3.5

PPMDV@15
% O2 BACT-PSD 127.3 T/YR 3.5

PPM @ 
15%O2

WA-0291
WALLULA POWER 
PLANT NEWPORT BEACH CA 1/3/2003 1300 MW SCR 2.5

PPMDV 
@15%02 3 HR AVG BACT-OTHER 23.3 LB/H 3 HR AVG 2.5

PPM @ 15% 
O2
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MI-0302
MIRANT WYANDOTTE 
LLC ATLANTA GA 7/25/2001 2205 MMBTU/H

APPLICABLE MODE: 
WITHOUT STEAM 
INJECTION, AND OVER 
148 GMW. 67.9 TPY 3

PPMDV 
@15% O2 BACT-PSD 30.5 LB/H 3

PPM @ 15% 
O2

MI-0267
RENAISSANCE 
POWER LLC HOUSTON, TX 6/7/2001 170 MW

DRY LOW NOX 
BURNERS AND 
SELECTIVE CATALYTIC 
REDUCTION. 3.5

PPMDV 
@15% O2 BACT-PSD 130.3 T/YR 3.5

PPM @ 15% 
O2

IN-0087
DUKE ENERGY, VIGO 
LLC

WEST TERRE 
HAUTE 6/6/2001 170 MW

SELECTIVE CATALYTIC 
REDUCTION. LIMIT IS 
FOR EACH CT. 9

PPMDV 
@15% O2 BACT-PSD 21.6 LB/H 9

PPM @ 15% 
O2

MI-0366
BERRIEN ENERGY, 
LLC BENTON HARBOR MI 10/10/2002 1650 MMBTU/H

DRY LOW NOX 
BURNERS, STAGED 
COMBUSTION OF 
NATURAL GAS AND 3.5

PPMDV @ 
15% O2 BACT-PSD 394.1 T/YR

ALL 
TURBINES 
COMBINED 3.5

PPM @ 15% 
O2

OK-0028
CHOUTEAU POWER 
PLANT PRYOR 3/24/1999 176 MW

DRY LOW NOX 
BURNERS WITH 
SELECTIVE CATALYTIC 
REDUCTION (SCR) 12

PPMDV @ 
15% O2 BACT-PSD 25

PPM @ 15% 
O2

*OK-0096
REDBUD POWER 
PLANT LUTHER OK 6/3/2003 1100 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR) 
WITH DRY LOW NO 
(DLN) 3.5

PPMCD@15
%O2 BACT-PSD

IN-0095
ALLEGHENY ENERGY 
SUPPLY CO. LLC 12/7/2001 2071

MMBTU/H 
(HHV)

DRY LOW NOX 
COMBUSTOR AND 
SELECTIVE CATALYTIC 
REDUCTION SYSTEM 2.5

PPM@15% 
O2 (3 HR AV) BACT-PSD 18.7 LB/H 2.5

PPM 
@15%O2

PA-0179 SWEC LLC 8/7/2001 0
SCR AND DRY LOW 
NOX COMBUSTORS 2.5

PPM@15% 
O2 BACT-OTHER 212 T/YR 2.5

PPM@ 15% 
O2

PA-0226
LINFIELD ENERGY 
CENTER JUNO BEACH FL 4/9/2002 550 MW LOW NOX BURNERS 2

PPM @15% 
O2 LAER 2

PPM @ 15% 
O2

*TX-0273
BASTROP CLEAN 
ENERGY CENTER BASTROP 3/21/2000 161 MW

DUCT BURNERS WITH 
DRY LOW NOX 
COMBUSTORS 88 LB/H EACH BACT-PSD 302.04 T/YR EACH 12.6

PPM @15% 
O2

*TX-0293
GREGORY POWER 
FACILITY COSTA MESA CA 6/16/1999 185 MW, EA

DRY LOW-NOX 
BURNERS 141.3 LB/H EACH UNIT BACT-PSD 547 T/YR EACH UNIT 16.8

PPM @15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

MN-0048
BLACK DOG 
GENERATING PLANT BURNSVILLE 1/12/2001 290 MW

DRY LOW NOX 
BURNERS, SCR 305 T/YR BACT-PSD 4.5

PPM @ 
15%O2

AZ-0043

DUKE ENERGY 
ARLINGTON VALLEY 
(AVEFII) ARLINGTON AZ 11/12/2003 325 MW SCR 2

PPM @ 15% 
O2 1 hr avg BACT-PSD 2

PPM @ 15% 
O2

AZ-0043

DUKE ENERGY 
ARLINGTON VALLEY 
(AVEFII) ARLINGTON AZ 11/12/2003 325 MW SCR 2

PPM @ 15% 
O2 1 hr avg BACT-PSD 2

PPM @ 15% 
O2

CA-0997

SACRAMENTO 
MUNICIPAL UTILITY 
DISTRICT SACRAMENTO CA 9/1/2003 1611 MMBTU/H SCR 2

PPM @ 15% 
O2 LAER 125.6 T/YR 2

PPM @ 15% 
O2

AZ-0039

SALT RIVER 
PROJECT/SANTAN 
GEN. PLANT PHOENIX AZ 3/7/2003 175 MW SCR 2

PPM @ 15% 
O2 1 h avg LAER 2

PPM @ 15% 
O2
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AZ-0038

GILA BEND POWER 
GENERATING 
STATION DALLAS TX 5/15/2002 170 MW

SCR AND LOW NOX 
COMBUSTORS 2

PPM @ 15% 
O2 1-hr avg BACT-PSD 2

PPM @ 15% 
O2

WA-0302
GOLDENDALE 
ENERGY PROJECT KIRKLAND WA 2/23/2001 248.7 MW

LOW NOX BURNERS, 
SCR, AND GOOD 
COMBUSTION 
PRACTICE 316.8 LB/D

BASE-
LOAD, 
EXCEPT 
STARTUP BACT-PSD 357.6 LB/D

PEAK LOAD, 
EXCEPT 
STARTUP 2

PPM @ 15% 
O2

3-H AV, 
EXCEPT 
STARTUP

MA-0027
CABOT POWER 
CORPORATION BOSTON 5/7/2000 2493 MMBTU/H

SCR, DRY LOW NOX 
COMBUSTORS. 20.7 LB/H LAER 0.008 LB/MMBTU 2

PPM @ 15% 
O2

RI-0019

RELIANT ENERGY 
HOPE GENERATING 
FACILITY JOHNSTON 5/3/2000 186 MW SCR 2

PPM @ 15% 
O2 BACT-PSD 16.1 LB/H each 2

PPM @ 15% 
O2

MA-0029
SITHE MYSTIC 
DEVELOPMENT LLC CHARLESTOWN 9/29/1999 2699 MMBTU/H SCR 21.7 LB/H BACT-PSD 0.0074 LB/MMBTU 2

PPM @ 15% 
O2

FL-0244 FPL MARTIN PLANT JUNE BEACH FL 4/16/2003 170 MW

DRY LOW NOX 
COMBUSTORS AND 
SCR 2.5

PPM @ 15% 
O2 BACT-PSD 23.6 LB/H both 2.5

PPM @ 15% 
O2

VA-0261
CPV CUNNINGHAM 
CREEK SILVER SPRING VA 9/6/2002 2132 MMBTU/H

LOW NOX BURNERS 
AND GOOD 
COMBUSTION 
PRACTICE. SELECTIVE 20 LB/H

70-100% 
LOAD BACT-PSD 217.4 T/YR

BOTH 
UNITS 2.5

PPM @ 15% 
O2

70-100% 
LOAD

AL-0185
BARTON SHOALS 
ENERGY ENGLEWOOD 7/12/2002 173 MW DRY LOW NOX + SCR 0.0092 LB/MMBTU BACT-PSD 21.7 LB/H 2.5

PPM @ 15% 
O2

OR-0035
PORT WESTWARD 
PLANT PORTLAND OR 1/16/2002 325

MW, 
EACH

SELECTIVE CATALYTIC 
REDUCTION, DRY LOW 
NOX COMBUSTION, 
AND GOOD 2.5

PPM @ 15% 
O2

EACH, 
EXCEPT 
STARTUP 
AND BACT-PSD 2.5

PPM @ 15% 
O2

EACH, 
EXCEPT 
STARTUP 
AND 

WA-0292

SATSOP 
COMBUSTION 
TURBINE PROJECT 10/23/2001 325 MW

GE ADVANCED DRY-
LOW NOX 
COMBUSTORS PLUS 
SCR 21.7 LB/H

1-H AV, 
WITH DUCT 
FIRING, 
EACH BACT-PSD 16.8 LB/H

1 H AV, 
WITHOUT 
DUCT 
FIRING, EA 2.5

PPM @ 15% 
O2

1-H AV, 
EACH 
TURBINE

*ID-0012
GARNET ENERGY, 
MIDDLETON FACILITY BOISE ID 10/19/2001 1707 MMBTU/H

LOW NOX BURNERS, 
SELECTIVE CATALYTIC 
REDUCTION 2.5

PPM @ 15% 
O2 12 mo avg BACT-PSD 73 T/YR 3

PPM @ 15% 
O2

24 HOUR 
AVERAGE

TX-0344
DEER PARK ENERGY 
CENTER HOUSTON TX 8/22/2001 180 MW, EA

DRY LOW NOX 
BURNERS & 
SELECTIVE CATALYTIC 
REDUCTION 24.3 LB/H EACH LAER 304.3 T/YR COMBINED 2.5

PPM @ 15% 
O2

3-H AND 
ANN AVER

CA-0949
MOUNTAINVIEW 
POWER SAN BERNARDINO CA 5/22/2001 175.7 MW SCR 2.5 PPPMVD LAER 2.5

PPM @ 15% 
O2

AZ-0033

MESQUITE 
GENERATING 
STATION ARLINGTON 3/22/2001 1923 MMBTU/H

SCR. EMISSIONS IN 
LB/H ARE COMBINED 
FOR EACH COMBINED 
CYCLE UNIT (TURBINE 2.5

PPM @ 15% 
O2 BACT-PSD 22.2 LB/H 2.5

PPM @ 15% 
O2

AZ-0041

KYRENE GENERATING 
STATION, SALT RIVER 
PROJECT PHOENIX AZ 3/14/2001 175 MW SCR 2.5

PPM @ 15% 
O2 3 H avg LAER 2.5

PPM @ 15% 
O2 3 H avg

NC-0082

CAROLINA POWER 
AND LIGHT - 
RICHMOND CO. 
FACILITY RALEIGH NC 12/21/2000 157 MW

DRY LOW NOX 
COMBUSTORS AND 
SCR 0.01 LB/MMBTU BACT-PSD 2.5

PPM @ 15% 
O2

24-h avg, 
first 500 h of 
operation 3.5

PPM @ 15% 
O2

24 h avg, 
after first 500 
h of 
operation
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AZ-0035
DUKE ENERGY 
ARLINGTON VALLEY ARLINGTON AZ 12/14/2000 255 MW SCR 2.5

PPM @ 15% 
O2 3 hr avg BACT-PSD 2.5

PPM @ 15% 
O2

AZ-0036

PINNACLE WEST 
ENERGY 
CORP./REDHAWK 
GEN. FACILITY PHOENIX AZ 12/2/2000 175 MW

SCR AND LOW-NOX 
BURNERS 2.5

PPM @ 15% 
O2 BACT-PSD 2.5

PPM @ 15% 
O2

PA-0160

CALPINE 
CONSTRUCTION 
FINANCE CO., LP ONTELAUNEE TWP. 10/10/2000 182 MW

SCR AND DRY LOW 
NOX BURNER 2.5

PPM @ 15% 
O2 LAER 2

PPM @ 
15%O2 (3 H 
AV) 2.5

PPM @ 15% 
O2

PA-0184

CALPINE BERKS 
ONTELAUNEE POWER 
PLANT READING PA 10/10/2000 544 MW SCR 2.5

PPM @ 15% 
O2 LAER 2.5

PPM @ 15% 
O2

CA-0950
VALERO REFINING 
COMPANY BENICIA CA 1/11/2000 102 MW

SCR W/ AMMONIA 
INJECTION 7.3 LB/H LAER 0.009 LB/MMBTU 2.5

PPM @ 15% 
O2

NH-0011
AES LONDONDERRY, 
LLC 4/26/1999 2849 MMBTU/H

LOW NOX BURNER 
WITH SCR 2.5

PPM @ 15% 
O2 BACT-PSD 26.5 LB/H 2.5

PPM @ 15% 
O2

NH-0012
NEWINGTON ENERGY 
LLC NEW YORK,10006 4/26/1999 160 MW

LOW NOX BURNER 
WITH SELECTIVE 
CATALYTIC 
REDUCTION (AND 2.5

PPM @ 15% 
O2

gas, 3 hr 
block avg BACT-PSD 9

PPM @ 15% 
O2

oil, 1 hr block 
avg 2.5

PPM @ 15% 
O2

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW

DRY LOW NOX 
BURNERS (DLN) & LOW 
NOX BURNERS (LNB) & 
SELECTIVE CATALYTIC 24.1 LB/H BACT-PSD 3

PPM @ 15% 
O2

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW

DRY LOW NOX 
BURNERS (DLN)& LOW 
NOX BURNERS(LNB)& 
SELECTIVE CATALYTIC 30.5 LB/H BACT-PSD 3

PPM @ 15% 
O2

CO-0052

ROCKY MOUNTAIN 
ENERGY CENTER, 
LLC. LITTLETON 8/11/2002 2311 MMBTU/H

LOW NOX 
COMBUSTION SYSTEM 
(POLLUTION 
PREVENTION) AND 3

PPM @ 15% 
O2 BACT-PSD 3

PPM @ 15% 
O2

MT-0019

CONTINENTAL 
ENERGY SERVICES, 
INC., SILVER BOW 
GEN BUTTE MT 6/7/2002 500 MW SCR 25.2 LB/H BACT-PSD 3

PPM @ 15% 
O2

MT-0019

CONTINENTAL 
ENERGY SERVICES, 
INC., SILVER BOW 
GEN BUTTE MT 6/7/2002 500 MW SCR 25.2 LB/H BACT-PSD 3

PPM @ 15% 
O2

*IA-0058

GREATER DES 
MOINES ENERGY 
CENTER PLEASANT HILL 4/10/2002 350 MW

SELECTIVE CATALYTIC 
REDUCTION WITH DRY 
LOW NOX 
COMBUSTION 0.011 LB/MMBTU

@15% O2, 3 
hour ave BACT-PSD 112.5 T/YR 3

PPM @ 15% 
O2

CALCULATE
D

WA-0289

TRANSALTA 
CENTRALIA 
GENERATION LLC CENTRALIA 2/22/2002 268 MW

WATER INJECTION 
AND SELECTIVE 
CATALYTIC 
REDUCTION 6.33 LB/H BACT-PSD 3

PPM @ 15% 
O2 3 H AV

OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW

DRY LOW NOX (DLN) 
BURNERS AND 
SELECTIVE CATALYTIC 
REDUCTION(SCR) 21.1 LB/H BACT-PSD 3

PPM @ 15% 
O2 3-hr average

OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW

DRY LOW NOX (DLN) 
BURNERS AND 
SELECTIVE CATALYTIC 
REDUCTION (SCR) 27.8 LB/H BACT-PSD 3

PPM @ 15% 
O2 3-hr average
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GA-0093
AUGUSTA ENERGY 
CENTER NORTHBROOK IL 10/28/2001 750 MW SCR 3

PPM @ 15% 
O2 BACT-PSD 3

PPM @ 15% 
O2

PA-0196
SWEC-FALLS 
TOWNSHIP GLEN ALLEN PA 8/7/2001 544 MW DLN BURNERS, SCR 3

PPM @ 15% 
O2 LAER 3

PPM @ 15% 
O2

*TX-0343

MONTGOMERY 
COUNTY POWER 
PROJECT SAN DIEGO CA 6/27/2001 660

MW, 
TOTAL

SELECTIVE CATALYTIC 
REDUCTION SYSTEM 
UNIT 48.65 LB/H EACH UNIT BACT-PSD 3

PPM @ 15% 
O2

YR AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 5

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

AZ-0037 PANDA GILA RIVER GILA BEND AZ 2/23/2001 170 MW SCR 3
PPM @ 15% 
O2 3 hr avg BACT-PSD 3

PPM @ 15% 
O2

*TX-0337
CEDAR BLUFF POWER 
PROJECT SAN DIEGO CA 12/21/2000 660 MW

SELECTIVE CATALYTIC 
REDUCTION 48.84 LB/H EACH LAER 3

PPM @ 15% 
O2

YR AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 5

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

NE-0017
BEATRICE POWER 
STATION BEATRICE NE 5/29/2003 80 MW

LOW-NOX BURNERS 
AND SELECTIVE 
CATALYTIC 
REDUCTION 3.5

PPM @ 15% 
O2

24-hr 
average BACT-PSD 3.5

PPM @ 15% 
O2

24-hr 
average

*TX-0374
CHOCOLATE BAYOU 
PLANT ALVIN TX 3/24/2003 70

MW, 
TOTAL

DRY LOW NOX 
COMBUSTORS & 
SELECTIVE CATALYTIC 
REDUCTION 11.43 LB/H EACH BACT-OTHER 90.77 T/YR COMBINED 3.5

PPM @ 15% 
O2 EACH

OK-0090

DUKE ENERGY 
STEPHENS, LLC 
STEPHENS ENERGY 3/21/2003 1701 MMBTU/H

SCR, DRY LOW NOX 
COMBUSTORS 3.5

PPM @ 15% 
O2 24-h avg BACT-PSD 3.5

PPM @ 15% 
O2

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW, EA

SELECTIVE CATALYTIC 
REDUCTION 32.4 LB/H EACH UNIT BACT-PSD 104.6 T/YR EACH UNIT 3.5

PPM @ 15% 
O2 EACH UNIT

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW

SELECTIVE CATALYTIC 
REDUCTION 32.4 LB/H EACH UNIT BACT-PSD 108.4 T/YR EACH UNIT 3.5

PPM @ 15% 
O2 EACH UNIT

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR) AND 
DRY LOW NOX (DLN) 
BURNERS 14.5 LB/H BACT-PSD 37.7 T/YR 3.5

PPM @ 15% 
O2

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR) AND 
DRY LOW 
NOX(DLN)BURNERS 16 LB/H BACT-PSD 37.7 T/YR 3.5

PPM @ 15% 
O2

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

DRY LOW NOX 
BURNERS, SCR 24.1 LB/H EACH BACT-PSD 3.5

PPM @ 15% 
O2

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

DRY LOW NOX 
BURNERS, SCR 28.5 LB/H EACH BACT-PSD 3.5

PPM @ 15% 
O2

OH-0257
JACKSON COUNTY 
POWER, LLC CHARLOTTE NC 12/27/2001 305 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR) 
WITH DRY LOW NOX 
(DLN) COMBUSTION 36 LB/H BACT-PSD 218.9 T/YR 3.5

PPM @ 15% 
O2

AL-0180
DUKE ENERGY DALE, 
LLC HOUSTON 12/11/2001 170 MW EACH DLN AND SCR 0.013 LB/MMBTU BACT-PSD 32.3 LB/H 3.5

PPM @ 15% 
O2
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AL-0181
DUKE ENERGY 
AUTAUGA, LLC HOUSTON 10/23/2001 2407

MMBTU/H 
(W/DB) SCR 0.013 LB/MMBTU BACT-PSD 32.4 LB/H 3.5

PPM @ 15% 
O2

ID-0010 MIDDLETON FACILITY BOISE ID 10/19/2001 2097 MMBTU/H

DUCT BURNER, 
SELECTIVE CATALYTIC 
REDUCTION, 
CATALYTIC OXIDATION 17.7 LB/H EA BACT-PSD 3.5

PPM @ 15% 
O2 24 H AV, EA 2.5

PPM @ 15% 
O2

CONSECUTI
VE 12 MO 
AV, EACH

OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR) AND 
DRY LOW NOX (DLN) 
BURNERS. 25 LB/H BACT-PSD 139.3 T/YR 3.5

PPM @ 15% 
O2

OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR) AND 
DRY LOW NOX (DLN) 
BURNERS. 29 LB/H BACT-PSD 139.3 T/YR 3.5

PPM @ 15% 
O2

AL-0179

TENASKA TALLADEGA 
GENERATING 
STATION OMAHA 10/3/2001 170 MW

DLN COMBUSTION & 
SCR 0.013 LB/MMBTU BACT-PSD 32.5 LB/H 3.5

PPM @ 15% 
O2

OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR) AND 
DRY LOW NOX (DLN) 
BURNERS 35.9 LB/H BACT-PSD 199.1 T/YR 3.5

PPM @ 15% 
O2

PA-0197
RELIANT ENERGY 
HUNTERSTOWN, LLC JOHNSTOWN PA 6/15/2001 900 MW

DRY LOW NOX LEAN 
BURNERS & SCR 3.5

PPM @ 15% 
O2 LAER 3.5

PPM @ 15% 
O2

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW

DRY LOW NOX (DLN) 
AND SELECTIVE 
CATALYTIC 
REDUCTION (SCR). 25 LB/H BACT-PSD 146.9 T/YR 3.5

PPM @ 15% 
O2

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW

DRY LOW NOX (DLN) 
COMBUSTORS AND 
SELECTIVE CATALYTIC 
REDUCTION (SCR) 30 LB/H BACT-PSD 146.9 T/YR 3.5

PPM @ 15% 
O2

MS-0044
CALEDONIA POWER 
LLC CALEDONIA 3/27/2001 1700 MMBTU/H

DRY LOW NOX 
COMBUSTORS AND 
POST COMBUSTION 
CONTROL USING 24.1 LB/H BACT-PSD 3.5

PPM @ 15% 
O2

AR-0043
PINE BLUFF ENERGY 
LLC PINE BLUFF AR 2/27/2001 170 MW

DRY LOW NOX 
BURNERS AND SCR 0.0349 LB/MMBTU BACT-PSD 33.5 LB/H 3.5

PPM @ 15% 
O2

AL-0188

TENASKA ALABAMA II 
GENERATING 
STATION OMAHA NE 2/16/2001 170 MW

DRY LOW NOX 
COMBUSTORS + SCR 0.013 LB/MMBTU BACT-PSD 31.1 LB/H 3.5

PPM @ 15% 
O2

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW

DRY LOW-NOX (DLN) 
COMBUSTION 
BURNERS AND 
SELECTIVE CATALYTIC 24.7 LB/H BACT-PSD 3.5

PPM @ 15% 
O2

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW

DRY LOW-NOX (DLN) 
COMBUSTION 
BURNERS AND 
SELECTIVE CATALYTIC 32.3 LB/H each BACT-PSD 3.5

PPM @ 15% 
O2

with & 
without duct 
burners

WI-0174
BADGER 
GENERATING CO LLC PLEASANT PRAIRIE 9/20/2000 2010 MMBTU/H

THE USE OF DRY LOW 
NOX COMBUSTOR AND 
SCR. 3.5

PPM @ 15% 
O2

Steam 
Injection BACT-PSD 2.5

PPM @ 15% 
O2

No Steam 
Injection 3.5

PPM @ 15% 
O2

Steam 
Injection

TX-0232

ELECTRIC 
GENERATING 
STATION HOUSTON 8/31/2000 2000 MW

SELECTIVE CATALYTIC 
REDUCTION 3.5

PPM @ 15% 
O2 LAER 3.5

PPM @ 15% 
O2

Page 9 of 75



NOx

RBLCID FACILITY CITY STATE PERMIT   
DATE THRUPUT THRUPUT

UNIT CTRLDESC EMISLIMIT1 EMISLIMIT1
UNIT

EMISLIMIT1
CONDITION BASIS EMISLIMIT2 EMISLIMIT2

UNIT
EMISLIMIT2
CONDITION STDEMISS STDUNIT STOTHERC

ONDITIONS

*TX-0336
HARRIS ENERGY 
FACILITY HOUSTON TX 8/31/2000 175 MW

SELECTIVE CATALYTIC 
REDUCTION 24.5 LB/H EACH UNIT BACT-PSD 42.4 T/YR EACH UNIT 3.5

PPM @ 15% 
O2

EACH UNIT, 
HOURLY 
AVE

*TX-0336
HARRIS ENERGY 
FACILITY HOUSTON TX 8/31/2000 175 MW, EA

SELECTIVE CATALYTIC 
REDUCTION 24.9 LB/H EACH UNIT BACT-PSD 100.3 T/YR EACH UNIT 3.5

PPM @ 15% 
O2

EACH UNIT, 
HOURLY

AR-0041 TPS - DELL, LLC DELL 8/8/2000 640 MW

SELECTIVE CATALYTIC 
REDUCTION (SCR) 
/DRY LOW NOX. 3.5

PPM @ 15% 
O2 BACT-PSD 71.8 LB/H 3.5

PPM @ 15% 
O2

PA-0190
LIBERTY ELECTRIC 
POWER , LLC HERNDON VA 5/3/2000 2000 MMBTU/H

DRY LOW NOX 
COMBUSTORS, 
SELECTIVE CATALYTIC 
REDUCTION 113.4 T/YR LAER 0.013 MMBTU/H

BASED ON 
8760 H/YR 
OPERATION 3.5

PPM @ 15% 
O2

CALCULATE
D USING F 
FACTOR

TX-0328

BAYTOWN 
COGENERATION 
PLANT SAN JOSE CA 2/11/2000 750

MW 
COMBINE
D

SELECTIVE CATALYTIC 
REDUCTION, DRY LOW-
NOX BURNERS 29.3 LB/H EACH UNIT LAER 324.3 T/YR COMBINED 3.5

PPM @ 15% 
O2

BOTH 3 H 
AV AND 
ANNUAL AV, 
EACH UNIT

MA-0025
ANP BELLINGHAM 
ENERGY COMPANY MARLBOROUGH 8/4/1999 3630 MMBTU/H SCR 13.4 LB/H LAER 3.5

PPM @ 15% 
O2 STEAM INJ. 2

PPM @ 15% 
O2

MA-0024
ANP BLACKSTONE 
ENERGY COMPANY BLACKSTONE 4/16/1999 3630 MMBTU/H SCR. 13.4 LB/H LAER 3.5

PPM @ 15% 
O2 STEAM inj. 2

PPM @ 15% 
O2

AL-0168
GENPOWER KELLEY 
LLC QUINTON 1/12/2001 173 MW

DRY LOW NOX AND 
SCR 0.013 LB/MMBTU BACT-PSD 28.9 LB/H 3.6

PPM @ 15% 
O2 See Notes

AL-0162

AUTAUGAVILLE 
COMBINED CYCLE 
PLANT PRATTVILLE 1/8/2001 173 MW

DRY LOW NOX 
BURNERS AND SCR 0.013 LB/MMBTU BACT-PSD 32 LB/H 3.6

PPM @ 15% 
O2 See Notes

AL-0165
DECATUR ENERGY 
CENTER DECATUR 6/6/2000 700 MW

DRY LOW NOX 
BURNER AND SCR 0.013 LB/MMBTU BACT-PSD 31.2 LB/H 3.6

PPM @ 15% 
O2 See Note

AL-0141

GPC - GOAT ROCK 
COMBINED CYCLE 
PLANT SMITHS 4/10/2000 173 MW

DRY LOW NOX 
COMBUSTOR & 
SELECTIVE CATALYTIC 
REDUCTION (SCR)NOX 0.013 LB/MMBTU BACT-PSD 29.7 LB/H 3.6

PPM @ 15% 
O2 See Note

AL-0143
AEC - MCWILLIAMS 
PLANT GANTT 3/3/2000 166 MW

CLEAN BURNERS AND 
SCR 0.013 LB/MMBTU BACT-PSD 26.2 LB/H 3.6

PPM @ 15% 
O2 See Note

AL-0132

TENASKA ALABAMA 
GENERATING 
STATION BILLINGSLY 11/29/1999 170 MW

DLN BURNER & SCR 
ON TURBINE. LOW NOX 
BURNERS ON DUCT 
BURNER 0.0145 LB/MMBTU BACT-PSD 4

PPM @ 15% 
O2 SEE NOTE

MO-0049

KANSAS CITY POWER 
& LIGHT CO. - 
HAWTHORN STATION KANSAS CITY 8/19/1999 280 MW

SELECTIVE CATALYTIC 
REDUCTION OF NOX. 
EMISSION LIMIT BASIS: 
MFG GUARANTEE 4

PPM @ 15% 
O2 BACT-OTHER 1.6 LB/MW-H 4

PPM @ 15% 
O2

LA-0157
PERRYVILLE POWER 
STATION ALEXANDRIA 3/8/2002 170 MW

LOW NOX BURNERS, 
AND/OR SELECTIVE 
CATALYTIC 
REDUCTION, GOOD 4.5

PPM @ 15% 
O2

ASSUMED 
15% O2 BACT-PSD 4.5

PPM @ 15% 
O2

ASSUMED 
15% O2

LA-0164

ACADIA POWER 
STATION, ACADIA 
POWER PARTNERS 
LLC HOUSTON TX 1/31/2002 183 MW EACH

USE OF DRY LOW NOX 
BURNERS AND 
SELECTIVE CATALYTIC 
REDUCTION. 190 LB/H BACT-PSD 140 T/YR 4.5

PPM @ 15% 
O2

ASSUMED 
15% O2
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MN-0043

XCEL ENERGY, BLACK 
DOG ELECTRIC 
GENERATING 
STATION BURNSVILLE 11/17/2000 1917 MMBTU/H

DRY LOW-NOX 
COMBUSTORS PLUS 
SCR. PRIMARY 
EMISSION LIMIT AT 4.5

PPM @ 15% 
O2 BACT-PSD 305 T/YR 4.5

PPM @ 15% 
O2

OK-0051
GREEN COUNTRY 
ENERGY PROJECT 10/1/1999 810 MW

DRY LOW NOX 
COMBUSTOR 4.5

PPM @ 15% 
O2 BACT-PSD 4.5

PPM @ 15% 
O2

*TX-0381
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2003 700 MW

DRY LOW-NOX 
BURNERS & 
SELECTIVE CATALYTIC 
REDUCTION SYSTEM 61.8 LB/H EACH BACT-PSD 210.43 T/YR EACH 5

PPM @ 15% 
O2 EACH

LA-0120 GEISMAR PLANT GEISMAR 2/26/2002 40 MW EACH

LOW NOX BURNERS 
AND A SELECTIVE 
CATALYTIC 
REDUCTION SYSTEM. 14.5 LB/H EACH BACT-PSD 58.71 T/YR EACH 5

PPM @ 15% 
O2

EACH, WITH 
OR 
WITHOUT 
DUCT 

LA-0136
PLAQUEMINE, 
IBERVILLE PARISH COLUMBUS OH 12/26/2001 2876 MMBTU/H

DRY LOW NOX 
BURNERS, SELECTIVE 
CATALYTIC 
REDUCTION 51.3 LB/H EACH BACT-PSD 213.6 T/YR EACH 5

PPM @ 15% 
O2 TOTAL

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 250 MW, EA

DRY LOW NOX 
COMBUSTORS & 
SELECTIVE CATALYTIC 
REDUCTION 27.2 LB/H EACH BACT-PSD 29.8 LB/H

EACH, MAX 
HOURLY 5

PPM @ 15% 
O2 EACH

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 250 MW, EA

DRY LOW NOX 
COMBUSTORS & 
SELECTIVE CATALYTIC 
REDUCTION 31.1 LB/H EACH BACT-PSD 5

PPM @ 15% 
O2 EACH

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 275 MW

SELECTIVE CATALYTIC 
REDUCTION, DRY LOW-
NOX BURNERS 34 LB/H EACH UNIT BACT-PSD 5

PPM @ 15% 
O2 EACH UNIT

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 250 MW

SELECTIVE CATALYTIC 
REDUCTION, DRY LOW-
NOX BURNERS 34 LB/H EACH UNIT BACT-PSD 131.4 T/YR EACH UNIT 5

PPM @ 15% 
O2 EACH UNIT

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 173 MW EACH

DRY LOW NOX 
BURNERS, FIRING 
WITH NATURAL GAS, 
USE OF SELECTIVE 80 LB/H

EACH, 
COMBINED BACT-PSD 286.1 T/YR

EACH, 
COMBINED 5

PPM @ 15% 
O2

EACH, 
COMBINED, 
AFTER SCR

TX-0297
EXXON-MOBIL 
BEAUMONT REFINERY BEAUMONT TX 3/14/2000 183

MW, EA 
TURBINE

SELECTIVE CATALYTIC 
REDUCTION AND DRY 
LOW-NOX BURNERS 82.73 LB/H EACH UNIT BACT-OTHER 6

PPM @ 15% 
O2

YR AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 9

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

OR-0034
HERMISTON POWER 
PARTNERSHIP BOISE ID 4/13/1999 25

MW, 
GREATER 
THAN

SELECTIVE CATALYTIC 
REDUCTION 6

PPM @ 15% 
O2

EA, AV 24-H, 
CHANGING 
LOADS OR 
<80% OTHER 41 LB/H

PER 
TURBINE 
STACK, 24 
H AV 4.5

PPM @ 15% 
O2

EA,, AV 24-
H, 80% TO 
100% BASE 
LOAD

*TX-0351

WEATHERFORD 
ELECTRIC 
GENERATION 
FACILITY ATLANTA GA 3/11/2002 1079 MMBTU/H NONE INDICATED 35 LB/H EACH UNIT NSPS 140.2 T/YR EACH UNIT 9

PPM @ 15% 
O2

*TX-0350
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2002 350 MW NONE INDICATED 91.67 LB/H BACT-OTHER 340.59 T/YR 9

PPM @ 15% 
O2 1 H AV

*TX-0261
BELL ENERGY 
FACILITY TEMPLE 6/26/2001 175 MW

LOW NOX 
COMBUSTORS, SCR 85 LB/H BACT-PSD 254 T/YR 9

PPM @ 15% 
O2

HOURLY 
AVERAGE

LA-0153
CARVILLE ENERGY 
CENTER NORTHBROOK IL 5/16/2001 1908

MMBTU/H 
(EACH)

DRY LOW NOX 
COMBUSTOR AND 
BURNERS 85 LB/H EACH BACT-PSD 281.54 T/YR EACH 9

PPM @ 15% 
O2

IN NORMAL 
OPERATION
AL MODE
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*TX-0260
PALESTINE ENERGY 
FACILITY PALESTINE TX 12/13/2000 170 MW SCR 868 T/YR

TOTAL FOR 
ALL 6 BACT-PSD 71 LB/H EACH 9

PPM @ 15% 
O2

*TX-0326
AES WOLF HOLLOW 
LP AUSTIN TX 7/20/2000 807

MW, 
TOTAL

SELECTIVE CATALYTIC 
REDUCTION 91.9 LB/H EACH UNIT NSPS 708.7 T/YR COMBINED 9

PPM @ 15% 
O2

EACH UNIT, 
EXCEPT 
STARTUP/S
HUTDOWN

*TX-0296
WISE COUNTY 
POWER HOUSTON TX 7/14/2000 230 MW, EA

SELECTIVE CATALYTIC 
REDUCTION 9

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, BACT-PSD 111.2 LB/H EACH 5

PPM @ 15% 
O2

YR AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

MI-0268 KM POWER COMPANY FORT LUPTON, CO 6/26/2000 112 MW

DRY LOW NOX 
COMBUSTION (DLN 
MODE) IS 
INOPERATIVE DURING 52 LB/H 30 Day Avg. BACT-PSD 113.1 T/YR Plantwide 9

PPM @ 15% 
O2

LA-0146

SHELL CHEMICAL 
COMPANY - GEISMAR 
PLANT GEISMAR LA 5/10/2000 397.3

MMBTU/H 
(EACH)

SELECTIVE CATALYTIC 
REDUCTION (SCR) 19.58 LB/H EACH BACT-PSD 85.78 T/YR EACH 9

PPM @ 15% 
O2 EACH

SC-0060
RAINEY GENERATING 
STATION STARR 4/3/2000 170

MW 
(EACH)

DRY LOW NOX 
BURNERS 63 LB/H

EACH 
TURBINE BACT-PSD 275.94 T/YR

EACH 
TURBINE 9

PPM @ 15% 
O2

EACH 
TURBINE

SC-0066

SANTEE COOPER 
RAINEY GENERATION 
STATION MONKS CORNER SC 4/3/2000 170 MW

DRY LOW NOX 
BURNER WITH 
NATURAL GAS 63 LB/H each BACT-PSD 275.94 T.YR each 9

PPM @ 15% 
O2

*TX-0330
JACK COUNTY 
POWER PLANT HOUSTON TX 3/14/2000 520 MW

DRY LOW-NOX 
COMBUSTORS 85 LB/H EACH UNIT BACT-PSD 254 T/YR EACH UNIT 9

PPM @ 15% 
O2

1 H AV, 
EACH UNIT

FL-0186
CITY OF GAINESVILLE 
REGIONAL UTILITIES GAINESVILLE 2/24/2000 1083 MMBTU/H

DRY LOW NOX 
TECHNOLOGY, AND 
WET INJECTION. 
STANDARDIZED UNITS 133 T/YR BACT-PSD 9

PPM @ 15% 
O2

*TX-0299 KAUFMAN COGEN LP CHARLOTTE NC 1/31/2000 180
MW, 
EACH NONE INDICATED 254 T/YR EACH UNIT BACT-PSD 85 LB/H EACH UNIT 9

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

OK-0050
ONETA GENERATING 
STA 1/21/2000 170 MW

DRY LOW NOX 
COMBUSTOR 9

PPM @ 15% 
O2 BACT-PSD 9

PPM @ 15% 
O2

OK-0041
MCCLAIN ENERGY 
FACILITY 1/19/2000 170 MW

DRY-LOW NOX 
COMBUSTORS 9

PPM @ 15% 
O2 BACT-PSD 9

PPM @ 15% 
O2

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 1000

MW 
(TURBINE
S)

DRY LOW-NOX 
BURNERS, USE OF 
NATURAL GAS, 
SELECTIVE CATALYTIC 1144.2 T/YR TOTAL BACT-PSD 0.08 LB/MMBTU

DUCT 
BURNER 9

PPM @ 15% 
O2 TURBINE

LA-0132
CARVILLE ENERGY 
CENTER NORTHBROOK IL 12/9/1999 1908 MMBTU/H

DRY LOW NOX 
COMBUSTORS AND 
BURNERS 85 LB/H BACT-PSD 281.54 T/YR 9

PPM @ 15% 
O2

FL-0124
OLEANDER POWER 
PROJECT

BALTIMORE 
(HEADQUARTERS) 11/22/1999 190 MW

DLN 2.6 GE ADVANCED 
DRY LOW NOX 
BURNERS 9

PPM @ 15% 
O2 BACT-PSD 62.6 LB/H 9

PPM @ 15% 
O2

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW

DRY LOW-NOX 
BURNERS 82 LB/H EACH UNIT BACT-PSD 281.5 T/YR ECAH UNIT 9

PPM @ 15% 
O2 EACH UNIT
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RBLCID FACILITY CITY STATE PERMIT   
DATE THRUPUT THRUPUT

UNIT CTRLDESC EMISLIMIT1 EMISLIMIT1
UNIT

EMISLIMIT1
CONDITION BASIS EMISLIMIT2 EMISLIMIT2
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FL-0223
LAKE WORTH 
GENERATION, LLC LAKE WORTH FL 11/4/1999 186 MW

DRY LOW - NOX 
COMBUSTION DESIGN 9

PPM @ 15% 
O2 BACT-PSD 9

PPM @ 15% 
O2

FL-0123

DUKE ENERGY NEW 
SMYRNA BEACH 
POWER CO. LP

CHARLOTTE NC 
(HEADQUARTERS) 10/15/1999 500

MW (2 
UNITS)

DLN GE DLN2.6 
BURNERS 9

PPM @ 15% 
O2 BACT-PSD 0 9

PPM @ 15% 
O2

AR-0026

PINE BLUFF ENERGY 
LLC - PINE BLUFF 
ENERGY CENTER PINE BLUFF AR 5/5/1999 170 MW DLN COMBUSTORS 115.5 LB/H 30-day avg. BACT-PSD 0.0467 LB/MMBTU 12

PPM @ 15% 
O2

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

DRY LOW-NOX 
BURNERS 1143.2 T/YR BACT-PSD 106 LB/H 12.2

PPM @ 15% 
O2

EXCEPT 
DURING 
STARTUP/S
HUTDOWN

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

DRY LOW-NOX 
BURNERS 1143.2 T/YR BACT-PSD 106 LB/H 12.2

PPM @ 15% 
O2

EXCEPT 
STARTUP/S
HUTDOWN

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

DRY LOW-NOX 
BURNERS 1143.2 T/YR BACT-PSD 106 LB/H 12.2

PPM @ 15% 
O2

EXCEPT 
DURING 
STARTUP/S
HUTDOWN

TX-0370
RIO NOGALES POWER 
PROJECT BALTIMORE MD 12/3/1999 800 MW

DRY LOW NOX 
BURNERS, USE OF 
STEAM INJECTION AS 
NECESSARY 104.1 LB/H EACH BACT-PSD 852.1 T/YR COMBINED 12.8

PPM @ 15% 
O2 EACH

TX-0311

GUADALUPE 
GENERATING 
STATION GAINSVILLE FL 2/15/1999 170 MW, EA

DRY LOW-NOX 
BURNERS 79 LB/H EACH UNIT BACT-PSD 284.3 T/YR EACH UNIT 13

PPM @ 15% 
O2 EACH UNIT

TX-0294
GATEWAY POWER 
PROJECT BALTIMORE MD 3/20/2000 170

MW, 
EACH

DRY LOW-NOX 
BURNERS 115.2 LB/H EACH UNIT BACT-PSD 926.7 T/YR

COMBINED 
LIMIT, ALL 
UNITS 13.4

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUT DOWN, 

*TX-0383 FORNEY PLANT HOUSTON TX 3/6/2000 169.8 MW
ULTRA LOW NOX 
BURNER 1946.22 T/YR COMBINED BACT-PSD 13.4

PPM @ 15% 
O2 EACH

TX-0234

EDINBURG ENERGY 
LIMITED 
PARTNERSHIP HOUSTON 1/8/2002 180 MW

NOX EMISSIONS SHALL 
NOT EXCEED 15 
PPMVD WHEN 
CORRECTED TO 15% 104

LB/H AT 
FULL LOAD BACT-PSD 411.7

T/YR AT ALL 
LOADS 15

PPM @ 15% 
O2

OK-0044
SMITH POCOLA 
ENERGY PROJECT OKLAHOMA CITY 8/16/2001 171.5 MW LOW NOX BURNERS 109.1 LB/H each BACT-PSD 478 T/YR each 15

PPM @ 15% 
O2

OK-0045 REDBUD POWER PLT TULSA 8/15/2001 1698 MMBTU/H
DRY LOW NOX 
COMBUSTORS 15

PPM @ 15% 
O2

with duct 
burners BACT-PSD 9

PPM @ 15% 
O2

without duct 
burners 15

PPM @ 15% 
O2

with duct 
burners

OK-0046
THUNDERBIRD 
POWER PLT TULSA 5/17/2001 1698 MMBTU/H

DRY LOW NOX 
COMBUSTION 15

PPM @ 15% 
O2

with duct 
burners BACT-PSD 9

PPM @ 15% 
O2

without duct 
burners 15

PPM @ 15% 
O2

with duct 
burners

IL-0091
LSP NELSON ENERGY, 
LLC NELSON IL 1/28/2000 2166 MMBTU/H

LOW NOX 
COMBUSTORS, SCR 0.0166 LB/MMBTU BACT-PSD 36 LB/H each 15

PPM @ 15% 
O2

TX-0368 PLANT NO. 2 LUBBOCK TX 1/8/1999 42 MW, EA

LOW NOX 
COMBUSTORS, WATER 
INJECTION & 
SELECTIVE CATALYTIC 22.8 LB/H EACH BACT-PSD 99.9 T/YR EACH 15

PPM @ 15% 
O2 EACH
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UNIT CTRLDESC EMISLIMIT1 EMISLIMIT1
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NJ-0036 AES RED OAK LLC SAYREVILLE 10/24/2001 1967
MMBTU/H 
AT HHV

SCR- MODIFIED FROM 
42.1 GAL NH3/H TO 
72.11 GAL NH3/H AND 
FROM 20% TO 19% NH3 111 LB/H BACT-PSD 15.3

PPM @ 15% 
O2

ASSUMED 
15% O2

PA-0186
FPL ENERGY MARCUS 
HOOK, L.P. JUNO BEACH FL 5/4/2001 5847 MMBTU/H

DRY LOW NOX 
COMBUSTION 
TECHNOLOGY AND 
SCR 1767.8 T/YR BACT-PSD 0.069 LB/MMBTU

BASED ON 
8760 H/YR 
OPERATION 18.7

PPM @ 15% 
O2

CALCULATE
D USING F 
FACTOR

PA-0187
GRAYS FERRY COGEN 
PARTNERSHIP PHILADELPHIA PA 3/21/2001 1515 MMBTU/H

SELECTIVE CATALYTIC 
REDUCTION 0.09 LB/MMBTU BACT-PSD 298.9 LB/H 23

PPM @ 15% 
O2

OH-0268
LIMA ENERGY 
COMPANY CINCINNATI OH 3/26/2002 170 MW

USE OF DILUTION 
PRIOR TO 
COMBUSTION AND 
DILUTION INJECTION 178 LB/H BACT-PSD 642.7 T/YR

Per rolling 12 
month period 25

PPM @ 15% 
O2

MI-0268 KM POWER COMPANY FORT LUPTON, CO 6/26/2000 52 MW EACH

STEAM INJECTION NOT 
USED DURING 
STARTUP AND 
SHUTDOWN. MASS 54 LB/H 30 Day Avg. BACT-PSD 80.4 T/YR 12 MO Avg. 25

PPM @ 15% 
O2 30 Day Avg.

AR-0024
WRIGHTSVILLE 
POWER FACILITY WRIGHTSVILLE 2/28/2000 46 MW EACH STEAM INJECTION 25

PPM @ 15% 
O2 BACT-PSD 56 LB/H 25

PPM @ 15% 
O2

SC-0062

SC ELECTRIC AND 
GAS COMPANY - 
URQUHART STATION COLUMBIA 9/22/2000 1795 MMBTU/H

CEM, DRY LOW NOX 
COMBUSTORS AND 
GOOD COMBUSTION 
PRACTICES 679.2 LB/H BACT-PSD 2975.3 T/YR 102

PPM @ 15% 
O2

CALCULATE
D USING 
THROUGHP
UT

LA-0122 MANSFIELD MILL MANSFIELD 8/14/2001 368
MMBTU/H
R

DRY LOW NOX 
BURNER 54.5 LB/H BACT-PSD 227 T/YR 21.7

PPM @ 15 
% O2

VA-0287
JAMES CITY ENERGY 
PARK WELLESLEY MA 12/1/2003 1973 MMBTU/H

DRY LOW NOX 
BURNERS SCR WITH 
AMMONIA INJECTION 
AND CEM DEVICES. 2.5 PPM BACT-PSD 2.5

PPM @ 15% 
O2

VA-0287
JAMES CITY ENERGY 
PARK WELLESLEY MA 12/1/2003 1973 MMBTU/H

DRY LOW NOX 
BURNERS, SCR WITH 
AMMONIA INJECTION 
AND CEM DEVICES 2.5 PPM BACT-PSD 2.5

PPM @ 15% 
O2

AZ-0034

HARQUAHALA 
GENERATING 
PROJECT TONOPAH 2/15/2001 2362 MMBTU/H

SCR. EMISSIONS IN 
THE LB/H ARE FOR 
EACH COMBINED 
CYCLE UNIT. 2.5 PPM BACT-OTHER 25 LB/H 2.5

PPM @ 15% 
O2

MI-0365
MIRANT WYANDOTTE 
LLC WYANDOTTE MI 1/28/2003 2200 MMBTU/H

DRY LOW NOX 
BURNERS AND 
SELECTIVE CATALYTIC 
REDUCTION. 3.5 PPM

PPM BY 
VOL BACT-PSD 331.8 T/YR

BOTH 
TURBINE 
SETS 
COMBINED 3.5

PPM @ 15% 
O2

WV-0014

PANDA CULLODEN 
GENERATING 
STATION CULLODEN 12/18/2001 300 MW

DRY LOW-NOX 
BURNERS AND 
SELECTIVE CATALYTIC 
REDUCTION ARE THE 3.5 PPM

without 
DUCT FIRing BACT-PSD 4.4 PPM

with duct 
firing 3.5

PPM @ 15% 
O2

TX-0247
CHANNEL ENERGY 
FACILITY HOUSTON TX 3/22/2000 180 MW EACH SCR 3.5 PPM LAER 3.5

PPM @ 15% 
O2

ASSUMED 
STANDARD 
CONDITION
S

MI-0244 WYANDOTTE ENERGY WYANDOTTE 2/8/1999 500 MW SCR 4.5 PPM BACT-OTHER 0 4.5
PPM @ 15% 
O2

AL-0128

ALABAMA POWER 
COMPANY - 
THEODORE 
COGENERATION THEODORE 3/16/1999 170 MW

DLN COMBUSTOR IN 
CT, LNB IN DUCT 
BURNER, SCR 0.018 LB/MMBTU BACT-PSD 37.1 LB/H 0
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UNIT CTRLDESC EMISLIMIT1 EMISLIMIT1
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CONDITION BASIS EMISLIMIT2 EMISLIMIT2
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AL-0126 MOBILE ENERGY LLC MOBILE 1/5/1999 168 MW

SCR & DLN 
COMBUSTORS DURING 
GAS FIRING. 
STEAM/WATER 0.019 LB/MMBTU BACT-PSD 45.3 LB/H 0

TX-0365
TEXAS CITY 
OPERATIONS TEXAS CITY TX 1/23/2003 14.2 MW

LOW NOX 
COMBUSTORS 48 LB/H BACT-OTHER 11.8 T/YR SEE NOTES

LA-0157
PERRYVILLE POWER 
STATION ALEXANDRIA 3/8/2002 170 MW

GOOD OPERATING 
PRACTICES AND USE 
OF NATURAL GAS AS 
FUEL. LOW NOX 62.8 LB/H BACT-PSD 274.78 T/YR

NOT 
AVAILABLE, 
SEE NOTES

LA-0127 PERRYVILLE ALEXANDRIA 8/25/2000 1000 MW

LOW NOX BURNERS, 
SELECTIVE CATALYTIC 
REDUCTION 62.8 LB/H BACT-PSD 199 T/YR

NOT 
AVAILABLE, 
SEE NOTES
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RBLCID FACILITY CITY STATE PERMIT   
DATE THRUPUT THRUPUT

UNIT CTRLDESC EMISLIMIT1 EMISLIMIT1
UNIT

EMISLIMIT1
CONDITION BASIS EMISLIMIT2 EMISLIMIT2
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CONDITION STDEMISS STDUNIT STOTHERC

ONDITIONS

AL-0179

TENASKA TALLADEGA 
GENERATING 
STATION OMAHA 10/3/2001 170 MW

EFFICIENT 
COMBUSTION 0.03 LB/MMBTU BACT-PSD 75 LB/H

NOT 
AVAILABLE

AL-0168
GENPOWER KELLEY 
LLC QUINTON 1/12/2001 173 MW

EFFICIENT 
COMBUSTION 0.03 LB/MMBTU BACT-PSD 61.9 LB/H See Notes

AL-0143
AEC - MCWILLIAMS 
PLANT GANTT 3/3/2000 166 MW

EFFICIENT 
COMBUSTION 0.04 LB/MMBTU BACT-PSD 80.72 LB/H See Note

AL-0126 MOBILE ENERGY LLC MOBILE 1/5/1999 168 MW
GOOD COMBUSTION 
PRACTICES 0.04 LB/MMBTU BACT-PSD 99.3 LB/H 0

AL-0132

TENASKA ALABAMA 
GENERATING 
STATION BILLINGSLY 11/29/1999 170 MW

EFFICIENT 
COMBUSTION 0.045 LB/MMBTU BACT-PSD 16.2 LB/H See Note

AL-0162

AUTAUGAVILLE 
COMBINED CYCLE 
PLANT PRATTVILLE 1/8/2001 173 MW

GOOD COMBUSTION 
PRACTICES 0.052 LB/MMBTU BACT-PSD 125.7 LB/H See Notes

AL-0141

GPC - GOAT ROCK 
COMBINED CYCLE 
PLANT SMITHS 4/10/2000 173 MW

GOOD COMBUSTION 
PRACTICES 0.052 LB/MMBTU BACT-PSD 125.7 LB/HR

AL-0141

GPC - GOAT ROCK 
COMBINED CYCLE 
PLANT SMITHS 4/10/2000 173 MW

EFFICIENT 
COMBUSTION 0.061 LB/MMBTU BACT-PSD 138.7 LB/H

AL-0128

ALABAMA POWER 
COMPANY - 
THEODORE 
COGENERATION THEODORE 3/16/1999 170 MW

EFFICIENT 
COMBUSTION 0.086 LB/MMBTU BACT-PSD 176.6 LB/H 0

AL-0165
DECATUR ENERGY 
CENTER DECATUR 6/6/2000 700 MW

EFFICIENT 
COMBUSTION 0.1 LB/MMBTU

See Pollutant 
Notes BACT-PSD 0.117 LB/MMBTU

See Pollutant 
Notes

See Pollutant 
Notes

*OR-0039
COB ENERGY 
FACILITY, LLC TEMPE AZ 12/30/2003 1150 MW CATALYTIC OXIDATION 2

PPMVD @ 
15% O2

4-h rolling 
avg BACT-PSD 19 LB/H

8-h rolling 
avg 2

PPM @ 15% 
O2

AZ-0043

DUKE ENERGY 
ARLINGTON VALLEY 
(AVEFII) ARLINGTON AZ 11/12/2003 325 MW CATALYTIC OXIDIZER 2

PPM @ 15% 
O2 3 hr avg BACT-PSD 2

PPM @ 15% 
O2

WA-0315

SUMAS ENERGY 2 
GENERATION 
FACILITY WA 4/17/2003 660 MW OXIDATION CATALYST 2 PPMVD 1 h avg BACT-PSD 44 T/YR each turbine 2

PPM @ 15% 
O2

WA-0291
WALLULA POWER 
PLANT NEWPORT BEACH CA 1/3/2003 1300 MW OXIDATION CATALYST 2

PPMDV @ 
15% 02 3 HR AVG

BACT-
OTHER 11.3 LB/H 3 HR AVG 2

PPM @ 15% 
O2

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW

GOOD COMBUSTION 
PRACTICES (GCP) AND 
OXIDATION CATALYST 9.8 LB/H BACT-PSD 2

PPM @ 15% 
O2

NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 2964 MMBTU/H CO CATALYST 2

PPMVD @ 
15% O2 OTHER 14.2 LB/H 2

PPMVD @ 
15% O2
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NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 3202 MMBTU/H CO CATALYST 15.4 LB/H OTHER 2

PPMVD @ 
15% O2 2

PPMVD @ 
15% O2

GA-0093
AUGUSTA ENERGY 
CENTER NORTHBROOK IL 10/28/2001 750 MW CATALYTIC OXIDATION 2

PPM @ 15% 
O2 BACT-PSD 2

PPM @ 15% 
O2

WA-0292

SATSOP 
COMBUSTION 
TURBINE PROJECT 10/23/2001 325 MW OXIDATION CATALYST 10.6 LB/H

100% LOAD, 
EACH 
TURBINE BACT-PSD 2

PPM @ 15% 
O2 EA

*ID-0012
GARNET ENERGY, 
MIDDLETON FACILITY BOISE ID 10/19/2001 1707 MMBTU/H

OXIDATION CATALYST, 
GOOD COMBUSTION 
PRACTICE 2

PPM @ 15% 
O2

12 month 
avg BACT-PSD 97.9 T/YR 5

PPM @ 15% 
O2

1 HOUR 
AVERAGE

WA-0288
LONGVIEW ENERGY 
DEVELOPMENT LONGVIEW 9/4/2001 290 MW OXIDATION CATALYST. 2 PPMVD

365 DAY 
AVG

BACT-
OTHER 6 PPMVD

1 HOUR 
AVG 2

PPM @ 15% 
O2

365 DAY 
AVG

WA-0302
GOLDENDALE 
ENERGY PROJECT KIRKLAND WA 2/23/2001 248.7 MW OXIDATION CATALYST 8 LB/H

BASE LOAD, 
EXCEPT 
STARTUP BACT-PSD 9.1 LB/H

PEAK LOAD, 
EXCEPT 
STARTUP 2

PPM @ 15% 
O2

1-H AV, 
EXCEPT 
STARTUP

MA-0027
CABOT POWER 
CORPORATION BOSTON 5/7/2000 2493 MMBTU/H OXIDATION CATALYST 12.4 LB/H BACT-PSD 0.005 LB/MMBTU 2

PPM @ 15% 
O2

MA-0029
SITHE MYSTIC 
DEVELOPMENT LLC CHARLESTOWN 9/29/1999 2699 MMBTU/H OXIDATION CATALYST 13.2 LB/H BACT-PSD 0.0045 LB/MMBTU 2

PPM @15% 
O2

LA-0122 MANSFIELD MILL MANSFIELD 8/14/2001 654.4
MMBTU/H
R

OPERATION/MAINTENA
NCE, VENDER 
GUARANTEE 2.2 LB/H BACT-PSD 9.8 T/YR

NOT 
AVAILABLE

PA-0189
CONECTIV 
BETHLEHEM, INC. NEWARK DE 1/16/2002 122 MW

BACT FOR CO IS GOOD 
COMBUSTION 
PRACTICE 2.5

PPM @ 15% 
O2

BACT-
OTHER 2.5

PPM @ 15% 
O2

MS-0051

LSP- BATESVILLE 
GENERATION 
FACILITY 11/13/2001 2100 MMBTU/H NA 2.5

PPMVD@15
%O2 
(3HRAVG) BACT-PSD 128.8

LB/H (W/O 
DUCT BUR 2.5

%PPM 
@15% O2

AZ-0037 PANDA GILA RIVER GILA BEND AZ 2/23/2001 170 MW OXIDATION CATALYST 2.8
PPM @ 15% 
O2 24 hr avg BACT-PSD 2.8

PPM @ 15% 
O2

AZ-0043

DUKE ENERGY 
ARLINGTON VALLEY 
(AVEFII) ARLINGTON AZ 11/12/2003 325 MW CATALYTIC OXIDIZER 3

PPM @ 15% 
O2 3 hr avg BACT-PSD 3

PPM @ 15% 
O2

AZ-0039

SALT RIVER 
PROJECT/SANTAN 
GEN. PLANT PHOENIX AZ 3/7/2003 175 MW CATALYTIC OXIDIZER 3

PPM @ 15% 
O2 3 h avg LAER

PA-0188
FAIRLESS ENERGY 
LLC GLEN ALLEN PA 3/28/2002 1190 MW OXIDATION CATALYST 3

PPMVD @ 
15% O2 BACT-PSD 3

PPM @ 15% 
O2

PA-0196
SWEC-FALLS 
TOWNSHIP GLEN ALLEN PA 8/7/2001 544 MW OXIDATION CATALYST 3

PPM@15% 
O2 LAER 3

PPM@15% 
O2
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MI-0267
RENAISSANCE 
POWER LLC HOUSTON, TX 6/7/2001 170 MW

GOOD COMBUSTION 
PRACTICES. 
OXIDATION CATALYST. 
0.0068 LB/MMBTU. 3

PPMDV 
@15% O2 BACT-PSD 74.5 T/YR 3

PPM @ 15% 
O2

MA-0025
ANP BELLINGHAM 
ENERGY COMPANY MARLBOROUGH 8/4/1999 3630 MMBTU/H OXIDATION CATALYST 10 LB/H BACT-PSD 11 LB/H STEAM INJ. 3

PPM @ 15% 
O2

MA-0024
ANP BLACKSTONE 
ENERGY COMPANY BLACKSTONE 4/16/1999 3630 MMBTU/H OXIDATION CATALYST 10 LB/H BACT-PSD 11 LB/H STEAM INJ. 3

PPM @ 15% 
O2

MI-0244 WYANDOTTE ENERGY WYANDOTTE 2/8/1999 500 MW CATALYTIC OXIDIZER 3 PPM LAER 0 3
PPM @ 15% 
O2

VA-0261
CPV CUNNINGHAM 
CREEK SILVER SPRING VA 9/6/2002 2132 MMBTU/H

GOOD COMBUSTION 
PRACTICES. 10 LB/H

70-100% 
LOAD BACT-PSD 419.4 T/YR combined 3.1

PPM @ 15% 
O2

70-100% 
LOAD

NJ-0044

MANTUA CREEK 
GENERATING 
FACILITY 6/26/2001 2181 MMBTU/H OXIDATION CATALYST 3.1

PPMVD @ 
15% O2 NSPS 0.007 LB/MMBTU 3.1

PPMVD @ 
15% O2

FL-0252
FORT PIERCE 
REPOWERING HOUSTON TX 8/15/2001 180 MW

GOOD COMBUSTION 
AND OXIDATION 
CATALYST 3.5

PPMVD @ 
15% O2

24-hr avg 
(75%load) BACT-PSD 10

PPMVD@15
%O2

24-hr avg (50-
75%load) 3.5

PPM @ 15% 
O2

MI-0302
MIRANT WYANDOTTE 
LLC ATLANTA GA 7/25/2001 2205 MMBTU/H

CATALYTIC 
OXIDATION. LIMITS 
APPLY OVER 148 GMW; 
WITH STEAM 3.6

PPM @ 15% 
O2 BACT-PSD 17.5 LB/H 3.6

PPM @ 15% 
O2

MI-0365
MIRANT WYANDOTTE 
LLC WYANDOTTE MI 1/28/2003 2200 MMBTU/H

CATALYTIC OXIDATION 
SYSTEM. 3.8 PPM

PPM BY 
VOL BACT-PSD 524.4 T/YR

BOTH 
TURBINE 
SETS 
COMBINED 3.8

PPM @ 15% 
O2

AZ-0041

KYRENE GENERATING 
STATION, SALT RIVER 
PROJECT PHOENIX AZ 3/14/2001 175 MW OXIDATION CATALYST 3.9

PPM @ 15% 
O2 3 H avg LAER 3.9

PPM @ 15% 
O2 3 H avg

CA-0997

SACRAMENTO 
MUNICIPAL UTILITY 
DISTRICT SACRAMENTO CA 9/1/2003 1611 MMBTU/H

GOOD COMBUSTION 
CONTROL 4

PPM @ 15% 
O2 LAER 297.8 T/YR 4

PPM @ 15% 
O2

MI-0361
SOUTH SHORE 
POWER LLC BRIDGEMAN MI 1/30/2003 172 MW

CATALYTIC OXIDATION 
AND USE OF GOOD 
COMBUSTION 
PRACTICES. 4

PPMVD @ 
15% O2 BACT-PSD 165.7 T/YR

BOTH 
TURBINES 4

PPM @ 15% 
O2

AZ-0038

GILA BEND POWER 
GENERATING 
STATION DALLAS TX 5/15/2002 170 MW OXIDATION CATALYST 4

PPM @ 15% 
O2 3 h avg BACT-PSD 4

PPM @ 15% 
O2

AZ-0033

MESQUITE 
GENERATING 
STATION ARLINGTON 3/22/2001 1923 MMBTU/H

OXIDATION CATALYST. 
EMISSIONS IN LB/H 
ARE COMBINED FOR 
EACH COMBINED 4

PPM @ 15% 
O2 BACT-PSD 21.6 LB/H 4

PPM @ 15% 
O2

WI-0174
BADGER 
GENERATING CO LLC PLEASANT PRAIRIE 9/20/2000 2010 MMBTU/H

THE USE OF 
OXIDATION CATALYST 
SYSTEM. 4

PPM @ 15% 
O2 75% Load BACT-PSD 3

PPM @ 15% 
O2 50% Load 4

PPM @ 15% 
O2 75% Load

OR-0035
PORT WESTWARD 
PLANT PORTLAND OR 1/16/2002 325

MW, 
EACH

CO CATALYST AND 
GOOD COMBUSTION 
PRACTICES. 4.9

PPM @ 15% 
O2

8 H AV, 
EACH BACT-PSD 4.9

PPM @ 15% 
O2

8 H AV, 
EACH
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*OR-0040
KLAMATH 
GENERATION, LLC PORTLAND OR 3/12/2003 480 MW CATALYTIC OXIDATION 5

PPMVD @ 
15% O2

8-h rolling 
avg BACT-PSD 23.7 LB/H

8-h rolling 
avg, each 5

PPM @ 15% 
O2

MI-0357
KALKASKA 
GENERATING, INC RAPID RIVER TWP MI 2/4/2003 605 MW OXIDATION CATALYST. 5

PPMVD 
@15% O2 BACT-PSD 214.5 T/YR 5

PPM @ 15% 
O2

PA-0223
DUKE ENERGY 
FAYETTE, LLC MASONTOWN PA 1/30/2002 280 MW OXIDATION CATALYST 5

PPMVD @ 
15% O2 BACT-PSD 5

PPM @ 15% 
O2

ID-0010 MIDDLETON FACILITY BOISE ID 10/19/2001 2097 MMBTU/H NONE INDICATED 17.1 LB/H EA BACT-PSD 5
PPM @ 15% 
O2 EA, 1 H AV 2

PPM @ 15% 
O2

EA, 
CONSECUTI
VE 12 MO 
AV

OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW

OXIDATION CATALYST 
SYSTEM 23 LB/H BACT-PSD 607.7 T/YR 5

PPM @ 15% 
O2

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 250 MW, EA

GOOD COMBUSTION 
PRACTICES 16.6 LB/H EACH BACT-PSD 221.7 LB/H

EACH, MAX 
HOURLY 5

PPM @ 15% 
O2 EACH

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 275 MW

GOOD COMBUSTION 
PRACTICES 254 LB/H EACH UNIT BACT-PSD 5

PPM @ 15% 
O2

AT FULL 
LOAD

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 275 MW

GOOD COMBUSTION 
PRACTICES 259.3 T/YR EACH UNIT BACT-PSD 5 PPM SEE NOTES

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 250 MW

GOOD COMBUSTION 
PRACTICES 254 LB/H EACH UNIT BACT-PSD 197.1 T/YR EACH UNIT 5

PPM @ 15% 
O2

TX-0248

CHAMBERS ENERGY 
L.P./AMERICAN 
NATIONAL POWER SAN ANTONIO 3/6/2000 180 MW

GOOD COMBUSTION 
PRACTICES, CO 
CATALYST, OXIDATION 
CATALYST 5

PPMVD @ 
15% O2 BACT-PSD 5

PPM @ 15% 
O2

MT-0019

CONTINENTAL 
ENERGY SERVICES, 
INC., SILVER BOW 
GEN BUTTE MT 6/7/2002 500 MW 139.9 LB/H OTHER 5.27

PPM @ 15% 
O2

MT-0019

CONTINENTAL 
ENERGY SERVICES, 
INC., SILVER BOW 
GEN BUTTE MT 6/7/2002 500 MW 139.9 LB/H OTHER 5.27

PPM @ 15% 
O2

*IA-0058

GREATER DES 
MOINES ENERGY 
CENTER PLEASANT HILL 4/10/2002 350 MW CATALYTIC OXIDATION 0.012 LB/MMBTU

@15% O2, 3 
hour ave.

BACT-
OTHER 97.2 T/YR 5.4

PPM @ 15% 
O2 Calculated

OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW 25.7 LB/H BACT-PSD 6

PPM @ 15% 
O2

24-hr 
average

IN-0095
ALLEGHENY ENERGY 
SUPPLY CO. LLC 12/7/2001 2071

MMBTU/H 
(HHV)

GOOD COMBUSTION 
PRACTICES 6

PPM@15% 
O2 (24HRAVG) BACT-PSD 27.3 LB/H 6

PPM @15% 
O2

PA-0192
LOWER MOUNT 
BETHEL ENERGY, LLC FAIRFAX VA 10/20/2001 370 MW OXIDATION CATALYST 6

PPMVD@ 
15% O2 LAER 6

PPM @ 15% 
O2
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OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW

CATALYTIC OXIDATION 
NOT CONSIDERED 
COST EFFECTIVE 22 LB/H BACT-PSD 215.5 T/YR 6

PPM @ 15% 
O2

IN-0085

PSEG 
LAWRENCEBURG 
ENERGY FACILITY LAWRENCEBURG 6/7/2001 476.6 MMBTU/H

GOOD COMBUSTION. 
EMISSION LIMITS ARE 
FOR EACH CT 6

PPMVD @ 
15% 02 BACT-PSD 21.3 LB/H 6

PPMDV @ 
15% O2

CA-0949
MOUNTAINVIEW 
POWER SAN BERNARDINO CA 5/22/2001 175.7 MW OXIDATION CATALYST 6 PPMVD LAER 6

PPM @ 15% 
O2

AZ-0040 APS WEST PHOENIX PHOENIX AZ 5/26/2000 130 MW OXIDATION CATALYST 6
PPM @ 15% 
O2 LAER 6

PPM @ 15% 
O2

AZ-0040 APS WEST PHOENIX PHOENIX AZ 5/26/2000 530 MW OXIDATION CATALYST 6
PPM @ 15% 
O2 LAER 6

PPM @ 15% 
O2

CA-0950
VALERO REFINING 
COMPANY BENICIA CA 1/11/2000 102 MW OXIDATION CATALYST 10.7 LB/H LAER 0.013 LB/MMBTU 6

PPM @ 15% 
O2

AR-0041 TPS - DELL, LLC DELL 8/8/2000 640 MW
DRY LOW NOX/GOOD 
COMBUSTION. 7

PPM @ 15% 
02 BACT-PSD 127.5 LB/H 7

PPM @ 15% 
O2

FL-0226
EL PASO MANATEE 
ENERGY CENTER PINEY POINT 9/11/2001 1.79 MMCF/H

COMBUSTION 
CONTROLS. 12 PPMVD 
@ 15% O2 POWER 
AUGMENTATION. 7.4

PPMVD @ 
15% O2 BACT-PSD 31.5 LB/H 7.4

PPM @ 15% 
O2

FL-0227

EL PASO BELLE 
GLADE ENERGY 
CENTER BELLE GLADE 9/7/2001 1.79 MMCF/H

COMBUSTION 
CONTROLS. 12 PPMVD 
@ 15% O2 POWER 
AUGMENTED, PRIMARY 7.4

PPMVD @ 
15% O2 BACT-PSD 31 LB/H 7.4

PPM @ 15% 
O2

FL-0225
EL PASO BROWARD 
ENERGY CENTER DEERFIELD BEACH 8/17/2001 1.79 MMCF/H

COMBUSTION 
CONTROLS. 12 PPMVD 
@ 15% O2 POWER 
AUGMENTATION. 7.4

PPMVD @ 
15% O2 BACT-PSD 31 LB/H 7.4

PPM @ 15% 
O2

MI-0327 INDECK-NILES, LLC NILES 12/2/2001 1076
MW, 
TOTAL

FOUR X 113.8 TONS 
PER YEAR (12-MO 
ROLLING) LIMIT 
APPLICABLE WITH OR 7.5

PPMDV@15
%O2

WITH DUCT 
BURNERS BACT-PSD 5

PPMDV@15
%O2

WITHOUT 
DUCT 
FIRING 5

PPMDV@15
%O2

FL-0247
TECO BAYSIDE 
POWER STATION FL 1/8/2002 170 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATING 
PRACTICES 7.8

PPMVD AT 
15%O2 BACT-PSD 7.8

PPM @ 15% 
O2

FL-0246
TECO BAYSIDE 
POWER STATION TAMPA FL 3/30/2001 170 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATING 
PRACTICES 7.8

PPMVD @ 
15% O2 24-HR CEM BACT-PSD 28.7 LB/H 7.8

PPM @ 15% 
O2

OK-0050
ONETA GENERATING 
STA 1/21/2000 170 MW GOOD COMBUSTION 7.8

PPM @ 15% 
O2 BACT-PSD 7.8

PPM @ 15% 
O2

MI-0363
BLUEWATER ENERGY 
CENTER LLC WINTERPARK FL 1/7/2003 180 MW

CATALYTIC 
AFTERBURNER 41.7 LB/H BACT-PSD 281.6 T/YR

3 TURBINES 
COMBINED 8

PPM @ 15% 
O2

VA-0260
HENRY COUNTY 
POWER CHARLOTTE NC 11/21/2002 171 MW

CLEAN FUEL. GOOD 
COMBUSTION AND 
DESIGN. 41.4 LB/H each unit BACT-PSD 0.019 LB/MMBTU each unit 8

PPM @ 15% 
O2
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VA-0260
HENRY COUNTY 
POWER CHARLOTTE NC 11/21/2002 171 MW

GOOD COMBUSTION 
AND DESIGN. CLEAN 
FUEL. 181.3 T/YR each unit BACT-PSD 0.019 LB/MMBTU 8

PPM @ 15% 
O2

FL-0241 CPV CANA

BRAINTREE, 
MASSACHUSETTS 
02184 MA 1/17/2002 1680 MMBTU/H

COMBUSTION 
CONTROLS 8

PPMVD @ 
15% O2 BACT-PSD 31 LB/H 8

PPM @ 15% 
O2

FL-0240 CPV PIERCE

BRAINTREE, 
MASSACHUSETTS 
02184 MA 8/7/2001 1680 MMBTU/H

COMBUSTION 
CONTROLS 8

PPMVD @ 
15% O2 BACT-PSD 31 LB/H 8

PPM @ 15% 
O2

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

GOOD COMBUSTION 
PRACTICE 8.2

PPMVD @ 
15% O2 BACT-PSD 8.2

PPM @ 15% 
O2

VA-0289
DUKE ENERGY 
WYTHE, LLC RALEIGH NC 2/5/2004 170 MW

GOOD COMBUSTION 
PRACTICES. 9 PPMVD BACT-PSD 9

PPM @ 15% 
O2

VA-0287
JAMES CITY ENERGY 
PARK WELLESLEY MA 12/1/2003 1973 MMBTU/H

GOOD COMBUSTION 
PRACTICES 9 PPM BACT-PSD 9

PPM @ 15% 
O2

*TX-0381
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2003 700 MW

GOOD COMBUSTION 
PRACTICES & 
OXIDATION CATALYST 
SYSTEM 67.7 LB/H EACH BACT-PSD 230.6 T/YR EACH 9

PPM @ 15% 
O2 EACH

VA-0255
VA POWER - POSSUM 
POINT GLENN ALLEN VA 11/18/2002 1937 MMBTU/H 32 LB/H EACH UNIT BACT-PSD 336 T/YR

UNITS 
COMBINED 9

PPM @ 15% 
O2 EACH UNIT

CO-0052

ROCKY MOUNTAIN 
ENERGY CENTER, 
LLC. LITTLETON 8/11/2002 2311 MMBTU/H

GOOD COMBUSTION 
CONTROL PRACTICES 
(PREVENTION) AND 
OXIDATION CATALYST 9 PPMVD BACT-PSD 1000 PPMVD

STARTUP/S
HUTDOWN 9

PPM @ 15% 
O2

LA-0157
PERRYVILLE POWER 
STATION ALEXANDRIA 3/8/2002 170 MW

GOOD OPERATING 
PRACTICES AND USE 
OF NATURAL GAS AS 
FUEL. BACT FOR NOX, 108.2 LB/H BACT-PSD 555.62 T/YR 9 PPM

NOT 
AVAILABLE, 
SEE NOTES

*NC-0086
FAYETTEVILLE 
GENERATION, LLC SANFORD NC 1/10/2002 154 MW

COMBUSTION 
CONTROL 9 PPMVD 3-h avg BACT-PSD 9

PPM @ 15% 
O2

OH-0257
JACKSON COUNTY 
POWER, LLC CHARLOTTE NC 12/27/2001 305 MW GOOD COMBUSTION 51.1 LB/H BACT-PSD 510 T/YR 9

PPM @ 15% 
O2

GA-0094
EFFINGHAM COUNTY 
POWER, LLC RALEIGH NC 12/27/2001 185 MW

GOOD COMBUSTION 
PRACTICES 9

PPMVD @ 
15% O2 BACT-PSD 144.5 T/YR

ANY 12 
CONSECUTI
VE MONTHS 9

PPM @ 15% 
O2

OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW 50.3 LB/H BACT-PSD 9

PPM @ 15% 
O2

24-hr 
average

IN-0087
DUKE ENERGY, VIGO 
LLC

WEST TERRE 
HAUTE 6/6/2001 170 MW

GOOD COMBUSTION. 
UNFIRED EMISSIONS = 
6 PPMVD @ 15% O2 OR 
26.3 LB/H. LIMIT IS FOR 9

PPMDV 
@15% O2 BACT-PSD 50.7 LB/H 9

PPM @ 15% 
O2

IN-0086
MIRANT SUGAR 
CREEK, LLC

WEST TERRE 
HAUTE 5/9/2001 170 MW

GOOD COMBUSTION. 
LB/H LIMIT IS FOR 
EACH CT. 9

PPMDV 
@15% O2 BACT-PSD 26.4 LB/H 9

PPM @ 15% 
O2
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FL-0219

CPV ATLANTIC 
POWER GENERATING 
FACILITY

NEAR PORT 
ST.LUCIE 5/3/2001 1700 MMBTU/H

COMBUSTION 
CONTROLS PRIMARY 
LIMIT = GAS; 
ALTERNATE = OIL. 9

PPMVD @ 
15% O2 BACT-PSD 20

PPMVD @ 
15% O2 9

PPM @ 15% 
O2

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW 33 LB/H BACT-PSD 366.6 T/YR 9

PPM @ 15% 
O2

NC-0085
CP&L ROWAN CO 
TURBINE FACILITY RALEIGH NC 3/14/2001 157 MW

COMBUSTION 
CONTROL 0.018 LB/MMBTU BACT-PSD 9

PPM @ 15% 
O2

NC-0082

CAROLINA POWER 
AND LIGHT - 
RICHMOND CO. 
FACILITY RALEIGH NC 12/21/2000 157 MW

COMBUSTION 
CONTROL 0.019 LB/MMBTU BACT-PSD 9

PPM @ 15% 
O2

LA-0127 PERRYVILLE ALEXANDRIA 8/25/2000 183 MW

LOW NOX BURNERS, 
SELECTIVE CATALYTIC 
REDUCTION 108.2 LB/H BACT-PSD 495 T/YR 9 PPM

NOT 
AVAILABLE, 
SEE NOTES

SC-0066

SANTEE COOPER 
RAINEY GENERATION 
STATION MONKS CORNER SC 4/3/2000 170 MW

COMBUSTION 
TECHNOLOGY/CLEAN 
FUELS 31 LB/H each BACT-PSD 135.78 T/YR each 9

PPM @ 15% 
O2

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 173 MW EACH

GOOD COMBUSTION 
PRACTICES. 47 LB/H

EACH, 
COMBINED BACT-PSD 154.7 T/YR

EACH, 
COMBINED 9

PPM @ 15% 
O2

EACH, 
COMBINED

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 1000

MW 
(TURBINE
S)

GOOD COMBUSTION 
PRACTICES. 618.6 T/YR TOTAL BACT-PSD 0.08 LB/MMBTU

DUCT 
BURNER 9

PPM @ 15% 
O2 TURBINE

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW

GOOD COMBUSTION 
PRACTICES 51 LB/H EACH UNIT BACT-PSD 158.9 T/YR EACH UNIT 9

PPM @ 15% 
O2 EACH UNIT

FL-0223
LAKE WORTH 
GENERATION, LLC LAKE WORTH FL 11/4/1999 186 MW

COMBUSTION DESIGN 
AND GOOD 
OPERATING 
PRACTICE. DRY LOW - 9

PPM @ 15% 
O2 BACT-PSD 9

PPM @ 15% 
O2

FL-0256

HINES ENERGY 
COMPLEX, POWER 
BLOCK 3 ST. PETERSBURG FL 9/8/2003 1830 MMBTU/H

COMBUSTION DESIGN, 
GOOD COMBUSTION 
PRACTICES. 10

PPMVD 
@15% O2 BACT-PSD 10

PPMVD 
@15% O2

FL-0244 FPL MARTIN PLANT JUNE BEACH FL 4/16/2003 170 MW

GOOD COMBUSTION 
DESIGN AND 
PRACTICES 10

PPMVD @ 
15% O2 24-HR CEM BACT-PSD 27.5 LB/H each 10

PPM @ 15% 
O2

FL-0245
FPL MANATEE PLANT - 
UNIT 3 PARRISH FL 4/15/2003 170 MW

GOOD COMBUSTION 
DESIGN AND 
PRACTICES 10

PPMVD @ 
15% O2 24-H CEM BACT-PSD 7.4

PPMVD @ 
15% O2 STACKTEST 7.4

PPM @ 15% 
O2

OK-0090

DUKE ENERGY 
STEPHENS, LLC 
STEPHENS ENERGY 3/21/2003 1701 MMBTU/H

COMBUSTION 
CONTROL 10

PPM @ 15% 
O2 BACT-PSD 10

PPM @ 15% 
O2

MI-0366
BERRIEN ENERGY, 
LLC BENTON HARBOR MI 10/10/2002 1650 MMBTU/H

CATALYTIC 
OXIDATION. 10

PPMDV @ 
15% O2 BACT-PSD 814.5 T/YR

ALL 
TURBINES 
COMBINED 10

PPM @ 15% 
O2

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW

GOOD COMBUSTION 
PRACTICES (GCP) AND 
OXIDATION CATALYST 61.9 LB/H

w/ duct 
burner and/or 
power 
augmentation BACT-PSD 10

PPM @ 15% 
O2
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NM-0044
CLOVIS ENERGY 
FACILITY HOUSTON 6/27/2002 1515 MMBTU/H

GOOD COMBUSTOR 
DESIGN. THIS FACILITY 
WILL ONLY COMBUST 
SWEET" NATURAL 37.6 LB/H BACT-PSD 10

PPM @ 15% 
O2

PA-0226
LINFIELD ENERGY 
CENTER JUNO BEACH FL 4/9/2002 550 MW 10

PPM @ 15% 
O2 BACT-PSD 10

PPM @ 15% 
O2

TX-0234

EDINBURG ENERGY 
LIMITED 
PARTNERSHIP HOUSTON 1/8/2002 180 MW

CO EMISSIONS SHALL 
NOT EXCEED 10 
PPMVD WHEN 
CORRECTED TO 15% 43

LB/H AT 
FULL LOAD BACT-PSD 416.1

T/YR AT ALL 
LOADS 10

PPM 
@15%O2

PA-0179 SWEC LLC 8/7/2001 0 OXIDATION CATALYST 10
PPM@15% 
O2

BACT-
OTHER 170 T/YR 10

PPM@15% 
O2

AZ-0034

HARQUAHALA 
GENERATING 
PROJECT TONOPAH 2/15/2001 2362 MMBTU/H

OXIDATION CATALYST. 
EMISSIONS IN THE 
LB/H ARE FOR EACH 
COMBINED CYCLE 37 LB/H

BACT-
OTHER 10 PPM 10

PPM @ 15% 
O2

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW 43 LB/H each BACT-PSD 10

PPM @ 15% 
O2

PA-0160

CALPINE 
CONSTRUCTION 
FINANCE CO., LP ONTELAUNEE TWP. 10/10/2000 182 MW NONE 10

PPM @ 15% 
O2

BACT-
OTHER 438 T/YR 10

PPM @ 15% 
O2

PA-0184

CALPINE BERKS 
ONTELAUNEE POWER 
PLANT READING PA 10/10/2000 544 MW CATALYTIC CONTROL 10

PPM @15% 
O2 LAER 10

PPM @15% 
O2

MO-0049

KANSAS CITY POWER 
& LIGHT CO. - 
HAWTHORN STATION KANSAS CITY 8/19/1999 280 MW

OXIDATION CATALYST. 
EMISSION LIMIT BASIS: 
MFG GUARANTEE. 
PRIMARY LIMIT AT 10

PPM @ 15% 
O2

BACT-
OTHER 25

PPM @ 15% 
O2 10

PPM @ 15% 
O2

OK-0028
CHOUTEAU POWER 
PLANT PRYOR 3/24/1999 176 MW

COMBUSTION 
CONTROLS 10 PPM BACT-PSD 40

PPM @ 15% 
O2

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

GOOD COMBUSTION 
PRACTICE/CO 
OXIDATION CATALYST 10.2

PPMVD @ 
15% O2 BACT-PSD 10.2

PPM @ 15% 
O2

VA-0262
MIRANT AIRSIDE 
INDUSTRIAL PARK ATLANTA GA 12/6/2002 170 MW

GOOD COMBUSTION 
PRACTICES. 10.3

PPMVD @ 
15% O2

each unit at 
full pressure BACT-PSD 452.8 T/YR

combined 
units 10.3

PPM @ 15% 
O2

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW

CATALYTIC OXIDATION 
WAS NOT 
CONSIDERED COST 
EFFECTIVE. 23 LB/H BACT-PSD 195.4 T/YR 11

PPM @ 15% 
O2

OK-0044
SMITH POCOLA 
ENERGY PROJECT OKLAHOMA CITY 8/16/2001 171.5 MW

GOOD OPERATING 
PRACTICE 62.71 LB/H each BACT-PSD 274.7 T/YR each 11.5

PPM @ 15% 
O2

VA-0287
JAMES CITY ENERGY 
PARK WELLESLEY MA 12/1/2003 1973 MMBTU/H

GOOD COMBUSTION 
PRACTICES 12 PPM BACT-PSD 12

PPM @ 15% 
O2

MI-0362

MIDLAND 
COGENERATION 
(MCV) MIDLAND MI 4/21/2003 984 MMBTU/H

GOOD COMBUSTION 
TECHNIQUES. 
RETROFIT COSTS TO 
ADD CATALYTIC 26 LB/H BACT-PSD 0.026 LB/MMBTU

CALCULATE
D 12

PPM @ 15% 
O2

CALCULATE
D
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MI-0362

MIDLAND 
COGENERATION 
(MCV) MIDLAND MI 4/21/2003 984 MMBTU/H

GOOD COMBUSTION 
PRACTICE. 
ADDITIONAL ADD ON 
CONTROL WAS COST 26 LB/H BACT-PSD 0.026 LB/MMBTU

CALCULATE
D 12

PPM @ 15% 
O2

CALCULATE
D

SC-0062

SC ELECTRIC AND 
GAS COMPANY - 
URQUHART STATION COLUMBIA 9/22/2000 1795 MMBTU/H

COMBUSTION 
CONTROLS 12 PPMVD BACT-PSD 12

PPM @ 15% 
O2

FL-0122
CANE ISLAND POWER 
PARK /KUA - UNIT 3

INTERCESSION 
CITY FL 11/24/1999 1696 MMBTU/H

GOOD COMBUSTION 
PRACTICES 12

PPMVD @ 
15% O2 BACT-PSD 12

PPM @ 15% 
O2

FL-0124
OLEANDER POWER 
PROJECT

BALTIMORE 
(HEADQUARTERS) 11/22/1999 190 MW GOOD COMBUSTION 12

PPM @ 15% 
O2 BACT-PSD 41 LB/H 12

PPM @ 15% 
O2

OK-0029
PSO NORTHEASTERN 
POWER STA 10/18/1999 160 MW 12 PPMV BACT-PSD 12

PPM @ 15% 
O2

FL-0123

DUKE ENERGY NEW 
SMYRNA BEACH 
POWER CO. LP

CHARLOTTE NC 
(HEADQUARTERS) 10/15/1999 500

MW (2 
UNITS) GOOD COMBUSTION 12 PPM BACT-PSD 0 12

PPM @ 15% 
O2

NJ-0036 AES RED OAK LLC SAYREVILLE 10/24/2001 1967
MMBTU/H 
AT HHV 504 LB/H BACT-PSD 12.2

PPM @ 15% 
O2

FL-0239 JEA/BRANDY BRANCH JACKSONVILLE FL 3/27/2002 1911 MMBTU/H GOOD COMBUSTION 12.21 PPMVD natural gas BACT-PSD 14.17 PPMVD fuel oil 12.21
PPM @ 15% 
O2

PA-0190
LIBERTY ELECTRIC 
POWER , LLC HERNDON VA 5/3/2000 2000 MMBTU/H

GOOD COMBUSTION 
PRACTICE 253.7 T/YR OTHER 0.029 LB/MMBTU

BASED ON 
8760 H/YR 
OPERATION 12.9

PPM @ 15% 
O2

CALCULATE
D USING F 
FACTOR

CT-0139
PDC EL PASO 
MILFORD LLC MILFORD 4/16/1999 1.97 MMCF/H OXIDATION CATALYST 13

LB/H NAT 
GAS BACT-PSD 20.6 LB/H OIL

CT-0140
PDC EL PASO 
MILFORD LLC MILFORD 4/16/1999 1.97 MMCF/H OXIDATION CATALYST 13

LB/H NAT 
GAS BACT-PSD 20.6 LB/H OIL

AR-0026

PINE BLUFF ENERGY 
LLC - PINE BLUFF 
ENERGY CENTER PINE BLUFF AR 5/5/1999 170 MW DLN COMBUSTORS 77.8 LB/H BACT-PSD 0.0272 LB/MMBTU 13.3

PPM @ 15% 
O2

AR-0043
PINE BLUFF ENERGY 
LLC PINE BLUFF AR 2/27/2001 170 MW

GOOD COMBUSTION 
PRACTICES. 0.0272 LB/MMBTU BACT-PSD 77.8 LB/H 13.4

PPM @ 15% 
O2

OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW

CATALYTIC OXIDATION 
NOT CONSIDERED 
COST EFFECTIVE. 49 LB/H BACT-PSD 215.5 T/YR 13.5

PPM @ 15% 
O2

*TX-0383 FORNEY PLANT HOUSTON TX 3/6/2000 169.8 MW
GOOD COMBUSTION 
PRACTICES 1146.52 T/YR COMBINED BACT-PSD 13.7

PPM @ 15% 
O2 EACH

MS-0055
EL PASO MERCHANT 
ENERGY CO. HOUSTON TX 6/24/2002 1737 MMBTU/H

GOOD COMBUSTION 
PRACTICE 13.8

PPMV @ 
15% O2

24 hr rolling 
avg BACT-PSD 13.8

PPM @ 15% 
O2
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WV-0014

PANDA CULLODEN 
GENERATING 
STATION CULLODEN 12/18/2001 300 MW

USE OF STATE OF THE 
ART COMBUSTER 
DESIGN ALONG WITH 
GOOD OPERATING 13.8 PPM

with duct 
firing BACT-PSD 8.2 PPM

without duct 
firing 8.2

PPM @ 15% 
O2

PA-0197
RELIANT ENERGY 
HUNTERSTOWN, LLC JOHNSTOWN PA 6/15/2001 900 MW 14

PPM @ 15% 
O2 LAER 14

PPM @ 15% 
O2

PA-0187
GRAYS FERRY COGEN 
PARTNERSHIP PHILADELPHIA PA 3/21/2001 1515 MMBTU/H OXIDATION CATALYST 0.009 LB/MMBTU BACT-PSD 32.7 LB/H 14

PPM @ 15% 
O2

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW 78 LB/H BACT-PSD 14

PPM @ 15% 
O2

AZ-0036

PINNACLE WEST 
ENERGY 
CORP./REDHAWK 
GEN. FACILITY PHOENIX AZ 12/2/2000 175 MW GOOD COMBUSTION 14

PPM @ 15% 
O2 BACT-PSD 14

PPM @ 15% 
O2

TX-0370
RIO NOGALES POWER 
PROJECT BALTIMORE MD 12/3/1999 800 MW

GOOD COMBUSTION 
PRACTICES 70.6 LB/H EACH BACT-PSD 464.7 T/YR COMBINED 14.4

PPM @ 15% 
O2 EACH

VA-0289
DUKE ENERGY 
WYTHE, LLC RALEIGH NC 2/5/2004 170 MW

GOOD COMBUSTION 
PRACTICES 14.6 PPMVD BACT-PSD 14.6

PPM @ 15% 
O2

AL-0180
DUKE ENERGY DALE, 
LLC HOUSTON 12/11/2001 170 MW EACH

EFFICIENT 
COMBUSTION 0.033 LB/MMBTU BACT-PSD 84.3 LB/H 15

PPM @ 15% 
O2

AL-0181
DUKE ENERGY 
AUTAUGA, LLC HOUSTON 10/23/2001 2407

MMBTU/H 
(W/DB)

EFFICIENT 
COMBUSTION. 0.033 LB/MMBTU BACT-PSD 84.8 LB/H 15

PPM @ 15% 
O2

OK-0045 REDBUD POWER PLT TULSA 8/15/2001 1698 MMBTU/H
GOOD COMBUSTION 
PRACTICES 15

PPM @ 15% 
O2

with duct 
burner BACT-PSD 9

PPM @ 15% 
O2

without duct 
burner 15

PPM @ 15% 
O2

with duct 
burners

MI-0303
MIDLAND 
COGENERATION MIDLAND 7/26/2001 262 MW

24-HOUR AVERAGE. 
CATALYTIC OXIDATION 
NOT REQUIRED AT 
$4090/TON. ANNUAL 15

PPMDV@ 
15% O2 BACT-PSD 190.6 T/YR 15

PPM 
@15%O2

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW 69 LB/H BACT-PSD 366.6 T/YR 15

PPM @ 15% 
O2

AL-0188

TENASKA ALABAMA II 
GENERATING 
STATION OMAHA NE 2/16/2001 170 MW

EFFICIENT 
COMBUSTION 0.037 LB/MMBTU BACT-PSD 84 LB/H 15

PPM @ 15% 
O2

*TX-0260
PALESTINE ENERGY 
FACILITY PALESTINE TX 12/13/2000 170 MW

GOOD COMBUSTION 
PRACTICE 96 LB/HR EACH BACT-PSD 2472 T/YR

TOTAL FOR 
ALL 6 15

PPM @ 15% 
O2

EACH 
TURBINE

FL-0223
LAKE WORTH 
GENERATION, LLC LAKE WORTH FL 11/4/1999 186 MW

DRY LOW NOX 
BURNERS 15

PPMVD@ 
15% O2 24-h avg BACT-PSD 20

PPMVD @ 
15% O2 3-h avg 15

PPM @ 15% 
O2

NH-0011
AES LONDONDERRY, 
LLC 4/26/1999 2849 MMBTU/H

LOW NOX BURNER 
WITH GOOD 
COMBUSTION 
PRACTICES. 15

PPM @ 15% 
O2 BACT-PSD 15

PPM @ 15% 
O2

Page 25 of 75



CO

RBLCID FACILITY CITY STATE PERMIT   
DATE THRUPUT THRUPUT

UNIT CTRLDESC EMISLIMIT1 EMISLIMIT1
UNIT

EMISLIMIT1
CONDITION BASIS EMISLIMIT2 EMISLIMIT2

UNIT
EMISLIMIT2
CONDITION STDEMISS STDUNIT STOTHERC

ONDITIONS

NH-0012
NEWINGTON ENERGY 
LLC NEW YORK,10006 4/26/1999 160 MW

LOW NOX BURNER 
WITH GOOD 
COMBUSTION 
PRACTICES 15

PPM @ 15% 
O2 natural gas BACT-PSD 20

PPM @ 15% 
O2 oil 15

PPM @ 15% 
O2

OR-0034
HERMISTON POWER 
PARTNERSHIP BOISE ID 4/13/1999 25

MW, 
GREATER 
THAN 83 LB/H

PER 
TURBINE 
STACK, 8-
HR AV @ NSPS 15

PPM @ 15% 
O2

EA, 100% 
LOAD

OK-0046
THUNDERBIRD 
POWER PLT TULSA 5/17/2001 1698 MMBTU/H

DRY LOW NOX 
COMBUSTORS, GOOD 
COMBUSTION 
PRACTICE 15.4

PPM @ 15% 
O2

with duct 
burners BACT-PSD 9

PPM @ 15% 
O2

without duct 
burners 15.4

PPM @ 15% 
O2

with duct 
burners

FL-0216

HINES ENERGY 
COMPLEX, POWER 
BLOCK 2 ST. PETERSBURG FL 6/4/2001 1915 MMBTU/H

COMBUSTION DESIGN, 
GOOD COMBUSTION 
PRACTICES. 16

PPMVD @ 
15% O2 BACT-PSD 16

PPM @ 15% 
O2

TX-0311

GUADALUPE 
GENERATING 
STATION GAINSVILLE FL 2/15/1999 170 MW, EA

GOOD COMBUSTION 
PRACTICES 67.7 LB/H EACH UNIT BACT-PSD 236.5 T/YR EACH UNIT 16

PPM @ 15% 
O2 EACH UNIT

TX-0311

GUADALUPE 
GENERATING 
STATION GAINSVILLE FL 2/15/1999 1000 MW

GOOD COMBUSTION 
PRACTICES 946 T/YR COMBINED BACT-PSD 16 PPM

TX-0294
GATEWAY POWER 
PROJECT BALTIMORE MD 3/20/2000 170

MW, 
EACH

GOOD COMBUSTION 
PRACTICES 83.9 LB/H EACH UNIT BACT-PSD 528.6 T/YR

COMBINED 
LIMIT, ALL 
UNITS 16.3

PPM @ 15% 
O2

1 H AV, AT 
FULL LOAD 
ONLY, 
EACH UNIT

IN-0092
WHITING CLEAN 
ENERGY, INC. WHITING 7/20/2000 1735 MMBTU/H

GOOD COMBUSTION 
PRACTICES 0.037 LB/MMBTU BACT-PSD 93.7 LB/H 16.4

PPM @ 15% 
O2 see notes

TN-0156
MEMPHIS 
GENERATION, LLC TN 4/9/2001 14583

MMSCF/Y
R 16.6

PPMVD @ 
15% 02 BACT-PSD 70.5 LB/H 16.6

PPM @ 15 
% O2

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW, EA

GOOD COMBUSTION 
CONTROLS 92.4 LB/H EACH UNIT BACT-PSD 215.6 T/YR EACH UNIT 17

PPM @ 15% 
O2

ASSUMED 
STANDARD 
CONDITION
S

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW

GOOD COMBUSTION 
CONTROLS 92.4 LB/H EACH UNIT BACT-PSD 227.2 T/YR EACH UNIT 17

PPM @ 15% 
O2 EACH UNIT

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW

CATALYTIC OXIDATION 
WAS NOT 
CONSIDERED COST 
EFFECTIVE. 38 LB/H BACT-PSD 195.4 T/YR 17

PPM @ 15% 
O2

FL-0233
OUC STANTON 
ENERGY CENTER PENSACOLA FL 9/21/2001 2402 MMBTU/H GOOD COMBUSTION 17 PPMVD BACT-PSD 17

PPM @ 15% 
O2

*OK-0096
REDBUD POWER 
PLANT LUTHER OK 6/3/2003 1100 MW

GOOD COMBUSTION 
PRACTICES/DESIGN 17.2 PPMVD BACT-PSD

SC-0061
COLUMBIA ENERGY 
LLC NORTHBROOK IL 4/9/2001 170

MW 
(EACH)

GOOD COMBUSTION 
PRACTICES AND 
CLEAN BURNING FUEL 17.4

PPMVD 
@15% O2

WITH 
STEAM 
INJECTION BACT-PSD 17.4

PPM @15% 
O2

WITH 
STEAM 
INJECTION

SC-0071

COLUMBIA ENERGY 
CENTER I-26 & US 
HWY 21 SOUTH COLUMBIA SC 4/9/2001 170 MW

GOOD COMBUSTION 
PRACTICES WITH DRY 
LOW NOX COMBUSTOR 
TECHNOLOGY 17.4

PPMV @ 
15% O2 BACT-PSD 17.4

PPM @ 15 
% O2
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MS-0044
CALEDONIA POWER 
LLC CALEDONIA 3/27/2001 1700 MMBTU/H NA 61 LB/H

BACT-
OTHER 17.4

PPM @15% 
O2

OK-0051
GREEN COUNTRY 
ENERGY PROJECT 10/1/1999 810 MW 17.4

PPM @ 15% 
O2 BACT-PSD 17.4

PPM @ 15% 
O2

RI-0019

RELIANT ENERGY 
HOPE GENERATING 
FACILITY JOHNSTON 5/3/2000 186 MW

GOOD COMBUSTION 
PRACTICE. 17.8

PPM @ 15% 
O2 BACT-PSD 86.4 LB/H each 17.8

PPM @ 15% 
O2

MN-0048
BLACK DOG 
GENERATING PLANT BURNSVILLE 1/12/2001 290 MW

GOOD COMBUSTION 
CONTROL 18

PPM @ 
15%O2 BACT-PSD 18

PPM @ 
15%O2

MN-0043

XCEL ENERGY, BLACK 
DOG ELECTRIC 
GENERATING 
STATION BURNSVILLE 11/17/2000 1917 MMBTU/H

COMBUSTOR DESIGN 
AND OPERATION 
PRIMARY EMISSION 
LIMIT AT 15% OXYGEN, 18

PPM @ 15% 
O2 BACT-PSD 25

PPM @ 15% 
O2 18

PPM @ 15% 
O2

PA-0186
FPL ENERGY MARCUS 
HOOK, L.P. JUNO BEACH FL 5/4/2001 5847 MMBTU/H

GOOD COMBUSTION 
PRACTICE 1087 T/YR BACT-PSD 0.042 LB/MMBTU

BASED ON 
8760 H/YR 
OPERATION 18.9

PPM @ 15% 
O2

CALCULATE
D USING F 
FACTOR

LA-0147 PPG INDUSTRIES LAKE CHARLES LA 12/2/1999 165 MW

GOOD DESIGN, 
PROPER OPERATION 
AND MAINTENANCE 
PRACTICES, 106.7 LB/H BACT-PSD 367.7 T/YR 19

PPM @ 15% 
O2

VA-0255
VA POWER - POSSUM 
POINT GLENN ALLEN VA 11/18/2002 1937 MMBTU/H 63 LB/H EACH UNIT BACT-PSD 336 T/YR

COMBINED 
UNITS 19.3

PPM @ 15% 
O2 EACH UNIT

AR-0057
TENASKA ARKANSAS 
PARTNERS, LP OMAHA AR 10/9/2001 185 MW

GOOD COMBUSTION 
PRACTICES. 19.7

PPMVD @ 
15% 02 100% load BACT-PSD 68.2

PPMVD @ 
15% 02 < 75% load 19.7

PPM @ 15% 
O2

AL-0185
BARTON SHOALS 
ENERGY ENGLEWOOD 7/12/2002 173 MW

GOOD COMBUSTION 
PRACTICES 0.041 LB/MMBTU BACT-PSD 91.7 LB/H 20

PPM @ 15% 
O2

*TX-0350
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2002 350 MW NONE INDICATED 124 LB/H

BACT-
OTHER 486.16 T/YR 20

PPM @ 15% 
O2 1 H AV

*TX-0261
BELL ENERGY 
FACILITY TEMPLE 6/26/2001 175 MW

LOW NOX 
COMBUSTOR, GOOD 
COMBUSTION 
PRACTICE 69 LB/H BACT-PSD 272 T/YR 20

PPM @ 15% 
O2

HOURLY 
AVERAGE

AZ-0035
DUKE ENERGY 
ARLINGTON VALLEY ARLINGTON AZ 12/14/2000 255 MW 20

PPM @ 15% 
O2 3 hr avg BACT-PSD 20

PPM @ 15% 
O2

*TX-0296
WISE COUNTY 
POWER HOUSTON TX 7/14/2000 230 MW, EA OXIDATION CATALYST 20

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, BACT-PSD 150.4 LB/H EACH 9

PPM @ 15% 
O2

YR AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

*TX-0330
JACK COUNTY 
POWER PLANT HOUSTON TX 3/14/2000 520 MW

GOOD COMBUSTION 
PRACTICES 70 LB/H EACH UNIT BACT-PSD 276 T/YR EACH UNIT 20

PPM @ 15% 
O2

1 H AV, 
EACH UNIT

FL-0186
CITY OF GAINESVILLE 
REGIONAL UTILITIES GAINESVILLE 2/24/2000 1083 MMBTU/H

P2: GOOD 
COMBUSTION 
PRACTICES. EMISSION 
LIMITS: GAS - 1ST YR - 43 LB/H BACT-PSD 20

PPM @ 15% 
O2
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*TX-0299 KAUFMAN COGEN LP CHARLOTTE NC 1/31/2000 180
MW, 
EACH NONE INDICATED 70 LB/H EACH UNIT BACT-PSD 276 T/YR EACH UNIT 20

PPM @ 15% 
O2

1 H AV, 
EACH UNIT

OK-0041
MCCLAIN ENERGY 
FACILITY 1/19/2000 170 MW

GOOD COMBUSTION 
CONTROL 20

PPM @ 15% 
O2 BACT-PSD 20

PPM @ 15% 
O2

FL-0122
CANE ISLAND POWER 
PARK /KUA - UNIT 3

INTERCESSION 
CITY FL 11/24/1999 1696 MMBTU

GOOD COMBUSTION 
PRACTICES 20

PPMVD @ 
15% O2 BACT-PSD 20

PPM @ 15% 
O2

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW GOOD COMBUSTION 1097.2 T/YR BACT-PSD 106 LB/H 20.2

PPM @ 15% 
O2

EXCEPT 
DURING 
STARTUP/S
HUTDOWN

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW GOOD COMBUSTION 1097.2 T/YR BACT-PSD 106 LB/H 20.2

PPM @ 15% 
O2

EXCEPT 
STARTUP/S
HUTDOWN

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW GOOD COMBUSTION 1097.2 T/YR BACT-PSD 106 LB/H 20.2

PPM @ 15% 
O2

EXCEPT 
DURING 
STARTUP/S
HUTDOWN

VA-0256 TENASKA FLUVANNA OMAHA NE 1/11/2002 61200
MMSCF/Y
R

BEST COMBUSTION 
CONTROL PRACTICES 21 PPMVD each unit BACT-PSD 110 LB/H each unit 21

PPMVD @ 
15% O2

MS-0058
CHOCTAW GAS 
GENERATION, LLC HOUSTON TX 12/13/2001 2737 MMBTU/H

GOOD COMBUSTION 
PRACTICES 22.3

PPMVD @ 
15% O2

24-h rolling 
avg BACT-PSD 142.6 LB/H 22.3

PPM @ 15% 
O2

AZ-0036

PINNACLE WEST 
ENERGY 
CORP./REDHAWK 
GEN. FACILITY PHOENIX AZ 12/2/2000 175 MW GOOD COMBUSTION 23

PPM @ 15% 
O2 BACT-PSD 23

PPM @ 15% 
O2

TX-0250

CHANNELVIEW 
COGENERATION 
FACILITY HOUSTON 12/9/1999 800 MW

PROPER COMBUSTION 
CONTROL" AS BACT." 0.1 LB/MMBTU

FROM DUCT 
BURNERS

BACT-
OTHER 23

PPM @ 15% 
O2

FROM EA. 
COGEN 
TRAIN 15

PPM @ 15% 
O2

FROM 
TURBINE 
WHEN 
OPERATING 

*TX-0343

MONTGOMERY 
COUNTY POWER 
PROJECT SAN DIEGO CA 6/27/2001 660

MW, 
TOTAL

GOOD COMBUSTION 
AND CO CATALYST 140.82 LB/H BACT-PSD 23.6

PPM @ 15% 
O2

YR AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 25

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

*TX-0337
CEDAR BLUFF POWER 
PROJECT SAN DIEGO CA 12/21/2000 660 MW

GOOD COMBUSTION 
AND OXIDATION 
CATALYST 141.5 LB/H EACH BACT-PSD 23.6

PPM @ 15% 
O2

YR AV, 
EXCEPT 
STARTUP/S
HUTDDOWN 25

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDDOWN

SC-0060
RAINEY GENERATING 
STATION STARR 4/3/2000 170

MW 
(EACH)

GOOD COMBUSTION 
TECHNOLOGY, CLEAN 
FUELS 31 LB/H

EACH 
TURBINE BACT-PSD 135.78 T/YR

EACH 
TURBINE 23.7

PPM @ 15% 
O2

CALCULATE
D, EACH 
TURBINE

*TX-0374
CHOCOLATE BAYOU 
PLANT ALVIN TX 3/24/2003 70

MW, 
TOTAL

GOOD COMBUSTION 
PRACTICES 66.81 LB/H EACH BACT-PSD 373.51 T/YR COMBINED 24.4

PPM @ 15% 
O2S

ANNUAL 
AVG, 
ASSUMED 
STANDARD 

LA-0120 GEISMAR PLANT GEISMAR 2/26/2002 40 MW EACH

GOOD COMBUSTION 
PRACTICES WITH 
NATURAL GAS AS 
FUEL. 44 LB/H EACH BACT-PSD 178.7 T/YR EACH 24.8

PPM @ 15% 
O2

CONVERTE
D USING 
THROUGPU
T

OH-0268
LIMA ENERGY 
COMPANY CINCINNATI OH 3/26/2002 170 MW

CATALYTIC OXIDATION 
PROVED NOT COST 
EFFECTIVE. 251 LB/H BACT-PSD 340 T/YR

Per rolling 12 
month period 25

PPM @ 15% 
O2
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*TX-0351

WEATHERFORD 
ELECTRIC 
GENERATION 
FACILITY ATLANTA GA 3/11/2002 1079 MMBTU/H NONE INDICATED 58 LB/H EACH UNIT OTHER 232.2 T/YR EACH UNIT 25

PPM @ 15% 
O2

LA-0157
PERRYVILLE POWER 
STATION ALEXANDRIA 3/8/2002 170 MW

GOOD OPERATING 
PRACTICES, USE OF 
CLEAN BURNING FUEL. 
BACT FOR NOX, LOW 25

PPM @ 15 
% O2

ASSUMED 
15% O2 BACT-PSD 25

PPM @ 15% 
O2

ASSUMED 
15% O2

LA-0164

ACADIA POWER 
STATION, ACADIA 
POWER PARTNERS 
LLC HOUSTON TX 1/31/2002 183 MW EACH

GOOD DESIGN, 
PROPER OPERATING 
AND MAINTENANCE 
PRACTICES, AND USE 1225 LB/H BACT-PSD 307 T/YR 25

PPM @ 15% 
O2

ASSUMED 
15% O2

LA-0136
PLAQUEMINE, 
IBERVILLE PARISH COLUMBUS OH 12/26/2001 2876 MMBTU/H

GOOD COMBUSTION 
PRACTICES 212.5 LB/H EACH BACT-PSD 625.8 T/YR EACH 25

PPM @ 15% 
O2 EACH

TX-0344
DEER PARK ENERGY 
CENTER HOUSTON TX 8/22/2001 180 MW, EA

EFFICIENT & 
COMPLETE 
COMBUSTION 291.8 LB/H EACH BACT-PSD 1981 T/YR COMBINED 25

PPM @ 15% 
O2

OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW

OXIDATION CATALYST 
SYSTEM 139.5 LB/H BACT-PSD 607.7 T/YR 25

PPM @ 15% 
O2

LA-0153
CARVILLE ENERGY 
CENTER NORTHBROOK IL 5/16/2001 1908

MMBTU/H 
(EACH)

GOOD DESIGN AND 
PRACTICES, NATURAL 
GAS AS FUEL WITH 
DRY LOW NOX 50 LB/H EACH BACT-PSD 146.39 T/YR EACH 25

PPM @ 15% 
O2

CO-0049

NORTH AMERICAN 
POWER GP -KIOWA 
CREEK

GREENWOOD 
VILLAGE 1/17/2001 250 MW

GOOD COMBUSTION 
CONTROL PRACTICES. 
LIMITS BASED ON 
0.0435 LB/MMBTU, 25

PPMVD 15 
% O2 BACT-PSD 399 T/YR 25

PPM @ 15% 
O2

CO-0042

FRONT RANGE 
POWER COMPANY, 
LLC FOUNTAIN 11/13/2000 173 MW

GOOD COMBUSTION 
CONTROL PRACTICES 
TO MINIMIZE 
EMISSIONS. 25

PPMVD @ 
15% O2 BACT-PSD 25

PPM @ 15% 
O2

TX-0232

ELECTRIC 
GENERATING 
STATION HOUSTON 8/31/2000 2000 MW OXIDATION CATALYST 25

PPM @ 15% 
O2 LAER 25

PPM @ 15% 
O2

*TX-0336
HARRIS ENERGY 
FACILITY HOUSTON TX 8/31/2000 175 MW, EA CO CATALYST 25

PPM @ 15% 
O2

50% TO 
FULL LOAD, 
EACH UNIT BACT-PSD 65 LB/H EACH UNIT 5

PPM @ 15% 
O2

FULL LOAD, 
EACH UNIT

*TX-0336
HARRIS ENERGY 
FACILITY HOUSTON TX 8/31/2000 175 MW CO CATALYST 25

PPM @ 15% 
O2

50% TO 
FULL LOAD, 
EACH UNIT BACT-PSD 65 LB/H EACH UNIT 5

PPM @ 15% 
O2

FULL LOAD, 
EACH UNIT

LA-0127 PERRYVILLE ALEXANDRIA 8/25/2000 183 MW

LOW NOX BURNERS, 
SELECTIVE CATALYTIC 
REDUCTION 25 PPMV BACT-PSD 25

PPM @ 15% 
O2

ASSUMED 
15% O2

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 250 MW, EA

GOOD COMBUSTION 
PRACTICES 94.9 LB/H EACH BACT-PSD 25

PPM @ 15% 
O2 EACH

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 500

MW, 
TOTAL

GOOD COMBUSTION 
PRACTICES 227 T/YR EACH BACT-PSD 25 PPM

*TX-0326
AES WOLF HOLLOW 
LP AUSTIN TX 7/20/2000 807

MW, 
TOTAL NONE INDICATED 143.4 LB/H EACH UNIT OTHER 1128.6 T/YR COMBINED 25

PPM @ 15% 
O2

EA 
UNIT,EXCEP
T RED 
LOAD,STAR
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LA-0146

SHELL CHEMICAL 
COMPANY - GEISMAR 
PLANT GEISMAR LA 5/10/2000 397.3

MMBTU/H 
(EACH)

GOOD COMBUSTION 
PRACTICES 34.67 LB/H EACH BACT-PSD 151.84 T/YR EACH 25

PPM @ 15% 
O2 EACH

*TX-0273
BASTROP CLEAN 
ENERGY CENTER BASTROP 3/21/2000 161 MW

DUCT BURNERS ARE 
CONTROL FOR CO. 
ALSO GOOD 
COMBUSTION 62 LB/H EACH BACT-PSD 182.64 T/YR EACH 25

PPM @ 
15%O2

TX-0297
EXXON-MOBIL 
BEAUMONT REFINERY BEAUMONT TX 3/14/2000 183

MW, EA 
TURBINE

DRY LOW-NOX 
BURNERS 369.33 T/YR EACH UNIT BACT-PSD 166.83 LB/H EACH UNIT 25

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

IL-0074
CIPS - GRAND TOWER 
POWER STATION ST. LOUIS MO 2/25/2000 2347 MMBTU/H

GOOD COMBUSTION 
PRACTICES 141.8 LB/H BACT-PSD 0.0604 LB/MMBTU 25

PPM @ 15% 
O2

IL-0074
CIPS - GRAND TOWER 
POWER STATION ST. LOUIS MO 2/25/2000 2383 MMBTU/H

GOOD COMBUSTION 
PRACTICES 144.6 LB/H BACT-PSD 0.0607 LB/MMBTU 25

PPM @ 15% 
O2

LA-0132
CARVILLE ENERGY 
CENTER NORTHBROOK IL 12/9/1999 1908 MMBTU/H

GOOD COMBUSTION 
PRACTICES, GOOD 
DESIGN AND 
OPERATING 50 LB/H BACT-PSD 146.39 T/YR 25

PPM @ 15% 
O2

TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 38.7 MW

PROPER OPERATION 
AND COMBUSTING NAT 
GAS &/OR BYPRODUCT 
FUEL GAS 28.98 LB/H BACT-PSD 113.98 T/YR 25

PPM @ 15% 
O2

TX-0265
LOST PINES 1 POWER 
PLANT AUSTIN TX 9/30/1999 183 MW

GOOD COMBUSTION 
PRACTICE 151.4 LB/H BACT-PSD 350.7 T/YR 25

PPM @ 15% 
O2

TX-0368 PLANT NO. 2 LUBBOCK TX 1/8/1999 42 MW, EA
GOOD COMBUSTION 
PRACTICES 24.2 LB/H EACH BACT-PSD 106 T/YR EACH 25

PPM @ 15% 
O2 EACH

*TX-0293
GREGORY POWER 
FACILITY COSTA MESA CA 6/16/1999 185 MW, EA GOOD COMBUSTION 504 T/YR EACH UNIT BACT-PSD 138.6 LB/H EACH UNIT 26.2

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

IL-0091
LSP NELSON ENERGY, 
LLC NELSON IL 1/28/2000 2166 MMBTU/H

GOOD COMBUSTION 
PRACTICES AND 
COMBUSTION 
CONTROL 136.7 LB/H each BACT-PSD 27

PPM @ 15% 
O2 calculated

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

GOOD COMBUSTION 
PRACTICE 46 LB/H EACH BACT-PSD 28.3

PPM @ 15% 
O2

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

GOOD COMBUSTION 
PRACTICE 129.3 LB/H EACH BACT-PSD 28.3

PPM @ 15% 
O2

NE-0017
BEATRICE POWER 
STATION BEATRICE NE 5/29/2003 80 MW

GOOD COMBUSTION & 
CATALYTIC OXIDATION 18.4 LB/H

30 day rolling 
average

BACT-
OTHER 0.067 LB/MMBTU

CALCULATE
D 30

PPM @ 15% 
O2

CALCULATE
D

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

GOOD COMBUSTION 
PRACTICE 30

PPMVD @ 
15% O2 BACT-PSD 30

PPM @ 15% 
O2

TX-0328

BAYTOWN 
COGENERATION 
PLANT SAN JOSE CA 2/11/2000 750

MW 
COMBINE
D PROPER COMBUSTION 228 LB/H EACH UNIT BACT-PSD 1281.9 T/YR COMBINED 30

PPM @ 15% 
O2

DURING 
POWER 
AUGMENTA
TION
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TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 38.7 MW

PROPER OPERATION 
AND COMBUSTING NAT 
GAS &/OR BYPRODUCT 
FUEL GAS 53.1 LB/H BACT-PSD 211.85 T/YR 30

PPM @ 15% 
O2

TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 44.5 MMBTU/H

PROPER OPERATION 
AND COMBUSTING NAT 
GAS &/OR BYPRODUCT 
FUEL GAS 53.12 LB/H BACT-PSD 0.63 T/YR 30

PPM @ 15% 
O2

PA-0228
SPRINGDALE 
TOWNSHIP STATION GREENSBURG PA 7/12/2001 2094 MMBTU/H

GOOD COMBUSTION 
PRACTICES 48 LB/H each unit BACT-PSD 550 T/YR

both units 
combined 36

PPM @ 15% 
O2

calculated 
using f-factor

MI-0268 KM POWER COMPANY FORT LUPTON, CO 6/26/2000 112 MW

LIMIT DOES NOT 
APPLY DURING 
STARTUP AND 
SHUTDOWN. LIMIT 132 LB/H 24 H Avg. BACT-PSD 713.3 T/YR Plantwide 37

PPM @ 15% 
O2 Estimated

MI-0268 KM POWER COMPANY FORT LUPTON, CO 6/26/2000 52 MW EACH

LIMIT DOES NOT 
APPLY DURING 
STARTUP AND 
SHUTDOWN. LIMIT 79 LB/H 24 H Avg. BACT-PSD 713.3 T/YR Plantwide 60

PPM @ 15% 
O2 Estimated

IL-0091
LSP NELSON ENERGY, 
LLC NELSON IL 1/28/2000 2166 MMBTU/H

GOOD COMBUSTION 
PRACTICES AND 
COMBUSTION 
CONTROL 0.0511 LB/MMBTU BACT-PSD 93.8 LB/H each 64

PPM @ 15% 
O2

AR-0024
WRIGHTSVILLE 
POWER FACILITY WRIGHTSVILLE 2/28/2000 46 MW EACH

STEAM 
INJECTION/GOOD 
COMBUSTION 66

PPM @ 15% 
O2 BACT-PSD 79 LB/H 66

PPM @ 15% 
O2

*TX-0233

RELIANT ENERGY- 
CHANNELVIEW 
COGENERATION 
FACILITY HOUSTON 10/29/2001 650 MMBTU/H 129.1 LB/H

FOR EACH 
UNIT BACT-PSD 1221.6 T/YR

COMBINED 
ANNUAL 
LIMI
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FL-0239 JEA/BRANDY BRANCH JACKSONVILLE FL 3/27/2002 1911 MMBTU/H

CLEAN FUELS, GOOD 
COMBUSTION 
CONTROL see note BACT-PSD

CO-0042

FRONT RANGE 
POWER COMPANY, 
LLC FOUNTAIN 11/13/2000 173 MW

USE OF PIPELINE 
QUALITY NATURAL 
GAS AND APPLICATION 
OF GOOD SEE NOTE OTHER

FL-0122
CANE ISLAND POWER 
PARK /KUA - UNIT 3

INTERCESSION 
CITY FL 11/24/1999 1696 MMBTU/H

GOOD COMBUSTION 
PRACTICE see note BACT-PSD

FL-0122
CANE ISLAND POWER 
PARK /KUA - UNIT 3

INTERCESSION 
CITY FL 11/24/1999 1696 MMBTU/H

GOOD COMBUSTION 
PRACTICE see note BACT-PSD

FL-0223
LAKE WORTH 
GENERATION, LLC LAKE WORTH FL 11/4/1999 186 MW

COMBUSTION DESIGN 
AND FUEL SPECS. 
FUEL SPECIFICATION: 
NATURAL GAS. SEE NOTE BACT-PSD

MI-0302
MIRANT WYANDOTTE 
LLC ATLANTA GA 7/25/2001 2205 MMBTU/H

LIMIT EFFECTIVE OVER 
148 MW. ALSO A LIMIT 
OF 73.6 T/YR. 12-
MONTH.  ALSO 4.65 5.6 MG/DSCM BACT-PSD 16.8 LB/H 0.00244715 GR/DSCF

MI-0244 WYANDOTTE ENERGY WYANDOTTE 2/8/1999 500 MW 5.6

MILLIGRAM
S/CU-
METER BACT-PSD 17 LB/H 0.00244715 GR/DSCF

WA-0292

SATSOP 
COMBUSTION 
TURBINE PROJECT 10/23/2001 325 MW

NATURAL GAS FUEL 
USED 0.0025 GR/DSCF BACT-PSD 391.2 LB/D

FILTERABL
E ONLY

WA-0291
WALLULA POWER 
PLANT NEWPORT BEACH CA 1/3/2003 1300 MW

EXCLUSIVE USE OF 
NATURAL GAS HAS 
BEEN SELECTED TO 
BE THE LOWEST 0.0029 GR/DSCF 1 hr ave LAER 20.8 LB/H 24 HR AVG

OK-0028
CHOUTEAU POWER 
PLANT PRYOR 3/24/1999 176 MW

USE OF LOW ASH FUEL 
(NATURAL GAS), 
COMBUSTION 
CONTROLS 0.003 LB/MMBTU BACT-PSD 5 LB/H

AL-0179

TENASKA TALLADEGA 
GENERATING 
STATION OMAHA 10/3/2001 170 MW

EFFICIENT 
COMBUSTION 0.0035 LB/MMBTU BACT-PSD 8.4 LB/H

*OR-0040
KLAMATH 
GENERATION, LLC PORTLAND OR 3/12/2003 480 MW

NATURAL GAS < 1 GR 
S/100 SCF OF GAS 0.0042 LB/MMBTU 8-h avg BACT-PSD 8.6 LB/H

8-h avg, 
each

AR-0026

PINE BLUFF ENERGY 
LLC - PINE BLUFF 
ENERGY CENTER PINE BLUFF AR 5/5/1999 170 MW CLEAN FUELS 0.0049 LB/MMBTU BACT-PSD 12 LB/H

AZ-0040 APS WEST PHOENIX PHOENIX AZ 5/26/2000 530 MW

USE OF NATURAL GAS 
AND GOOD 
COMBUSTION 0.0051 LB/MMBTU 3 h avg LAER

NC-0085
CP&L ROWAN CO 
TURBINE FACILITY RALEIGH NC 3/14/2001 157 MW

COMBUSTION 
CONTROL 0.0055 LB/MMBTU BACT-PSD

NC-0082

CAROLINA POWER 
AND LIGHT - 
RICHMOND CO. 
FACILITY RALEIGH NC 12/21/2000 157 MW

COMBUSTION 
CONTROL 0.0055 LB/MMBTU BACT-PSD
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AZ-0040 APS WEST PHOENIX PHOENIX AZ 5/26/2000 130 MW

USE OF NATURAL GAS 
AND GOOD 
COMBUSTION 
PRACTICES 0.0055 LB/MMBTU LAER

AZ-0037 PANDA GILA RIVER GILA BEND AZ 2/23/2001 170 MW 0.0056 LB/MMBTU 3 hr avg BACT-PSD 12.5 LB/H

AL-0185
BARTON SHOALS 
ENERGY ENGLEWOOD 7/12/2002 173 MW

GOOD COMBUSTION 
PRACTICES 0.006 LB/MMBTU BACT-PSD 14 LB/H

AR-0043
PINE BLUFF ENERGY 
LLC PINE BLUFF AR 2/27/2001 170 MW

GOOD COMBUSTION 
PRACTICES. CLEAN 
FUEL 0.0065 LB/MMBTU BACT-PSD

CO-0052

ROCKY MOUNTAIN 
ENERGY CENTER, 
LLC. LITTLETON 8/11/2002 2311 MMBTU/H

USE OF PIPELINE 
QUALITY NATURAL 
GAS AND APPLICATION 
OF GOOD 0.00653 LB/MMBTU

SEE 
POLLUTANT 
NOTES BACT-PSD

OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW 13.7 LB/H BACT-PSD 0.0066 LB/MMBTU

AL-0180
DUKE ENERGY DALE, 
LLC HOUSTON 12/11/2001 170 MW EACH

NATURAL GAS AS 
EXCLUSIVE FUEL. 0.0072 LB/MMBTU BACT-PSD 18.4 LB/H

AL-0181
DUKE ENERGY 
AUTAUGA, LLC HOUSTON 10/23/2001 2407

MMBTU/H 
(W/DB)

EFFICIENT 
COMBUSTION. 0.0072 LB/MMBTU BACT-PSD 18.4 LB/H

AZ-0041

KYRENE GENERATING 
STATION, SALT RIVER 
PROJECT PHOENIX AZ 3/14/2001 175 MW 0.0072 LB/MMBTU LAER

AL-0162

AUTAUGAVILLE 
COMBINED CYCLE 
PLANT PRATTVILLE 1/8/2001 173 MW

GOOD COMBUSTION 
PRACTICES 0.009 LB/MMBTU BACT-PSD 21.5 LB/H

RI-0019

RELIANT ENERGY 
HOPE GENERATING 
FACILITY JOHNSTON 5/3/2000 186 MW 0.009 LB/MMBTU BACT-PSD 20.1 LB/H each

AL-0141

GPC - GOAT ROCK 
COMBINED CYCLE 
PLANT SMITHS 4/10/2000 173 MW

EFFICIENT 
COMBUSTION AND USE 
OF NATURAL GAS 
ONLY 0.009 LB/MMBTU BACT-PSD 20 LB/H

AL-0141

GPC - GOAT ROCK 
COMBINED CYCLE 
PLANT SMITHS 4/10/2000 173 MW NATURAL GAS ONLY 0.009 LB/MMBTU BACT-PSD 21.5 LB/HR

OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW 24.7 LB/H BACT-PSD 0.0091 LB/MMBTU

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW
BURNING NATURAL 
GAS 12.7 LB/H BACT-PSD 0.0096 LB/MMBTU

AZ-0039

SALT RIVER 
PROJECT/SANTAN 
GEN. PLANT PHOENIX AZ 3/7/2003 175 MW 0.01 LB/MMBTU 3 h avg LAER
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OK-0045 REDBUD POWER PLT TULSA 8/15/2001 1698 MMBTU/H

USE OF LOW ASH 
FUEL, EFFIECIENT 
COMBUSTION 0.01 LB/MMBTU BACT-PSD

OK-0046
THUNDERBIRD 
POWER PLT TULSA 5/17/2001 1698 MMBTU/H USE OF LOW ASH FUEL 0.01 LB/MMBTU BACT-PSD

PA-0187
GRAYS FERRY COGEN 
PARTNERSHIP PHILADELPHIA PA 3/21/2001 1515 MMBTU/H

GOOD COMBUSTION 
PRACTICE 0.01 LB/MMBTU BACT-PSD 32.5 LB/H

AL-0168
GENPOWER KELLEY 
LLC QUINTON 1/12/2001 173 MW

EFFICIENT 
COMBUSTION 0.01 LB/MMBTU BACT-PSD 21.7 LB/H

OK-0041
MCCLAIN ENERGY 
FACILITY 1/19/2000 170 MW

CLEAN FUEL/NATURAL 
GAS ONLY 79 T/YR BACT-PSD 0.01 LB/MMBTU

OK-0051
GREEN COUNTRY 
ENERGY PROJECT 10/1/1999 810 MW

USE OF LOW ASH FUEL 
AND EFFICIENT 
COMBUSTION 0.01 LB/MMBTU BACT-PSD

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW
BURNING NATURAL 
GAS 0.0101 LB/MMBTU BACT-PSD 25.3 LB/H

AZ-0036

PINNACLE WEST 
ENERGY 
CORP./REDHAWK 
GEN. FACILITY PHOENIX AZ 12/2/2000 175 MW 0.0101 LB/MMBTU BACT-PSD 22.2 LB/H

PA-0197
RELIANT ENERGY 
HUNTERSTOWN, LLC JOHNSTOWN PA 6/15/2001 900 MW 0.0106

PPM @ 15% 
O2

BACT-
OTHER

*IA-0058

GREATER DES 
MOINES ENERGY 
CENTER PLEASANT HILL 4/10/2002 350 MW 0.0108 LB/MMBTU 3 hour ave. BACT-PSD 89.6 T/YR

AR-0057
TENASKA ARKANSAS 
PARTNERS, LP OMAHA AR 10/9/2001 185 MW

GOOD COMBUSTION 
PRACTICES. 0.011 LB/MMBTU 100% LOAD BACT-PSD 0.01 LB/MMBTU < 75% LOAD

OK-0029
PSO NORTHEASTERN 
POWER STA 10/18/1999 160 MW

COMBUSTION 
CONTROL 0.011 LB/MMBTU BACT-PSD

CT-0139
PDC EL PASO 
MILFORD LLC MILFORD 4/16/1999 1.97 MMCF/H

NAT GAS AS PRIMARY 
FUEL, LOW SULFUR 
(0.05%W) OIL AS BACK-
UP 0.011

LB/MMBTU 
NAT GAS BACT-PSD 0.0392

LB/MMBTU 
OIL 0

CT-0140
PDC EL PASO 
MILFORD LLC MILFORD 4/16/1999 1.97 MMCF/H

NAT GAS AS PRIMARY 
FUEL, LOW SULFUR 
(0.05%W) OIL 0.011

LB/MMBTU 
NAT GAS BACT-PSD 0.0392

LB/MMBTU 
OIL 0

VA-0261
CPV CUNNINGHAM 
CREEK SILVER SPRING VA 9/6/2002 2132 MMBTU/H 0.0119 LB/MMBTU each unit BACT-PSD 183 T/YR both units

IN-0087
DUKE ENERGY, VIGO 
LLC

WEST TERRE 
HAUTE 6/6/2001 170 MW

NATURAL GAS. GOOD 
COMBUSTION. 
UNFIRED EMISSIONS = 
0.0107 LB/MMBTU OR 0.012 LB/MMBTU BACT-PSD 27.65 LB/H
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TN-0156
MEMPHIS 
GENERATION, LLC TN 4/9/2001 14583

MMSCF/Y
R 0.012 LB/MMBTU BACT-PSD 24 LB/H

AL-0143
AEC - MCWILLIAMS 
PLANT GANTT 3/3/2000 166 MW

GOOD COMBUSTION 
PRACTICES ALONG 
WITH USE OF 
NATURAL GAS 0.012 LB/MMBTU BACT-PSD 22.2 LB/H

AZ-0033

MESQUITE 
GENERATING 
STATION ARLINGTON 3/22/2001 1923 MMBTU/H

EMISSIONS IN LB/H 
ARE COMBINED FOR 
EACH COMBINED 
CYCLE UNIT (TURBINE 30.4 LB/H BACT-PSD 0.0128 LB/MMBTU

VA-0260
HENRY COUNTY 
POWER CHARLOTTE NC 11/21/2002 171 MW

GOOD COMBUSTION 
DESIGN AND CLEAN 
FUEL. 25.3 LB/H each unit BACT-PSD 0.013 LB/MMBTU each unit

NJ-0044

MANTUA CREEK 
GENERATING 
FACILITY 6/26/2001 2181 MMBTU/H 0.013 LB/MMBTU NSPS 24.6 LB/H

PA-0189
CONECTIV 
BETHLEHEM, INC. NEWARK DE 1/16/2002 122 MW 0.0135 PPM

BACT-
OTHER

PA-0192
LOWER MOUNT 
BETHEL ENERGY, LLC FAIRFAX VA 10/20/2001 370 MW 0.0135 PPM LAER

VA-0260
HENRY COUNTY 
POWER CHARLOTTE NC 11/21/2002 171 MW

CLEAN FUEL. GOOD 
COMBUSTION AND 
DESIGN. 0.014 LB/MMBTU @ 70% BACT-PSD 110.8 T/YR

AZ-0038

GILA BEND POWER 
GENERATING 
STATION DALLAS TX 5/15/2002 170 MW 0.014 LB/MMBTU 3 h avg BACT-PSD 26.02 LB/H 3 h avg

PA-0226
LINFIELD ENERGY 
CENTER JUNO BEACH FL 4/9/2002 550 MW 0.014 LB/MMBTU

BACT-
OTHER

PA-0188
FAIRLESS ENERGY 
LLC GLEN ALLEN PA 3/28/2002 1190 MW 0.014 LB/MMBTU BACT-PSD

PA-0196
SWEC-FALLS 
TOWNSHIP GLEN ALLEN PA 8/7/2001 544 MW 0.014 LB/MMBTU BACT-PSD

OK-0090

DUKE ENERGY 
STEPHENS, LLC 
STEPHENS ENERGY 3/21/2003 1701 MMBTU/H

CLEAN FUEL AND 
EFFICIENT 
COMBUSTION 0.015 LB/MMBTU

BACT-
OTHER

NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 2964 MMBTU/H NONE LISTED 35.8 LB/H BACT-PSD 0.015 LB/MMBTU

ID-0010 MIDDLETON FACILITY BOISE ID 10/19/2001 2097 MMBTU/H

REASONABLE 
POLLUTION 
PREVENTION 
PRECAUTIONS 19.7 LB/H EA BACT-PSD 0.015

GR/DSCF @ 
3% O2

*ID-0012
GARNET ENERGY, 
MIDDLETON FACILITY BOISE ID 10/19/2001 1707 MMBTU/H

GOOD COMBUSTION 
PRACTICE 0.015

GR/DSCF @ 
3% O2 BACT-PSD 87.4 T/YR
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AL-0188

TENASKA ALABAMA II 
GENERATING 
STATION OMAHA NE 2/16/2001 170 MW CLEAN FUELS 0.0166 LB/MMBTU BACT-PSD 23.5 LB/H

NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 3202 MMBTU/H NONE LISTED 38.8 LB/H OTHER 0.017 LB/MMBTU

IL-0091
LSP NELSON ENERGY, 
LLC NELSON IL 1/28/2000 2166 MMBTU/H

GOOD COMBUSTION 
PRACTICES, LOW 
SULFUR FUEL 0.0191 LB/MMBTU BACT-PSD 38.9 LB/H

LA-0136
PLAQUEMINE, 
IBERVILLE PARISH COLUMBUS OH 12/26/2001 2876 MMBTU/H

USE OF CLEAN 
BURNING FUELS 33.5 LB/H EACH BACT-PSD 139 T/YR EACH 0.02 LB/MMBTU

MI-0303
MIDLAND 
COGENERATION MIDLAND 7/26/2001 262 MW

ANNUAL LIMIT IS 
SUMMATION OF FIRING 
MODES WITH AND 
WITHOUT DUCT 0.02 LB/MMBTU BACT-PSD 157 T/YR

AL-0132

TENASKA ALABAMA 
GENERATING 
STATION BILLINGSLY 11/29/1999 170 MW

EFFICIENT 
COMBUSTION 0.02 LB/MMBTU BACT-PSD 31.9 LB/H

AR-0041 TPS - DELL, LLC DELL 8/8/2000 640 MW
GOOD COMBUSTION 
PRACTICES. 0.021 LB/MMBTU BACT-PSD

WA-0289

TRANSALTA 
CENTRALIA 
GENERATION LLC CENTRALIA 2/22/2002 268 MW

GOOD COMBUSTION 
PRACTICES AND 
NATURAL GAS AS 
FUEL 4.1 LB/H BACT-PSD 14.3 LB/H COMBINED

TX-0368 PLANT NO. 2 LUBBOCK TX 1/8/1999 42 MW, EA FIRING NAT GAS 4.4 LB/H EACH BACT-PSD 19.2 T/YR EACH

MI-0268 KM POWER COMPANY FORT LUPTON, CO 6/26/2000 52 MW EACH

HOURLY LIMIT DOES 
NOT APPLY DURING 
STARTUP AND 
SHUTDOWN. LIMIT 4.9 LB/H 24 H Avg. BACT-PSD 169.1 T/YR Plantwide

CA-0950
VALERO REFINING 
COMPANY BENICIA CA 1/11/2000 102 MW

GOOD COMBUSTION 
PRACTICE 4.98 LB/H LAER

FL-0186
CITY OF GAINESVILLE 
REGIONAL UTILITIES GAINESVILLE 2/24/2000 1083 MMBTU/H

CLEAN FUELS. 
PRIMARY LIMIT IS FOR 
GAS, ALTERNATIVE IS 
FOR OIL. 5 LB/H BACT-PSD 10

LB/H FOR 
1000 H

TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 38.7 MW FIRING NAT GAS 5 LB/H BACT-PSD 21.9 T/YR

LA-0146

SHELL CHEMICAL 
COMPANY - GEISMAR 
PLANT GEISMAR LA 5/10/2000 397.3 MMBTU/H

GOOD COMBUSTION 
PRACTICES 5.2 LB/H EACH BACT-PSD 22.78 T/YR EACH

LA-0122 MANSFIELD MILL MANSFIELD 8/14/2001 368 MMBTU/H NATURAL GAS FIRING 5.5 LB/H BACT-PSD 15.6 T/YR

FL-0216

HINES ENERGY 
COMPLEX, POWER 
BLOCK 2 ST. PETERSBURG FL 6/4/2001 1915 MMBTU/H

CLEAN BURNING 
FUELS, GOOD 
COMBUSTION 
PRACTICES 7.3 LB/H BACT-PSD
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TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 44.5 MMBTU/H FIRING NAT GAS 8.02 LB/H BACT-PSD 0.096 T/YR

TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 38.7 MW FIRING NAT GAS 8.02 LB/H BACT-PSD 34.13 T/YR

MI-0327 INDECK-NILES, LLC NILES 12/2/2001 1076
MW, 
TOTAL

8.5 LB/H WHEN FIRING 
DUCT BURNER. TIMES 
4X ALLOWS 34 LB/H, 
TOTAL. FOUR X 31.3 8.5 LB/H BACT-PSD 31.3 T/YR

CA-0997

SACRAMENTO 
MUNICIPAL UTILITY 
DISTRICT SACRAMENTO CA 9/1/2003 1611 MMBTU/H

GOOD COMBUSTION 
CONTROL 9 LB/H LAER 79.5 T/YR

OK-0050
ONETA GENERATING 
STA 1/21/2000 170 MW

USE OF LOW ASH 
FUELS 9 LB/H BACT-PSD

MI-0268 KM POWER COMPANY FORT LUPTON, CO 6/26/2000 112 MW

LIMIT DOES NOT 
APPLY DURING 
STARTUP AND 
SHUTDOWN. LIMIT 9.2 LB/H 24 H Avg. BACT-PSD 169.1 T/YR Plantwide

FL-0233
OUC STANTON 
ENERGY CENTER PENSACOLA FL 9/21/2001 2402 MMBTU/H CLEAN FUELS 10 % OPACITY BACT-PSD

*TX-0374
CHOCOLATE BAYOU 
PLANT ALVIN TX 3/24/2003 70

MW, 
TOTAL

GOOD COMBUSTION 
PRACTICES & FIRING 
ONLY GASEOUS FUELS 
CONTAINING NO ASH 10.03 LB/H EACH BACT-PSD 71.32 T/YR COMBINED

MI-0267
RENAISSANCE 
POWER LLC HOUSTON, TX 6/7/2001 170 MW GOOD COMBUSTION 10.7 LB/H BACT-PSD 46.8 T/YR

LA-0120 GEISMAR PLANT GEISMAR 2/26/2002 40 MW EACH

USE OF CLEAN 
NATURAL GAS WITH 
GOOD COMBUSTION 
PRACTICES AND NO 10.8 LB/H EACH BACT-PSD 45.9 T/YR EACH

FL-0241 CPV CANA

BRAINTREE, 
MASSACHUSETTS 
02184 MA 1/17/2002 1680 MMBTU/H

CLEAN FUELS GOOD 
COMBUSTION 11 LB/H

LB/HR 
FRONT 
HALF BACT-PSD

FL-0240 CPV PIERCE

BRAINTREE, 
MASSACHUSETTS 
02184 MA 8/7/2001 1680 MMBTU/H

CLEAN FUELS GOOD 
COMBUSTION 11 LB/H

LB/HR GAS 
FRONT 
HALF BACT-PSD

FL-0219

CPV ATLANTIC 
POWER GENERATING 
FACILITY

NEAR PORT 
ST.LUCIE 5/3/2001 1700 MMBTU/H

INHERENTLY CLEAN 
FUELS, COMBUSTION 
CONTROLS, AMMONIA 
SLIP BELOW 5 PPMVD. 11 LB/H BACT-PSD 36 LB/H

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW 12 LB/H BACT-PSD 27 T/YR

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

CLEAN FUELS, GOOD 
COMBUSTION 
PRACTICES 12.5 LB/H EACH BACT-PSD

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW 13 LB/H BACT-PSD 27 T/YR
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*OR-0039
COB ENERGY 
FACILITY, LLC TEMPE AZ 12/30/2003 1150 MW

GOOD COMBUSTION 
AND FIRING NATURAL 
GAS 14 LB/H BACT-PSD

OK-0044
SMITH POCOLA 
ENERGY PROJECT OKLAHOMA CITY 8/16/2001 171.5 MW

USE OF LOW ASH FUEL 
AND EFFICIENT 
COMBUSTION 14.7 LB/H each BACT-PSD 64.69 T/YR each

OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW 15 LB/H BACT-PSD

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 250 MW, EA FIRING NAT GAS 15.9 LB/H EACH BACT-PSD 17.5 LB/H

EACH, MAX 
HOURLY

VA-0256 TENASKA FLUVANNA OMAHA NE 1/11/2002 61200
MMSCF/Y
R

USE OF NATURAL 
GAS/CLEAN FUEL 16.2 LB/H

for each 
turbine BACT-PSD 73 T/YR

for each 
turbine

*TX-0273
BASTROP CLEAN 
ENERGY CENTER BASTROP 3/21/2000 161 MW

GOOD COMBUSTION 
PRACTICES 16.2 LB/H EACH BACT-PSD 63.82 T/YR EACH

MI-0365
MIRANT WYANDOTTE 
LLC WYANDOTTE MI 1/28/2003 2200 MMBTU/H

GOOD COMBUSTION 
PRACTICES AND USE 
OF PIPELINE QUALITY 
NATURAL GAS 16.8 LB/H BACT-PSD 5.6 MG/CM

MILLIGRAM 
PER CUBIC 
METER

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

GOOD COMBUSTION 
PRACTICE/CLEAN FUEL 17 LB/H BACT-PSD

VA-0289
DUKE ENERGY 
WYTHE, LLC RALEIGH NC 2/5/2004 170 MW

GOOD COMBUSTION 
PRACTICES. 17.5 LB/H BACT-PSD

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

CLEAN FUELS, GOOD 
COMBUSTION 
PRACTICES 17.5 LB/H EACH BACT-PSD

VA-0287
JAMES CITY ENERGY 
PARK WELLESLEY MA 12/1/2003 1973 MMBTU/H

GOOD COMBUSTION 
PRACTICES/DESIGN 
AND CLEAN FUEL 18 LB/H each BACT-PSD

AZ-0043

DUKE ENERGY 
ARLINGTON VALLEY 
(AVEFII) ARLINGTON AZ 11/12/2003 325 MW 18 LB/H BACT-PSD

VA-0262
MIRANT AIRSIDE 
INDUSTRIAL PARK ATLANTA GA 12/6/2002 170 MW

GOOD COMBUSTION 
PRACTICES. DRIFT 
ELIMINATORS. 18 LB/H each unit BACT-PSD 157.7 T/YR

combined 
units

OH-0268
LIMA ENERGY 
COMPANY CINCINNATI OH 3/26/2002 170 MW

USE OF CLEAN 
BURNING FUELS. 18 LB/H BACT-PSD 78.8 T/YR

Per rolling 12 
month period

TX-0234

EDINBURG ENERGY 
LIMITED 
PARTNERSHIP HOUSTON 1/8/2002 180 MW 18

LB/H AT 
FULL LOAD BACT-PSD 70.1

T/YR AT ALL 
LOADS

*TX-0261
BELL ENERGY 
FACILITY TEMPLE 6/26/2001 175 MW

GOOD COMBUSTION 
PRACTICE AND USE OF 
NATURAL GAS 18 LB/H BACT-PSD 79 T/YR 2

PPM 
@15%O2
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IN-0086
MIRANT SUGAR 
CREEK, LLC

WEST TERRE 
HAUTE 5/9/2001 170 MW

GOOD COMBUSTION. 
EMISSION LIMIT IS FOR 
EACH CT. 18 LB/H BACT-PSD

*TX-0330
JACK COUNTY 
POWER PLANT HOUSTON TX 3/14/2000 520 MW FIRING NAT GAS 18 LB/H EACH UNIT BACT-PSD 79 T/YR EACH UNIT

*TX-0299 KAUFMAN COGEN LP CHARLOTTE NC 1/31/2000 180
MW, 
EACH

PIPELINE QUALITY NAT 
GAS 18 LB/H EACH UNIT BACT-PSD 79 T/YR EACH UNIT

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 250 MW, EA FIRING NAT GAS 18.2 LB/H EACH BACT-PSD

VA-0255
VA POWER - POSSUM 
POINT GLENN ALLEN VA 11/18/2002 1937 MMBTU/H 18.3 LB/H EACH UNIT BACT-PSD 185 T/YR

UNITS 
COMBINED

OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW 18.3 LB/H BACT-PSD 79.1 T/YR

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

GOOD COMBUSTION 
PRACTICE 18.5 LB/H BACT-PSD

NM-0044
CLOVIS ENERGY 
FACILITY HOUSTON 6/27/2002 1515 MMBTU/H 19 LB/H BACT-PSD

WA-0302
GOLDENDALE 
ENERGY PROJECT KIRKLAND WA 2/23/2001 248.7 MW

PIPELINE QUALITY 
NATURAL GAS AND 
GOOD COMBUSTION 
PRACTICES 19 LB/H BASE LOAD BACT-PSD 22.3 LB/H PEAK LOAD

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW 19 LB/H each BACT-PSD

TX-0265
LOST PINES 1 POWER 
PLANT AUSTIN TX 9/30/1999 183 MW

NATURAL GAS WITH 
LOW ASH CONTENT 19 LB/H BACT-PSD 83.2 T/YR

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

GOOD COMBUSTION 
PRACTICES/CLEAN 
FUEL 19.5 LB/H BACT-PSD

MI-0363
BLUEWATER ENERGY 
CENTER LLC WINTERPARK FL 1/7/2003 180 MW

EXCLUSIVE USE OF 
NATURAL GAS. 19.6 LB/H BACT-PSD 255 T/YR

3 TURBINES 
COMBINED

LA-0153
CARVILLE ENERGY 
CENTER NORTHBROOK IL 5/16/2001 1908 MMBTU/H

GOOD COMBUSTION 
PRACTICES, GOOD 
DESIGN, CLEAN 
BURNING NATURAL 19.73 LB/H EACH BACT-PSD 78.56 T/YR EACH

LA-0132
CARVILLE ENERGY 
CENTER NORTHBROOK IL 12/9/1999 1908 MMBTU/H

GOOD COMBUSTION 
PRACTICES, GOOD 
DESIGN AND CLEAN 
BURNING NATURAL 19.73 LB/H BACT-PSD 78.56 T/YR

LA-0164

ACADIA POWER 
STATION, ACADIA 
POWER PARTNERS 
LLC HOUSTON TX 1/31/2002 183 MW EACH

GOOD DESIGN, 
PROPER OPERATING 
AND MAINTENANCE 
PRACTICES, USE OF 20 LB/H BACT-PSD 84 T/YR
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FL-0226
EL PASO MANATEE 
ENERGY CENTER PINEY POINT 9/11/2001 1.79 MMCF/H

NATURAL GAS, 
COMBUSTION 
CONTROLS 20 LB/H BACT-PSD

FL-0227

EL PASO BELLE 
GLADE ENERGY 
CENTER BELLE GLADE 9/7/2001 1.79 MMCF/H

PIPELINE NATURAL 
GAS, COMBUSTION 
CONTROLS 20 LB/H BACT-PSD

FL-0225
EL PASO BROWARD 
ENERGY CENTER DEERFIELD BEACH 8/17/2001 1.79 MMCF/H

PIPELINE NATURAL 
GAS COMBUSTION 
CONTROLS 20 LB/H BACT-PSD

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 250 MW FIRING NAT GAS 20 LB/H EACH UNIT BACT-PSD 83.2 T/YR EACH UNIT

TX-0311

GUADALUPE 
GENERATING 
STATION GAINSVILLE FL 2/15/1999 170 MW, EA FIRING NAT GAS 20 LB/H EACH UNIT BACT-PSD 82.9 T/YR EACH UNIT

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 173 MW EACH FIRING NATURAL GAS. 20.3 LB/H

EACH, 
COMBINED BACT-PSD 84 T/YR

EACH, 
COMBINED

MS-0055
EL PASO MERCHANT 
ENERGY CO. HOUSTON TX 6/24/2002 1737 MMBTU/H USE OF LOW ASH FUEL 20.5 LB/H BACT-PSD

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW 21 LB/H BACT-PSD 100 T/YR

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW FIRING NAT GAS 21 LB/H EACH UNIT BACT-PSD 85.6 T/YR EACH UNIT

*TX-0343

MONTGOMERY 
COUNTY POWER 
PROJECT SAN DIEGO CA 6/27/2001 660

MW, 
TOTAL

FIRING PIPELINE-
QUALITY NAT GAS 21.25 LB/H EACH UNIT BACT-PSD 83.34 T/YR EACH UNIT

*TX-0337
CEDAR BLUFF POWER 
PROJECT SAN DIEGO CA 12/21/2000 660 MW FIRING NAT GAS 21.25 LB/H EACH UNIT BACT-PSD 83.34 T/YR EACH UNIT

LA-0147 PPG INDUSTRIES LAKE CHARLES LA 12/2/1999 165 MW

GOOD COMBUSTION 
PRACTICES, CLEAN 
BURNING FUEL 21.4 LB/H BACT-PSD 80.8 T/YR

GA-0094
EFFINGHAM COUNTY 
POWER, LLC RALEIGH NC 12/27/2001 185 MW

GOOD COMBUSTION 
PRACTICE/CLEAN FUEL 21.6 LB/H BACT-PSD

TX-0370
RIO NOGALES POWER 
PROJECT BALTIMORE MD 12/3/1999 800 MW FIRING NAT GAS 21.7 LB/H EACH BACT-PSD 258.9 T/YR COMBINED

OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW 21.8 LB/H BACT-PSD 79.1 T/YR

*TX-0293
GREGORY POWER 
FACILITY COSTA MESA CA 6/16/1999 185 MW, EA FIRING NAT GAS 22 LB/H EACH UNIT BACT-PSD 92.5 T/YR EACH UNIT
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VA-0255
VA POWER - POSSUM 
POINT GLENN ALLEN VA 11/18/2002 1937 MMBTU/H 22.2 LB/H EACH UNIT BACT-PSD 185 T/YR

UNITS 
COMBINED

WV-0014

PANDA CULLODEN 
GENERATING 
STATION CULLODEN 12/18/2001 300 MW

USE OF LOW-ASH 
FUEL - NATURAL GAS. 22.3 LB/H

WITH DUCT 
FIRING

BACT-
OTHER 18 LB/H

WITHOUT 
DUCT 
FIRING

MO-0049

KANSAS CITY POWER 
& LIGHT CO. - 
HAWTHORN STATION KANSAS CITY 8/19/1999 280 MW

GOOD COMBUSTION 
PRACTICE 22.6 LB/H

BACT-
OTHER

LA-0157
PERRYVILLE POWER 
STATION ALEXANDRIA 3/8/2002 170 MW

LOW NOX BURNERS 
AND/OR SCR, PROPER 
OPERATING 
INSTRUCTIONS AND 23 LB/H BACT-PSD

LA-0127 PERRYVILLE ALEXANDRIA 8/25/2000 183 MW

GOOD COMBUSTION 
PRACTICES, USING 
CLEAN NATURAL GAS 23 LB/H BACT-PSD

OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW 23.3 LB/H BACT-PSD

TX-0294
GATEWAY POWER 
PROJECT BALTIMORE MD 3/20/2000 170

MW, 
EACH FIRING NAT GAS 23.6 LB/H EACH UNIT BACT-PSD 264.3 T/YR

COMBINED 
LIMIT, ALL 3 
UNITS

VA-0289
DUKE ENERGY 
WYTHE, LLC RALEIGH NC 2/5/2004 170 MW

GOOD COMBUSTION 
PRACTICES 23.7 LB/H BACT-PSD

*TX-0233

RELIANT ENERGY- 
CHANNELVIEW 
COGENERATION 
FACILITY HOUSTON 10/29/2001 650 MMBTU/H 23.7 LB/H

FOR EACH 
UNIT BACT-PSD 281.6 T/YR

COMBINED 
ANNUAL

MI-0361
SOUTH SHORE 
POWER LLC BRIDGEMAN MI 1/30/2003 172 MW

USE OF NATURAL GAS 
AND STATE OF THE 
ART COMBUSTION 
TECHNIQUES. 24 LB/H BACT-PSD 169.7 T/YR

BOTH 
TURBINES

AZ-0034

HARQUAHALA 
GENERATING 
PROJECT TONOPAH 2/15/2001 2362 MMBTU/H

GOOD COMBUSTION 
CONTROL. EMISSIONS 
IN THE LB/H ARE FOR 
EACH COMBINED 24 LB/H

BACT-
OTHER

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 275 MW FIRING NAT GAS 24 LB/H EACH UNIT BACT-PSD

VA-0287
JAMES CITY ENERGY 
PARK WELLESLEY MA 12/1/2003 1973 MMBTU/H

GOOD 
COMBUSTION/DESIGN 
AND CLEAN FUEL 24.7 LB/H each BACT-PSD

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW FIRING NAT GAS 24.8 LB/H BACT-PSD 300.9 T/YR

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW FIRING NAT GAS 24.8 LB/H BACT-PSD 300.9 T/YR

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW FIRING NAT GAS 24.8 LB/H BACT-PSD 300.9 T/YR
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AZ-0043

DUKE ENERGY 
ARLINGTON VALLEY 
(AVEFII) ARLINGTON AZ 11/12/2003 325 MW 25 LB/H BACT-PSD

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW 25 LB/H BACT-PSD 100 T/YR

*TX-0260
PALESTINE ENERGY 
FACILITY PALESTINE TX 12/13/2000 170 MW

GOOD COMBUSTION 
PRACTICE, USE OF 
GASEOUS FUELS 
CONTAINING NO ASH 25.6 LB/H EACH BACT-PSD 689.7 T/YR

TOTAL 
FROM ALL 6

*TX-0350
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2002 350 MW NONE INDICATED 25.62 LB/H

BACT-
OTHER 100.39 T/YR

LA-0157
PERRYVILLE POWER 
STATION ALEXANDRIA 3/8/2002 170 MW

LOW NOX BURNERS 
AND/OR SCR, GOOD 
OPERATING 
PRACTICES AND USE 26.1 LB/H BACT-PSD 114.58 T/YR

LA-0127 PERRYVILLE ALEXANDRIA 8/25/2000 183 MW

GOOD COMBUSTION 
PRACTICES, USE OF 
CLEAN NATURAL GAS 26.1 LB/H BACT-PSD 107 T/YR

AZ-0035
DUKE ENERGY 
ARLINGTON VALLEY ARLINGTON AZ 12/14/2000 255 MW 27 LB/H BACT-PSD

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW 28 LB/H each BACT-PSD

TX-0297
EXXON-MOBIL 
BEAUMONT REFINERY BEAUMONT TX 3/14/2000 183

MW, EA 
TURBINE FIRING NAT GAS 28.08 LB/H EACH UNIT BACT-PSD 107.24 T/YR EACH UNIT

TX-0328

BAYTOWN 
COGENERATION 
PLANT SAN JOSE CA 2/11/2000 750

MW 
COMBINE
D

PROPER COMBUSTION 
& FIRING NON-ASH 
CONTAINING GASEOUS 
FUELS 28.3 LB/H EACH UNIT BACT-PSD 259.4 T/YR COMBINED

SC-0061
COLUMBIA ENERGY 
LLC NORTHBROOK IL 4/9/2001 170

MW 
(EACH)

GOOD COMBUSTION 
PRACTICES, CLEAN 
FUEL 29.3 LB/H

EACH 
TURBINE BACT-PSD 128.3 T/YR

EACH 
TURBINE

SC-0071

COLUMBIA ENERGY 
CENTER I-26 & US 
HWY 21 SOUTH COLUMBIA SC 4/9/2001 170 MW

COMBUSTION OF 
CLEAN FUELS 29.3 LB/H each BACT-PSD

MN-0043

XCEL ENERGY, BLACK 
DOG ELECTRIC 
GENERATING 
STATION BURNSVILLE 11/17/2000 1917 MMBTU/H

USE OF NATURAL GAS 
AS THE EXCLUSIVE 
FUEL 29.4 LB/H BACT-PSD

MI-0366
BERRIEN ENERGY, 
LLC BENTON HARBOR MI 10/10/2002 1650 MMBTU/H

STATE OF THE ART 
COMBUSTION 
TECHNIQUES AND USE 
OF NATURAL GAS ARE 29.5 LB/H BACT-PSD 364.3 T/YR

ALL 
TURBINES 
COMBINED EACH

*TX-0326
AES WOLF HOLLOW 
LP AUSTIN TX 7/20/2000 807

MW, 
TOTAL NONE INDICATED 30.1 LB/H EACH UNIT OTHER 230.9 T/YR COMBINED

OH-0257
JACKSON COUNTY 
POWER, LLC CHARLOTTE NC 12/27/2001 305 MW 30.2 LB/H BACT-PSD 132.2 T/YR
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MS-0058
CHOCTAW GAS 
GENERATION, LLC HOUSTON TX 12/13/2001 2737 MMBTU/H

LOW ASH FUEL AND 
GOOD COMBUSTION 
PRACTICES 31.1 LB/H BACT-PSD

*NC-0086
FAYETTEVILLE 
GENERATION, LLC SANFORD NC 1/10/2002 154 MW

COMBUSTION 
CONTROL 31.3 LB/H

3-h avg, 
each BACT-PSD

MT-0019

CONTINENTAL 
ENERGY SERVICES, 
INC., SILVER BOW 
GEN BUTTE MT 6/7/2002 500 MW 32.4 LB/H OTHER

MT-0019

CONTINENTAL 
ENERGY SERVICES, 
INC., SILVER BOW 
GEN BUTTE MT 6/7/2002 500 MW 32.4 LB/H OTHER

TX-0344
DEER PARK ENERGY 
CENTER HOUSTON TX 8/22/2001 180 MW, EA

FIRING PIPELINE-
QUALITY NAT GAS 33.9 LB/H EACH BACT-PSD 377.5 T/YR COMBINED

PA-0223
DUKE ENERGY 
FAYETTE, LLC MASONTOWN PA 1/30/2002 280 MW 34.8 LB/H BACT-PSD

*TX-0381
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2003 700 MW

FIRING PIPELINE NAT 
GAS 37.6 LB/H EACH BACT-PSD 115.3 T/YR EACH

MI-0357
KALKASKA 
GENERATING, INC RAPID RIVER TWP MI 2/4/2003 605 MW

CLEAN FUEL AND 
GOOD COMBUSTION 
PRACTICES. 38 LB/H BACT-PSD 239.9 T/YR

BOTH 
TURBINES

*TX-0336
HARRIS ENERGY 
FACILITY HOUSTON TX 8/31/2000 175 MW FIRING NAT GAS 38 LB/H EACH UNIT BACT-PSD 66.1 T/YR EACH UNIT

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW, EA

GOOD COMBUSTION 
CONTROLS 38.6 LB/H EACH UNIT BACT-PSD 104.4 T/YR EACH UNIT

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW

GOOD COMBUSTION 
CONTROLS 38.6 LB/H EACH UNIT BACT-PSD 104.4 T/YR EACH UNIT

*TX-0296
WISE COUNTY 
POWER HOUSTON TX 7/14/2000 230 MW, EA

FIRING PIPELINE NAT 
GAS 39.8 LB/H EACH UNIT BACT-PSD 118.3 T/YR EACH UNIT

*TX-0336
HARRIS ENERGY 
FACILITY HOUSTON TX 8/31/2000 175 MW, EA FIRING NAT GAS 40.7 LB/H EACH UNIT BACT-PSD 158.3 T/YR EACH UNIT

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 500

MW, 
TOTAL FIRING NAT GAS 42 T/YR

EACH, 
FRONT 
HALF ONLY BACT-PSD 71.8 T/YR

EACH, 
FRONT & 
BACK HALF

IL-0091
LSP NELSON ENERGY, 
LLC NELSON IL 1/28/2000 2166 MMBTU/H

GOOD COMBUSTION 
PRACTICES WITH USE 
OF NATURAL GAS AND 
LOW SULFUR FUEL 46.1 LB/H each BACT-PSD

PA-0190
LIBERTY ELECTRIC 
POWER , LLC HERNDON VA 5/3/2000 2000 MMBTU/H 109 T/YR LAER
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TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 275 MW FIRING NAT GAS 121.3 LB/H EACH UNIT BACT-PSD

TX-0311

GUADALUPE 
GENERATING 
STATION GAINSVILLE FL 2/15/1999 1000 MW FIRING NAT GAS 331.4 T/YR COMBINED BACT-PSD

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 1000

MW 
(TURBINE
S) FIRING NATURAL GAS. 336 T/YR TOTAL BACT-PSD

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW FIRING NAT GAS 342.4 T/YR

COMBINED 
UNITS 1-4 BACT-PSD

PA-0186
FPL ENERGY MARCUS 
HOOK, L.P. JUNO BEACH FL 5/4/2001 5847 MMBTU/H

HIGH EFFICIENCY 
DRIFT ELIMINATOR 562.9 T/YR BACT-PSD

*TX-0383 FORNEY PLANT HOUSTON TX 3/6/2000 169.8 MW
GOOD COMBUSTION 
PRACTICES 566.8 T/YR COMBINED BACT-PSD
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FL-0256

HINES ENERGY 
COMPLEX, POWER 
BLOCK 3 ST. PETERSBURG FL 9/8/2003 1830 MMBTU/H

PERMIT LIMIT IS LOW 
SULFUR FUELS see note BACT-PSD

FL-0216

HINES ENERGY 
COMPLEX, POWER 
BLOCK 2 ST. PETERSBURG FL 6/4/2001 1915 MMBTU/H

PERMIT LIMIT IS LOW 
SULFUR FUELS see note BACT-PSD

TX-0248

CHAMBERS ENERGY 
L.P./AMERICAN 
NATIONAL POWER SAN ANTONIO 3/6/2000 180 MW LOW SULFUR FUEL SEE NOTE BACT-PSD

FL-0122
CANE ISLAND POWER 
PARK /KUA - UNIT 3

INTERCESSION 
CITY FL 11/24/1999 1696 MMBTU/H NATURAL GAS see note BACT-PSD

*NC-0086
FAYETTEVILLE 
GENERATION, LLC SANFORD NC 1/10/2002 154 MW 0.0006 LB/MMBTU 3-h avg BACT-PSD

NC-0085
CP&L ROWAN CO 
TURBINE FACILITY RALEIGH NC 3/14/2001 157 MW 0.0006 LB/MMBTU BACT-PSD

AR-0043
PINE BLUFF ENERGY 
LLC PINE BLUFF AR 2/27/2001 170 MW

LOW SULFUR FUEL - < 
0.05% S BY WT 0.0006 LB/MMBTU BACT-PSD

NC-0082

CAROLINA POWER 
AND LIGHT - 
RICHMOND CO. 
FACILITY RALEIGH NC 12/21/2000 157 MW 0.0006 LB/MMBTU BACT-PSD

AL-0141

GPC - GOAT ROCK 
COMBINED CYCLE 
PLANT SMITHS 4/10/2000 173 MW

USE OF NATURAL GAS 
ONLY 0.0006 LB/MMBTU OTHER 1.5 LB/H

AR-0026

PINE BLUFF ENERGY 
LLC - PINE BLUFF 
ENERGY CENTER PINE BLUFF AR 5/5/1999 170 MW

COMBUSTION OF LOW 
SULFUR FUELS NO 
FUEL > 0.5% BY 
WEIGHT SULFUR. 0.0006 LB/MMBTU BACT-PSD 1.4 LB/H 24-h avg

PA-0187
GRAYS FERRY COGEN 
PARTNERSHIP PHILADELPHIA PA 3/21/2001 1515 MMBTU/H

GOOD COMBUSTION 
PRACTICE, LOW 
SULFUR FUEL 0.0008 LB/MMBTU BACT-PSD 381.8 LB/H

PA-0197
RELIANT ENERGY 
HUNTERSTOWN, LLC JOHNSTOWN PA 6/15/2001 900 MW 0.0015

PPM @ 15% 
O2

BACT-
OTHER

PA-0188
FAIRLESS ENERGY 
LLC GLEN ALLEN PA 3/28/2002 1190 MW LOW SULFUR FUEL 0.002 LB/MMBTU OTHER

PA-0196
SWEC-FALLS 
TOWNSHIP GLEN ALLEN PA 8/7/2001 544 MW 0.002 LB/MMBTU

BACT-
OTHER

AL-0168
GENPOWER KELLEY 
LLC QUINTON 1/12/2001 173 MW 0.002 LB/MMBTU BACT-PSD 3 LB/H

AR-0041 TPS - DELL, LLC DELL 8/8/2000 640 MW

LOW SULFUR FUEL. 
SO2 EMISSION IN RBLC 
STANDARD UNIT (PPM 
@15% O2) IS NOT 0.002 LB/MMBTU BACT-PSD
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MA-0027
CABOT POWER 
CORPORATION BOSTON 5/7/2000 2493 MMBTU/H

CLEAN FUEL - 
NATURAL GAS WITH .8 
GRAINS SULFUR PER 
100 SCF. 5.9 LB/H BACT-PSD 0.0022 LB/MMBTU

CT-0139
PDC EL PASO 
MILFORD LLC MILFORD 4/16/1999 1.97 MMCF/H

NAT GAS AS PRIMARY 
FUEL, 0.8 GR/100 SCF, 
LOW SULFUR OIL 
(0.05%W) 0.0022 LB/MMBTU BACT-PSD 0

CT-0140
PDC EL PASO 
MILFORD LLC MILFORD 4/16/1999 1.97 MMCF/H

NAT GAS AS PRIMARY 
FUEL, 0.8 GR/100 SCF, 
LOW SULFUR OIL 
(0.05%W) 0.0022 LB/MMBTU BACT-PSD 0

MA-0025
ANP BELLINGHAM 
ENERGY COMPANY MARLBOROUGH 8/4/1999 3630 MMBTU/H NATURAL GAS FUEL 4.2 LB/H BACT-PSD 0.0023 LB/MMBTU

NH-0011
AES LONDONDERRY, 
LLC 4/26/1999 2849 MMBTU/H LOW SULFUR FUELS. 0.0023 LB/MMBTU BACT-PSD

MA-0024
ANP BLACKSTONE 
ENERGY COMPANY BLACKSTONE 4/16/1999 3630 MMBTU/H CLEAN FUEL 4.2 LB/H BACT-PSD 0.0023 LB/MMBTU

NJ-0044

MANTUA CREEK 
GENERATING 
FACILITY 6/26/2001 2181 MMBTU/H

NATURAL GAS AS 
FUEL WITH <= 0.8% 
SULFUR BY WEIGHT 0.0025 LB/MMBTU NSPS 5.5 LB/H 4.9

PPM @ 15% 
O2

PA-0192
LOWER MOUNT 
BETHEL ENERGY, LLC FAIRFAX VA 10/20/2001 370 MW LOW SULFUR FUEL 0.0027 PPMVD LAER

MA-0029
SITHE MYSTIC 
DEVELOPMENT LLC CHARLESTOWN 9/29/1999 2699 MMBTU/H

LOW SULFUR 
CONTENT IN FUEL - NO 
MORE THAN .8 GRAINS 
PER 100 CU FT. 8.6 LB/H BACT-PSD 0.0029 LB/MMBTU 150

PPM @ 15% 
O2

*OK-0096
REDBUD POWER 
PLANT LUTHER OK 6/3/2003 1100 MW

VERY LOW SO2 
EMISSION RATE-LOW 
SULFUR FUEL 0.003 LB/MMBTU BACT-PSD

IN-0095
ALLEGHENY ENERGY 
SUPPLY CO. LLC 12/7/2001 2071

MMBTU/H 
(HHV)

USE OF LOW SULFUR 
NATURAL GAS AS 
SOLE FUEL 0.0034 LB/MMBTU BACT-PSD 6 LB/H 0.7

PPM @15% 
O2 (EST.)

NH-0012
NEWINGTON ENERGY 
LLC NEW YORK,10006 4/26/1999 160 MW LOW SULFUR FUELS. 0.0036 LB/MMBTU

gas, 3 hr roll 
avg BACT-PSD 0.0505 LB/MMBTU

oil, 3 hr roll 
avg

NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 2964 MMBTU/H

ONLY USE NATURAL 
GAS WITH SULFUR 
CONTENT 0.8% 0.004 LB/MMBTU OTHER 11.7 LB/H 0.8

PPM @ 15% 
O2

NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 3202 MMBTU/H NONE LISTED 0.004 LB/MMBTU OTHER 12.7 LB/H 0.8

PPM @ 15% 
O2

OK-0045 REDBUD POWER PLT TULSA 8/15/2001 1698 MMBTU/H

LOW SULFUR FUEL - 
PIPELINE QUALITY 
NATURAL GAS 0.005 LB/MMBTU BACT-PSD Not Available

OK-0046
THUNDERBIRD 
POWER PLT TULSA 5/17/2001 1698 MMBTU/H

PIPELINE QUALITY 
NATURAL GAS 0.005 LB/MMBTU BACT-PSD Not Available
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RI-0019

RELIANT ENERGY 
HOPE GENERATING 
FACILITY JOHNSTON 5/3/2000 186 MW

CLEAN FUEL - 
NATURAL GAS 0.0054 LB/MMBTU BACT-PSD 11.8 LB/H each

PA-0160

CALPINE 
CONSTRUCTION 
FINANCE CO., LP ONTELAUNEE TWP. 10/10/2000 182 MW

GOOD COMBUSTION 
PRACTICE BASED ON 
SULFUR CONTENT (2 
GR/DSCF). STANDARD 0.0056 LB/MMBTU

BACT-
OTHER 1.2 LB/H

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW
BURNING NATURAL 
GAS 16.1 LB/H

with duct 
burner BACT-PSD 0.0057 LB/MMBTU

with or 
without duct 
burners

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW
BURNING NATURAL 
GAS 11.9 LB/H BACT-PSD 0.0057 LB/MMBTU

AL-0180
DUKE ENERGY DALE, 
LLC HOUSTON 12/11/2001 170 MW EACH

NATURAL GAS AS 
EXCLUSIVE FUEL. 0.0057 LB/MMBTU BACT-PSD 14.5 LB/H

OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW 16.1 LB/H BACT-PSD 0.0057 LB/MMBTU

OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW 11.9 LB/H BACT-PSD 0.0057 LB/MMBTU

IN-0087
DUKE ENERGY, VIGO 
LLC

WEST TERRE 
HAUTE 6/6/2001 170 MW

GOOD COMBUSTION. 
NATURAL GAS ONLY. 
UNFIRED EMISSIONS = 
11.35 LB/H. LB/H LIMIT 0.0057 LB/MMBTU BACT-PSD 14.6 LB/H

OK-0090

DUKE ENERGY 
STEPHENS, LLC 
STEPHENS ENERGY 3/21/2003 1701 MMBTU/H

USE OF PIPELINE-
QUALITY NATURAL 
GAS (VERY LOW 
SULFUR FUEL) 0.006 LB/MMBTU BACT-PSD

VA-0260
HENRY COUNTY 
POWER CHARLOTTE NC 11/21/2002 171 MW

LOW SULFUR FUELS 
AND GOOD 
COMBUSTION DESIGN. 0.006 LB/MMBTU each unit BACT-PSD 12.9 LB/H each unit

AR-0057
TENASKA ARKANSAS 
PARTNERS, LP OMAHA AR 10/9/2001 185 MW

FUEL SPECIFICATION: 
LOW SULFUR FUELS. 0.006 LB/MMBTU 100% LOAD BACT-PSD 0.006 LB/MMBTU < 75% LOAD

IL-0091
LSP NELSON ENERGY, 
LLC NELSON IL 1/28/2000 2166 MMBTU/H CLEAN FUEL 0.006 LB/MMBTU BACT-PSD 13.4 LB/H each

OK-0051
GREEN COUNTRY 
ENERGY PROJECT 10/1/1999 810 MW USE OF NATURAL GAS 0.006 LB/MMBTU BACT-PSD

FL-0241 CPV CANA

BRAINTREE, 
MASSACHUSETTS 
02184 MA 1/17/2002 1680 MMBTU/H

CLEAN FUELS, FUEL 
SULFUR LIMIT: .0065% 
S 0.0065

% S by 
Weight see note BACT-PSD

FL-0240 CPV PIERCE

BRAINTREE, 
MASSACHUSETTS 
02184 MA 8/7/2001 1680 MMBTU/H

CLEAN FUELS - < .0065 
% S 0.0065

% S by 
Weight see note BACT-PSD

FL-0219

CPV ATLANTIC 
POWER GENERATING 
FACILITY

NEAR PORT 
ST.LUCIE 5/3/2001 1700 MMBTU/H

PERMIT LIMIT IS LOW 
SULFUR FUELS: GAS < 
.0065 % SULFUR; OIL < 
0.05% SULFUR. NO 0.0065

% S by 
Weight BACT-PSD
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CA-0950
VALERO REFINING 
COMPANY BENICIA CA 1/11/2000 102 MW AMINE SCRUBBER 21.5 LB/H LAER 0.0069 LB/MMBTU

AL-0185
BARTON SHOALS 
ENERGY ENGLEWOOD 7/12/2002 173 MW NATURAL GAS ONLY 0.007 LB/MMBTU BACT-PSD 16.3 LB/H

PA-0179 SWEC LLC 8/7/2001 0 0.0071 LB/MMBTU OTHER 68 T/YR 0.0071 LB/MMBTU

VA-0261
CPV CUNNINGHAM 
CREEK SILVER SPRING VA 9/6/2002 2132 MMBTU/H 0.0119 LB/MMBTU each unit BACT-PSD 32.4 T/YR both units

AL-0132

TENASKA ALABAMA 
GENERATING 
STATION BILLINGSLY 11/29/1999 170 MW

PIPELINE QUALITY 
NATURAL GAS 0.014 LB/MMBTU BACT-PSD 33.2 LB/H

FL-0122
CANE ISLAND POWER 
PARK /KUA - UNIT 3

INTERCESSION 
CITY FL 11/24/1999 1696 MMBTU/H

NATURAL GAS. NO.2 
FUEL OIL WITH A 0.05 
PERCENT SULFUR 
CONTENT. 0.05

% S by 
Weight see note BACT-PSD

WA-0292

SATSOP 
COMBUSTION 
TURBINE PROJECT 10/23/2001 325 MW 0.11

PPM @ 15% 
O2

1-H AV, 
EACH 
TURBINE BACT-PSD 1.3 LB/H

1-H AV, 
EACH 
TURBINE

MI-0362

MIDLAND 
COGENERATION 
(MCV) MIDLAND MI 4/21/2003 984 MMBTU/H

USE OF NATURAL GAS 
WITH SULFUR 
CONTENT OF 0.2 
GRAINS/100 CUBIC 0.2 GR/100 SCF

NATURAL 
GAS 
SPECIFICAT
ION BACT-PSD

MI-0361
SOUTH SHORE 
POWER LLC BRIDGEMAN MI 1/30/2003 172 MW

BACT FOR SO2 IS USE 
OF PIPELINE QUALITY 
NATURAL GAS WITH 
0.2 GR SULFUR PER 0.2 GR/100 SCF

NATURAL 
GAS 
SPECIFICAT
ION BACT-PSD

MO-0049

KANSAS CITY POWER 
& LIGHT CO. - 
HAWTHORN STATION KANSAS CITY 8/19/1999 280 MW

EMISSION LIMITS IN 
LB/MMBTU ONLY. 0.2 LB/MMBTU

BACT-
OTHER

VA-0256 TENASKA FLUVANNA OMAHA NE 1/11/2002 61200
MMSCF/Y
R

USE OF CLEAN 
FUEL/NATURAL GAS 0.3 PPMVD each unit BACT-PSD 4 LB/H each unit

WA-0291
WALLULA POWER 
PLANT NEWPORT BEACH CA 1/3/2003 1300 MW

LOW - SULFUR FUEL: 
NATURAL GAS 0.35

PPMVD @ 
15% O2 1 hr ave

BACT-
OTHER 4.5 LB/H 24 hr ave

MN-0048
BLACK DOG 
GENERATING PLANT BURNSVILLE 1/12/2001 290 MW

SULFUR CONTENT OF 
FUEL LIMITED TO 0.004 
GR/DSCF, USING 12-
MONTH ROLLING AVG. 0.4 GR/100 SCF

SEE 
CONTROL 
DESCRIPTI
ON BACT-PSD

MI-0267
RENAISSANCE 
POWER LLC HOUSTON, TX 6/7/2001 170 MW

FUEL RESTRICTED TO 
PIPELINE QUALITY 
NATURAL GAS OF NGT 
0.5 GRAINS SULFUR 47.3 T/YR BACT-PSD 0.5 GR/100 SCF

*OR-0039
COB ENERGY 
FACILITY, LLC TEMPE AZ 12/30/2003 1150 MW

LOW SULFUR FUEL: < 
0.8 % S BY WT. 0.8

% S by 
Weight see note BACT-PSD

*OR-0040
KLAMATH 
GENERATION, LLC PORTLAND OR 3/12/2003 480 MW

FUEL NOT TO EXCEED 
0.8 % S BY WT 0.8

% S by 
Weight see note BACT-PSD
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MI-0365
MIRANT WYANDOTTE 
LLC WYANDOTTE MI 1/28/2003 2200 MMBTU/H

USE OF SWEET 
NATURAL GAS WITH 
SULFUR CONTENT NOT 
TO EXCEED 0.8 53.4 T/YR BACT-PSD 0.8 GR/100 SCF

VA-0262
MIRANT AIRSIDE 
INDUSTRIAL PARK ATLANTA GA 12/6/2002 170 MW

LOW SULFUR FUELS 
AND GOOD 
COMBUSTION 
PRACTICES. 0.8 GR/100 SCF FUEL LIMIT BACT-PSD 36.7 T/YR

combined 
units

OR-0035
PORT WESTWARD 
PLANT PORTLAND OR 1/16/2002 325

MW, 
EACH

PIPELINE QUALITY 
NAUTRAL GAS WITH A 
SULFUR CONTENT OF 
0.8%, BY WEIGHT, OR 0.8

% S by 
Weight

FUEL 
SULFUR 
CONTENT BACT-PSD

CA-0997

SACRAMENTO 
MUNICIPAL UTILITY 
DISTRICT SACRAMENTO CA 9/1/2003 1611 MMBTU/H

LOW SULFUR NATURAL 
GAS 1 GR/100 SCF

FUEL 
SPECIFICAT
ION LAER 11 T/YR

WA-0302
GOLDENDALE 
ENERGY PROJECT KIRKLAND WA 2/23/2001 248.7 MW

PIPELINE QUALITY NAT 
GAS AND GOOD 
COMBUSTION 
PRACTICES 1

PPM AT 
15% O2

1-H AV, 
BASE & 
PEAK 
LOADS BACT-PSD 1 LB/H

BASE & 
PEAK 
LOADS

FL-0124
OLEANDER POWER 
PROJECT

BALTIMORE 
(HEADQUARTERS) 11/22/1999 190 MW

CLEAN FUELS AND 
GOOD COMBUSTION 
PRACTICES 1 GR/100 SCF BACT-PSD 5.5 LB/H 0

FL-0223
LAKE WORTH 
GENERATION, LLC LAKE WORTH FL 11/4/1999 186 MW

FUEL SPECIFICATIONS 
(NATURAL GAS, 1 
GR/100 SCF OF GAS) 
LIMIT POTENTIAL SO2 1 GR/100 SCF see note BACT-PSD

OK-0028
CHOUTEAU POWER 
PLANT PRYOR 3/24/1999 176 MW

SULFUR CONTENT IN 
GAS. BACT NOT 
REQUIRED, EMISSION 
LIMITS PROVIDED 1 LB/H OTHER 4 T/YR Not Available

WA-0315

SUMAS ENERGY 2 
GENERATION 
FACILITY WA 4/17/2003 660 MW

LOW SULFUR FUEL: < 2 
GR/100 CF, 7 DAY AVG, 
1.1 GR/100 CF, 12 MO 
AVG 1 PPMVD 1 h avg BACT-PSD 189 LB/D each 1.1 GR/100 SCF

WA-0288
LONGVIEW ENERGY 
DEVELOPMENT LONGVIEW 9/4/2001 290 MW LOW SULFUR FUELS. 1.4 LB/H

BACT-
OTHER

TX-0297
EXXON-MOBIL 
BEAUMONT REFINERY BEAUMONT TX 3/14/2000 183

MW, EA 
TURBINE FIRING NAT GAS 1.41 LB/H EACH UNIT

BACT-
OTHER 5.59 T/YR EACH UNIT

FL-0233
OUC STANTON 
ENERGY CENTER PENSACOLA FL 9/21/2001 2402 MMBTU/H CLEAN FUELS 1.5 GR/100 SCF

fuel limit -
grains s per 
100 cf BACT-PSD

FL-0226
EL PASO MANATEE 
ENERGY CENTER PINEY POINT 9/11/2001 1.79 MMCF/H

PIPELINE NATURAL 
GAS. PERMIT LIMIT IS 
AMOUNT OF S IN 
NATURAL GAS: 1.5 1.5 GR/100 SCF BACT-PSD

FL-0227

EL PASO BELLE 
GLADE ENERGY 
CENTER BELLE GLADE 9/7/2001 1.79 MMCF/H

PIPELINE NATURAL 
GAS. PERMIT LIMIT IS 
MAX S CONTENT OF 
NATURAL GAS: 1.5 1.5 GR/100 SCF BACT-PSD

FL-0225
EL PASO BROWARD 
ENERGY CENTER DEERFIELD BEACH 8/17/2001 1.79 MMCF/H

PIPELINE NATURAL 
GAS. COMBUSTION 
CONTROLS. PERMIT 
LIMIT IS AMOUNT OF S 1.5 GR/100 SCF BACT-PSD

PA-0223
DUKE ENERGY 
FAYETTE, LLC MASONTOWN PA 1/30/2002 280 MW LOW SULFUR FUEL 1.6

PPMVD @ 
15% O2 BACT-PSD
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OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW

THE MAXIMUM SULFUR 
CONTENT OF NG 
SHALL NOT EXCEED 
0.3 GRAINS/100 SCF. 1.6 LB/H BACT-PSD 6.8 T/YR

VA-0289
DUKE ENERGY 
WYTHE, LLC RALEIGH NC 2/5/2004 170 MW

GOOD COMBUSTION 
PRACTICES AND 
SULFUR IN NATURAL 
GAS LIMITED TO 0.3 1.74 LB/H BACT-PSD

VA-0255
VA POWER - POSSUM 
POINT GLENN ALLEN VA 11/18/2002 1937 MMBTU/H 1.74 LB/H EACH UNIT BACT-PSD 59.7 T/YR

UNITS 
COMBINED

OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW

THE MAXIMUM SULFUR 
CONTENT OF NG 
SHALL NOT EXCEED .3 
GRAINS/100SCF 1.8 LB/H BACT-PSD 6.8 T/YR

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW 1.98 LB/H BACT-PSD 5.3 T/YR

FL-0244 FPL MARTIN PLANT JUNE BEACH FL 4/16/2003 170 MW

NATURAL GAS 
CONTAINS LITTLE ASH 
OR OTHER 
CONTAMINANTS. LOW 2 GR/100 SCF see note BACT-PSD

FL-0245
FPL MANATEE PLANT - 
UNIT 3 PARRISH FL 4/15/2003 170 MW LOW SULFUR FUELS 2 GR/100 SCF

gr S/100 scf. 
fuel limitation BACT-PSD

FL-0239 JEA/BRANDY BRANCH JACKSONVILLE FL 3/27/2002 1911 MMBTU/H
CLEAN FUELS, SULFUR 
FUEL LIMIT. 2 GR/100 SCF fuel limit

BACT-
OTHER

FL-0252
FORT PIERCE 
REPOWERING HOUSTON TX 8/15/2001 180 MW

FUEL 
SPECIFICATIONS:: 
NATURAL GAS WITH A 
MAXIMUM OF 2.0 2 GR/100 SCF see note BACT-PSD

FL-0123

DUKE ENERGY NEW 
SMYRNA BEACH 
POWER CO. LP

CHARLOTTE NC 
(HEADQUARTERS) 10/15/1999 500

MW (2 
UNITS) NATURAL GAS ONLY 2 GR/100 SCF BACT-PSD 0 0

VA-0289
DUKE ENERGY 
WYTHE, LLC RALEIGH NC 2/5/2004 170 MW

GOOD COMBUSTION 
PRACTICES AND 
SULFUR IN NATURAL 
GAS LIMITED TO 0.3 2.08 LB/H BACT-PSD

VA-0255
VA POWER - POSSUM 
POINT GLENN ALLEN VA 11/18/2002 1937 MMBTU/H 2.08 LB/H EACH UNIT BACT-PSD 59.7 T/YR

UNITS 
COMBINED

AZ-0033

MESQUITE 
GENERATING 
STATION ARLINGTON 3/22/2001 1923 MMBTU/H

PIPELINE QUALITY 
NATURAL GAS. 
EMISSIONS IN LB/H 
ARE COMBINED FOR 2.1 LB/H

BACT-
OTHER

SC-0060
RAINEY GENERATING 
STATION STARR 4/3/2000 170

MW 
(EACH) LOW SULFUR FUEL 2.1 LB/H

EACH 
TURBINE BACT-PSD 9.198 T/YR

EACH 
TURBINE

SC-0066

SANTEE COOPER 
RAINEY GENERATION 
STATION MONKS CORNER SC 4/3/2000 170 MW LOW SULFUR FUELS 2.1 LB/H each BACT-PSD 9.198 T/YR each

OK-0050
ONETA GENERATING 
STA 1/21/2000 170 MW

USE OF LOW SULFUR 
NATURAL GAS 2.5 LB/H BACT-PSD
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OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW 2.55 LB/H BACT-PSD 5.3 T/YR

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW

FIRING LOW S NAT 
GAS 2.7 LB/H EACH UNIT BACT-PSD 10.1 T/YR EACH UNIT

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 173 MW EACH

USE OF PIPELINE 
QUALITY LOW-SULFUR 
NATURAL GAS. 2.8 LB/H

EACH, 
COMBINED BACT-PSD 10.5 T/YR

EACH, 
COMBINED

TX-0311

GUADALUPE 
GENERATING 
STATION GAINSVILLE FL 2/15/1999 170 MW, EA

FIRING LOW S NAT 
GAS 2.8 LB/H EACH UNIT BACT-PSD 10.7 T/YR EACH UNIT

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 250 MW, EA LOW S FUEL 3.4 LB/H EACH

BACT-
OTHER 3.7 LB/H

EACH, MAX 
HOURLY

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 250 MW, EA LOW S FUEL 3.9 LB/H EACH

BACT-
OTHER

TX-0234

EDINBURG ENERGY 
LIMITED 
PARTNERSHIP HOUSTON 1/8/2002 180 MW 4 LB/H BACT-PSD 17.5 T/YR

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 250 MW

LIMITED TO PIPELINE-
QUALITY NAT GAS 
CONTAINING NO MORE 
THAN 0.8 GR S/100 4 LB/H EACH UNIT BACT-PSD 17.5 T/YR EACH UNIT

IN-0086
MIRANT SUGAR 
CREEK, LLC

WEST TERRE 
HAUTE 5/9/2001 170 MW

LOW SULFUR NATURAL 
GAS ONLY (LESS THAN 
0.8% BY WEIGHT). 
EMISSION LIMIT IS FOR 4.2 LB/H BACT-PSD

NM-0044
CLOVIS ENERGY 
FACILITY HOUSTON 6/27/2002 1515 MMBTU/H

PIPELINE QUALITY 
NATURAL GAS, GOOD 
ENGINEERING 
PRACTICE 4.3 LB/H BACT-PSD

WI-0174
BADGER 
GENERATING CO LLC PLEASANT PRAIRIE 9/20/2000 2010 MMBTU/H

SULFUR CONTENT OF 
FUEL. 4.5 LB/H BACT-PSD

TX-0368 PLANT NO. 2 LUBBOCK TX 1/8/1999 42 MW, EA LOW S FUEL 4.5 LB/H EACH
BACT-
OTHER 19.8 T/YR EACH

*TX-0336
HARRIS ENERGY 
FACILITY HOUSTON TX 8/31/2000 175 MW

NAT GAS CONTAINING 
NOT MORE THAN 0.8 
GR S/100 DSCF. 4.6 LB/H EACH UNIT BACT-PSD 8.2 T/YR EACH UNIT

*TX-0381
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2003 700 MW

FIRING PIPELINE NAT 
GAS 4.8 LB/H EACH

BACT-
OTHER 6.6 T/YR EACH

*TX-0296
WISE COUNTY 
POWER HOUSTON TX 7/14/2000 230 MW, EA BURN NATURAL GAS 4.8 LB/H

BACT-
OTHER 6.6 T/YR

SC-0061
COLUMBIA ENERGY 
LLC NORTHBROOK IL 4/9/2001 170

MW 
(EACH) LOW SULFUR FUELS 4.9 LB/H BACT-PSD 21.5 T/YR
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SC-0071

COLUMBIA ENERGY 
CENTER I-26 & US 
HWY 21 SOUTH COLUMBIA SC 4/9/2001 170 MW

COMBUSTION OF LOW 
SULFUR FUELS 4.9 LB/H each BACT-PSD 21.5 T/YR

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 275 MW LOW S FUEL 5 LB/H EACH UNIT BACT-PSD

TX-0250

CHANNELVIEW 
COGENERATION 
FACILITY HOUSTON 12/9/1999 800 MW

FIRE NG W/TOTAL 
SULFUR CONTENT <5.0 
GRAINS/100 DSCF, 
HOURLY BASIS, AND 5 GR/100 SCF

BACT-
OTHER

MI-0357
KALKASKA 
GENERATING, INC RAPID RIVER TWP MI 2/4/2003 605 MW

LOW SULFUR FUEL; 
AVERAGE SULFUR 
CONTENT OF FUEL IS 
0.75 GR/100 SCF. 5.2 LB/H BACT-PSD 40.1 T/YR

BOTH 
TURBINES

PA-0228
SPRINGDALE 
TOWNSHIP STATION GREENSBURG PA 7/12/2001 2094 MMBTU/H

GOOD COMBUSTION 
PRATICES, LOW 
SULFUR FUEL 5.7 LB/H each unit BACT-PSD 53 T/YR

both units 
combined

TX-0232

ELECTRIC 
GENERATING 
STATION HOUSTON 8/31/2000 2000 MW

GOOD COMBUSTION 
PRACTICES (LOW 
SULFUR FUEL - INLET 
SULFUR RESTRICTION 5.7 LB/H LAER 20.2 T/YR

*TX-0336
HARRIS ENERGY 
FACILITY HOUSTON TX 8/31/2000 175 MW, EA

NAT GAS CONTAINING 
NOT MORE THAN 0.8 
GR S/100 DSCF 5.7 LB/H EACH UNIT BACT-PSD 20.2 T/YR EACH UNIT

AZ-0034

HARQUAHALA 
GENERATING 
PROJECT TONOPAH 2/15/2001 2362 MMBTU/H

USE OF PIPELINE 
QUALITY NATURAL 
GAS ONLY. EMISSIONS 
IN THE LB/H ARE FOR 5.8 LB/H

BACT-
OTHER

*TX-0351

WEATHERFORD 
ELECTRIC 
GENERATION 
FACILITY ATLANTA GA 3/11/2002 1079 MMBTU/H

PIPELINE-QUALITY, 
SWEET NAT GAS 
CONTAINING NO MORE 
THAN 2.0 GR S/100 6 LB/H EACH UNIT NSPS 2.9 T/YR EACH UNIT

IN-0092
WHITING CLEAN 
ENERGY, INC. WHITING 7/20/2000 1735 MMBTU/H

LOW SULFUR FUEL. 
ALTERNATE LIMIT FOR 
EACH CT 6 LB/MMBTU BACT-PSD 22.8 LB/H

WV-0014

PANDA CULLODEN 
GENERATING 
STATION CULLODEN 12/18/2001 300 MW

USE OF LOW-SULFUR 
FUEL - NATURAL GAS. 6.3 LB/H

with duct 
firing BACT-PSD 5.4 LB/H

without duct 
firing

*ID-0012
GARNET ENERGY, 
MIDDLETON FACILITY BOISE ID 10/19/2001 1707 MMBTU/H

LOW SULFUR FUEL, 1 
GR/100 SCF 6.6 LB/H

WITH DUCT 
FIRING BACT-PSD 36.4 T/YR

ID-0010 MIDDLETON FACILITY BOISE ID 10/19/2001 2097 MMBTU/H

THE NATURAL GAS 
BURNED IN ANY 
TURBINE OR DUCT 
BURNER SHALL NOT 6.6 LB/H EA BACT-PSD

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW, EA

FIRING SWEET NAT 
GAS 7.2 LB/H EACH UNIT BACT-PSD 6.2 T/YR EACH UNIT

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW

FIRING SWEET NAT 
GAS 7.2 LB/H EACH UNIT BACT-PSD 6.4 T/YR EACH UNIT

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

LOW SULFUR FUEL 
(<2.0 GR SULFUR PER 
100 SCF OF NATURAL 
GAS) 9.8 LB/H BACT-PSD
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*TX-0261
BELL ENERGY 
FACILITY TEMPLE 6/26/2001 175 MW LOW SULFUR FUEL 10 LB/H BACT-PSD 40 T/YR

*TX-0330
JACK COUNTY 
POWER PLANT HOUSTON TX 3/14/2000 520 MW

FIRING PIPELINE NAT 
GAS 10 LB/H EACH UNIT BACT-PSD 40 T/YR EACH UNIT

*TX-0299 KAUFMAN COGEN LP CHARLOTTE NC 1/31/2000 180
MW, 
EACH

LIMITED TO PIPELINE 
QUALITY NAT GAS 
CONTAINING NO MORE 
THAN 2.0 GR S/100 10 LB/H EACH UNIT BACT-PSD 40 T/YR EACH UNIT

OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW

LOW SULFUR FUEL: 
MAXIMUM S CONTENT 
OF NATURAL GAS 
SHALL NOT EXCEED 2 11 LB/H BACT-PSD

IN-0085

PSEG 
LAWRENCEBURG 
ENERGY FACILITY LAWRENCEBURG 6/7/2001 476.6 MMBTU/H

LOW SULFUR NATURAL 
GAS (LESS THAN 2 
G/DSCF). EMISSION 
LIMIT IS FOR EACH CT 11 LB/H BACT-PSD

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW

LOW S NATURAL GAS 2 
GR/100 SCF 11.2 LB/H each BACT-PSD

VA-0287
JAMES CITY ENERGY 
PARK WELLESLEY MA 12/1/2003 1973 MMBTU/H LOW SULFUR FUELS 11.3 LB/H each BACT-PSD

VA-0287
JAMES CITY ENERGY 
PARK WELLESLEY MA 12/1/2003 1973 MMBTU/H LOW SULFUR FUELS 11.4 LB/H each BACT-PSD

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

LOW SULFUR FUEL 
(<2.0 GR SULFUR PER 
100 SCF OF NATURAL 
GAS) 11.7 LB/H EACH BACT-PSD

MS-0044
CALEDONIA POWER 
LLC CALEDONIA 3/27/2001 1700 MMBTU/H NA 12 LB/H

BACT-
OTHER

*TX-0374
CHOCOLATE BAYOU 
PLANT ALVIN TX 3/24/2003 70

MW, 
TOTAL

GOOD COMBUSTION 
PRACTICES & LOW S 
FUEL GASES 12.66 LB/H EACH

BACT-
OTHER 10.06 T/YR COMBINED

OK-0044
SMITH POCOLA 
ENERGY PROJECT OKLAHOMA CITY 8/16/2001 171.5 MW

USE OF PIPELINE 
NATURAL GAS, 
SULFUR CONTENT 
LESS THAN 2 GR/100 13.84 LB/H each BACT-PSD 60.66 T/YR each

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW 14 LB/H BACT-PSD 56.6 T/YR

OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW

LOW SULFUR FUEL: 
MAXIMUM S CONTENT 
OF NATURAL GAS 
SHALL NOT EXCEED 2 14.4 LB/H BACT-PSD

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW

LOW SULFUR FUEL - 
LOW S NATURAL GAS 2 
GR/100 SCF 14.5 LB/H each BACT-PSD

TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 38.7 MW

FIRING PIPELINE 
QUALITY NAT GAS 14.88 LB/H

BACT-
OTHER 5.85 T/YR
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MS-0051

LSP- BATESVILLE 
GENERATION 
FACILITY 11/13/2001 2100 MMBTU/H NATURAL GAS A FUEL 15 LB/H BACT-PSD 1.41

PPM 
@15%O2

OH-0257
JACKSON COUNTY 
POWER, LLC CHARLOTTE NC 12/27/2001 305 MW

LOW SULFUR FUEL - 2 
GR/100 SCF 15.3 LB/H BACT-PSD 67 T/YR

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 500

MW, 
TOTAL LOW S FUEL 15.4 T/YR EACH

BACT-
OTHER

IL-0091
LSP NELSON ENERGY, 
LLC NELSON IL 1/28/2000 2166 MMBTU/H

NATURAL GAS AS 
PRIMARY FUEL AND 
LOW SULFUR OIL AS A 
BACKUP FUEL 15.6 LB/H each BACT-PSD

*TX-0343

MONTGOMERY 
COUNTY POWER 
PROJECT SAN DIEGO CA 6/27/2001 660

MW, 
TOTAL

PIPELINE-QUALITY NAT 
GAS CONTAINING NO 
MORE THAN 0.2 GR 
S/100 DSCF ON AN 18.87 LB/H EACH UNIT

BACT-
OTHER 5.35 T/YR EACH UNIT

*TX-0337
CEDAR BLUFF POWER 
PROJECT SAN DIEGO CA 12/21/2000 660 MW

FIRING NAT GAS WITH 
SULFUR CONTENT OF 
0.2 GR S/100 DSCF 
ANNUALLY, AND 2.5 GR 18.95 LB/H EACH UNIT

BACT-
OTHER 5.38 T/YR EACH UNIT

*TX-0350
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2002 350 MW

FUEL SULFUR 
CONTENT LIMIT. 19.33 LB/H NSPS 5.99 T/YR

*TX-0293
GREGORY POWER 
FACILITY COSTA MESA CA 6/16/1999 185 MW, EA

PIPELINE QUALITY NAT 
GAS, CONTAINING NO 
MORE THAN 3 GR S/100 
DSCF (SHORT-TERM) 19.7 LB/H EACH UNIT NSPS 6 T/YR EACH UNIT

TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 38.7 MW

FIRING PIPELINE 
QUALITY NAT GAS 23.43 LB/H

BACT-
OTHER 9.31 T/YR

TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 44.5 MMBTU/H

FIRING PIPELINE 
QUALITY NAT GAS 24.62 LB/H

BACT-
OTHER 0.29 T/YR

TX-0265
LOST PINES 1 POWER 
PLANT AUSTIN TX 9/30/1999 183 MW

GOOD COMBUSTION 
PRACTICE. LOW 
SULFUR FUEL, I.E., 
TOTAL SULFUR 25.7 LB/H

BACT-
OTHER 4.2 T/YR

TX-0328

BAYTOWN 
COGENERATION 
PLANT SAN JOSE CA 2/11/2000 750

MW 
COMBINE
D

PROPER COMBUSTION 
CONTROL & FIRING 
LOW S-CONTENT 
FUELS 28.2 LB/H EACH UNIT

BACT-
OTHER 34.6 T/YR COMBINED

*TX-0260
PALESTINE ENERGY 
FACILITY PALESTINE TX 12/13/2000 170 MW

GOOD COMBUSTION 
PRACTICE, LOW 
SULFUR FUELS (NAT 
GAS W/< 5 GR S/100 30.4 LB/H EACH

BACT-
OTHER 39.8 T/YR

TOTAL FOR 
ALL 6

*TX-0273
BASTROP CLEAN 
ENERGY CENTER BASTROP 3/21/2000 161 MW

FIRING LOW SULFUR 
CONTENT PIPELINE 
NATURAL GAS IN THE 
TURBINE 31.46 LB/H EACH BACT-PSD 18.69 T/YR EACH

TX-0344
DEER PARK ENERGY 
CENTER HOUSTON TX 8/22/2001 180 MW, EA FIRING LOW-S FUELS 31.9 LB/H EACH

BACT-
OTHER 30 T/YR COMBINED

MS-0055
EL PASO MERCHANT 
ENERGY CO. HOUSTON TX 6/24/2002 1737 MMBTU/H LOW SULFUR FUEL 32.2 LB/H BACT-PSD
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TX-0370
RIO NOGALES POWER 
PROJECT BALTIMORE MD 12/3/1999 800 MW FIRING NAT GAS 32.5 LB/H EACH BACT-PSD 33.9 T/YR COMBINED

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

FIRING PIPELINE 
QUALITY NAT GAS; 
SHORT-TERM MAX 5 
GR S/100 DSCF; NO 33.5 LB/H BACT-PSD 152.4 T/YR

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

FIRING NAT GAS; 
SHORT-TERM MAX 5 
GR S/100 DSCF; NO 
MORE THAN 2 GR S/100 33.5 LB/H BACT-PSD 152.4 T/YR

TX-0294
GATEWAY POWER 
PROJECT BALTIMORE MD 3/20/2000 170

MW, 
EACH FIRING NAT GAS 34 LB/H EACH UNIT

BACT-
OTHER 36.3 T/YR

COMBINED 
LIMIT, ALL 3 
UNITS

OH-0268
LIMA ENERGY 
COMPANY CINCINNATI OH 3/26/2002 170 MW

USE OF SOLVENT 
BASED ABSORPTION 
TECHNOLOGY WITH 
TAIL GAS 38.6 LB/H BACT-PSD 169.1 T/YR

Per rolling 12 
month period

*TX-0233

RELIANT ENERGY- 
CHANNELVIEW 
COGENERATION 
FACILITY HOUSTON 10/29/2001 650 MMBTU/H 38.7 LB/H

FOR EACH 
UNIT BACT-PSD 20.8 T/YR

COMBINED 
ANNUAL

OK-0041
MCCLAIN ENERGY 
FACILITY 1/19/2000 170 MW 40 T/YR BACT-PSD

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW

FIRING LOW S NAT 
GAS 40.4 T/YR

COMBINED 
UNITS 1-4 BACT-PSD

LA-0136
PLAQUEMINE, 
IBERVILLE PARISH COLUMBUS OH 12/26/2001 2876 MMBTU/H

LOW SULFUR FUELS 
WITH MAXIMUM 
SULFUR CONTENT OF 
5 GR/100 SCF. 40.7 LB/H EACH BACT-PSD 53.7 T/YR EACH

*TX-0326
AES WOLF HOLLOW 
LP AUSTIN TX 7/20/2000 807

MW, 
TOTAL NONE INDICATED 41.8 LB/H EACH UNIT NSPS 161.6 T/YR COMBINED

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 1000

MW 
(TURBINE
S) LOW SULFUR FUEL. 42.1 T/YR TOTAL BACT-PSD

TX-0311

GUADALUPE 
GENERATING 
STATION GAINSVILLE FL 2/15/1999 1000 MW

FIRING LOW S NAT 
GAS 42.7 T/YR COMBINED BACT-PSD

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 275 MW LOW S FUEL 56.3 T/YR EACH UNIT BACT-PSD

VA-0260
HENRY COUNTY 
POWER CHARLOTTE NC 11/21/2002 171 MW

CLEAN FUEL. GOOD 
COMBUSTION AND 
DESIGN. 56.5 T/YR BACT-PSD

TN-0156
MEMPHIS 
GENERATION, LLC TN 4/9/2001 14583

MMSCF/Y
R 150

PPM @ 15% 
O2 BACT-PSD 1.85 LB/H

OR-0034
HERMISTON POWER 
PARTNERSHIP BOISE ID 4/13/1999 25

MW, 
GREATER 
THAN

FUEL BURNED IN THE 
COMBUSTION 
TURBINES SHALL NOT 
EXCEED 0.8% S, BY 150

PPM @ 15% 
O2 NSPS 0.8

% S by 
Weight

Page 55 of 75



SO2

RBLCID FACILITY CITY STATE PERMIT   
DATE THRUPUT THRUPUT

UNIT CTRLDESC EMISLIMIT1 EMISLIMIT1
UNIT

EMISLIMIT1
CONDITION BASIS EMISLIMIT2 EMISLIMIT2

UNIT
EMISLIMIT2
CONDITION STDEMISS STDUNIT STOTHERC

ONDITIONS

MI-0366
BERRIEN ENERGY, 
LLC BENTON HARBOR MI 10/10/2002 1650 MMBTU/H

USE OF PIPELINE 
QUALITY NATURAL 
GAS. 174.7 T/YR

ALL 
TURBINES 
COMBINED BACT-PSD

MI-0363
BLUEWATER ENERGY 
CENTER LLC WINTERPARK FL 1/7/2003 180 MW

USE OF PIPELINE 
QUALITY GAS AND 
GOOD COMBUSTION 
TECHNIQUES. 177 T/YR

3 TURBINES 
COMBINED BACT-PSD

*TX-0383 FORNEY PLANT HOUSTON TX 3/6/2000 169.8 MW
LOW SULFUR PIPELINE 
NAT GAS 289.73 T/YR COMBINED BACT-PSD

PA-0184

CALPINE BERKS 
ONTELAUNEE POWER 
PLANT READING PA 10/10/2000 544 MW 438 T/YR SIP

SC-0062

SC ELECTRIC AND 
GAS COMPANY - 
URQUHART STATION COLUMBIA 9/22/2000 1795 MMBTU/H

SULFUR CONTENT OF 
FUEL LESS THAN OR 
EQUAL TO 0.2% BY 
WEIGHT 723 LB/H BACT-PSD 3166.8 T/YR

PA-0186
FPL ENERGY MARCUS 
HOOK, L.P. JUNO BEACH FL 5/4/2001 5847 MMBTU/H LOW SULFUR FUEL 4692.2 T/YR

BACT-
OTHER SEE NOTE
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EMISLIMIT1
CONDITION BASIS EMISLIMIT2 EMISLIMIT2

UNIT
EMISLIMIT2
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FL-0247
TECO BAYSIDE 
POWER STATION FL 1/8/2002 170 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATING 
PRACTICES. see note BACT-PSD

MA-0027
CABOT POWER 
CORPORATION BOSTON 5/7/2000 2493 MMBTU/H

COMBUSTION 
CONTROLS AND 
OXIDATION CATALYST. 3.6 LB/H BACT-PSD 0.0015 LB/MMBTU 1

PPM @ 15% 
O2

AZ-0040 APS WEST PHOENIX PHOENIX AZ 5/26/2000 130 MW OXIDATION CATALYST 0.0016 LB/MMBTU LAER

AR-0043
PINE BLUFF ENERGY 
LLC PINE BLUFF AR 2/27/2001 170 MW

GOOD COMBUSTION 
PRACTICES. 0.0017 LB/MMBTU BACT-PSD

NC-0082

CAROLINA POWER 
AND LIGHT - 
RICHMOND CO. 
FACILITY RALEIGH NC 12/21/2000 157 MW

COMBUSTION 
CONTROL 0.0017 LB/MMBTU BACT-PSD 1.4

PPM @ 15% 
O2

AR-0026

PINE BLUFF ENERGY 
LLC - PINE BLUFF 
ENERGY CENTER PINE BLUFF AR 5/5/1999 170 MW

GOOD COMBUSTION 
PRACTICES WITH DRY 
LOW NOX 
COMBUSTORS (NAT 0.0017 LB/MMBTU BACT-PSD 9.3 LB/H

PA-0188
FAIRLESS ENERGY 
LLC GLEN ALLEN PA 3/28/2002 1190 MW OXIDATION CATALYST 0.002 LB/MMBTU LAER

PA-0196
SWEC-FALLS 
TOWNSHIP GLEN ALLEN PA 8/7/2001 544 MW OXIDATION CATALYST 0.002 LB/MMBTU LAER

NH-0012
NEWINGTON ENERGY 
LLC NEW YORK,10006 4/26/1999 160 MW

GOOD COMBUSTION 
PRACTICES 0.002 LB/MMBTU natural gas OTHER 0.0038 LB/MMBTU oil

AZ-0040 APS WEST PHOENIX PHOENIX AZ 5/26/2000 530 MW OXIDATION CATALYST 0.0025 LB/MMBTU 3 h avg
BACT-
OTHER

CA-0950
VALERO REFINING 
COMPANY BENICIA CA 1/11/2000 102 MW OXIDATION CATALYST 2 LB/H LAER 0.0025 LB/MMBTU

CO-0052

ROCKY MOUNTAIN 
ENERGY CENTER, 
LLC. LITTLETON 8/11/2002 2311 MMBTU/H

GOOD COMBUSTION 
CONTROL PRACTICES 
AND OXIDATION 
CATALYST 0.0026 LB/MMBTU BACT-PSD

CO-0049

NORTH AMERICAN 
POWER GP -KIOWA 
CREEK

GREENWOOD 
VILLAGE 1/17/2001 250 MW

GOOD COMBUSTION 
CONTROL PRACTICES. 
ALT LIMITS ARE FOR 
EACH TURBINE 0.0028 LB/MMBTU BACT-PSD 22.9 T/YR

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW

COMBUSTION 
CONTROL AND 
OXIDATION CATALYST 4.2 LB/H BACT-PSD 0.003 LB/MMBTU

IN-0095
ALLEGHENY ENERGY 
SUPPLY CO. LLC 12/7/2001 2071 MMBTU/H

GOOD COMBUSTION 
PRACTICES 0.0034 LB/MMBTU SIP 6 LB/H 0.0034 LB/MMBTU

AZ-0036

PINNACLE WEST 
ENERGY 
CORP./REDHAWK 
GEN. FACILITY PHOENIX AZ 12/2/2000 175 MW GOOD COMBUSTION 0.0036 LB/MMBTU BACT-PSD
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VA-0260
HENRY COUNTY 
POWER CHARLOTTE NC 11/21/2002 171 MW

CLEAN FUEL. GOOD 
COMBUSTION AND 
DESIGN 7.5 LB/H each unit BACT-PSD 0.0037 LB/MMBTU each unit

AL-0143
AEC - MCWILLIAMS 
PLANT GANTT 3/3/2000 166 MW

EFFICIENT 
COMBUSTION 0.004 LB/MMBTU BACT-PSD 8.37 LB/H

NJ-0036 AES RED OAK LLC SAYREVILLE 10/24/2001 1967 MMBTU/H 0.0041 LB/MMBTU BACT-PSD 87 LB/H

IN-0092
WHITING CLEAN 
ENERGY, INC. WHITING 7/20/2000 1735 MMBTU/H

GOOD COMBUSTION 
PRACTICES. 
ALTERNATE LIMIT IS 
FOR EACH CT 0.0046 LB/MMBTU BACT-PSD 11.8 LB/H

AR-0041 TPS - DELL, LLC DELL 8/8/2000 640 MW

GOOD COMBUSTION 
PRACTICES. VOC 
EMISSION IN RBLC 
STANDARD UNIT (PPM 0.0049 LB/MMBTU BACT-PSD

AL-0162

AUTAUGAVILLE 
COMBINED CYCLE 
PLANT PRATTVILLE 1/8/2001 173 MW

GOOD COMBUSTION 
PRACTICES 0.006 LB/MMBTU BACT-PSD 14.5 LB/H

AL-0141

GPC - GOAT ROCK 
COMBINED CYCLE 
PLANT SMITHS 4/10/2000 173 MW

GOOD COMBUSTION 
PRACTICES 0.006 LB/MMBTU BACT-PSD 14.5 LB/HR

IL-0074
CIPS - GRAND TOWER 
POWER STATION ST. LOUIS MO 2/25/2000 2347 MMBTU/H

GOOD COMBUSTION 
PRACTICES 14 LB/H BACT-PSD 0.006 LB/MMBTU

AL-0126 MOBILE ENERGY LLC MOBILE 1/5/1999 168 MW
GOOD COMBUSTION 
PRACTICE 0.006 LB/MMBTU BACT-PSD 14.3 LB/H 0

IL-0074
CIPS - GRAND TOWER 
POWER STATION ST. LOUIS MO 2/25/2000 2383 MMBTU/H

GOOD COMBUSTION 
PRACTICES 14.8 LB/H BACT-PSD 0.0062 LB/MMBTU

AL-0168
GENPOWER KELLEY 
LLC QUINTON 1/12/2001 173 MW

EFFICIENT 
COMBUSTION 0.0063 LB/MMBTU BACT-PSD 11.8 LB/H

AL-0132

TENASKA ALABAMA 
GENERATING 
STATION BILLINGSLY 11/29/1999 170 MW

EFFICIENT 
COMBUSTION 0.007 LB/MMBTU BACT-PSD 0.012 LB/H

AL-0185
BARTON SHOALS 
ENERGY ENGLEWOOD 7/12/2002 173 MW

GOOD COMBUSTION 
PRACTICES 0.0072 LB/MMBTU BACT-PSD 14 LB/H 5.3 PPM

MN-0048
BLACK DOG 
GENERATING PLANT BURNSVILLE 1/12/2001 290 MW

GOOD COMBUSTION 
CONTROL 0.0073 LB/MMBTU BACT-PSD

MN-0043

XCEL ENERGY, BLACK 
DOG ELECTRIC 
GENERATING 
STATION BURNSVILLE 11/17/2000 1917 MMBTU/H

USE OF NATURAL GAS 
AS THE EXCLUSIVE 
FUEL 0.0073 LB/MMBTU BACT-PSD

AL-0179

TENASKA TALLADEGA 
GENERATING 
STATION OMAHA 10/3/2001 170 MW

EFFICIENT 
COMBUSTION 0.0078 LB/MMBTU BACT-PSD 16.5 LB/H
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IN-0087
DUKE ENERGY, VIGO 
LLC

WEST TERRE 
HAUTE 6/6/2001 170 MW

GOOD COMBUSTION. 
NATURAL GAS ONLY. 
UNFIRED EMISSIONS = 
0.0006 LB/MMBTU OR 0.008 LB/MMBTU BACT-PSD 19.3 LB/H

AL-0141

GPC - GOAT ROCK 
COMBINED CYCLE 
PLANT SMITHS 4/10/2000 173 MW

EFFICIENT 
COMBUSTION 
PRACTICES 0.008 LB/MMBTU BACT-PSD 17 LB/H

AL-0180
DUKE ENERGY DALE, 
LLC HOUSTON 12/11/2001 170 MW EACH

EFFICIENT 
COMBUSTION 0.0082 LB/MMBTU BACT-PSD 20.7 LB/H

AL-0181
DUKE ENERGY 
AUTAUGA, LLC HOUSTON 10/23/2001 2407 MMBTU/H

EFFICIENT 
COMBUSTION. 0.0082 LB/MMBTU BACT-PSD 20.8 LB/H

OK-0028
CHOUTEAU POWER 
PLANT PRYOR 3/24/1999 176 MW

COMBUSTION 
CONTROLS 0.01 LB/MMBTU BACT-PSD 0.57

PPM @ 15% 
O2

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW

COMBUSTION 
CONTROLS AND 
OXIDATION CATALYST 30.7 LB/H BACT-PSD 0.012 LB/MMBTU

AL-0188

TENASKA ALABAMA II 
GENERATING 
STATION OMAHA NE 2/16/2001 170 MW

EFFICIENT 
COMBUSTION 0.012 LB/MMBTU BACT-PSD 26.1 LB/H

IL-0091
LSP NELSON ENERGY, 
LLC NELSON IL 1/28/2000 2166 MMBTU/H

GOOD COMBUSTION 
PRACTICES AND 
COMBUSTION 
CONTROL 0.0123 LB/MMBTU BACT-PSD 22.7 LB/H

AL-0165
DECATUR ENERGY 
CENTER DECATUR 6/6/2000 700 MW

EFFICIENT 
COMBUSTION 0.0131 LB/MMBTU BACT-PSD 30 LB/H

AL-0128

ALABAMA POWER 
COMPANY - 
THEODORE 
COGENERATION THEODORE 3/16/1999 170 MW

EFFICIENT 
COMBUSTION 0.016 LB/MMBTU BACT-PSD 31.2 LB/H 0

*TX-0336
HARRIS ENERGY 
FACILITY HOUSTON TX 8/31/2000 175 MW, EA

GOOD COMBUSTION 
AND DESIGN 0.4

PPM @ 15% 
O2

FULL LOAD, 
EACH UNIT BACT-PSD 0.7

PPM @ 15% 
O2

50% TO 
FULL LOAD, 
EACH UNIT

*TX-0336
HARRIS ENERGY 
FACILITY HOUSTON TX 8/31/2000 175 MW

GOOD COMBUSTION 
AND DESIGN 0.4

PPM @ 15% 
O2

FULL LOAD, 
EACH UNIT BACT-PSD 0.7

PPM @ 15% 
O2

50% TO 
FULL LOAD, 
EACH UNIT

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 275 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 17.6 LB/H EACH UNIT BACT-PSD 0.4

PPM @ 15% 
O2 FULL LOAD

TX-0248

CHAMBERS ENERGY 
L.P./AMERICAN 
NATIONAL POWER SAN ANTONIO 3/6/2000 180 MW

GOOD COMBUSTION 
DESIGN/OPERATIONS, 
CO CATALYST 0.4 PPMVD LAER

LA-0122 MANSFIELD MILL MANSFIELD 8/14/2001 368 MMBTU/H

OPERATION/MAINTENA
NCE, VENDOR 
GUARANTEE 0.88 LB/H BACT-PSD 2.1 T/YR

AZ-0043

DUKE ENERGY 
ARLINGTON VALLEY 
(AVEFII) ARLINGTON AZ 11/12/2003 325 MW 1 PPM 3 hr avg BACT-PSD
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NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 2964 MMBTU/H CO CATALYST 1

PPMVD @ 
15% O2 OTHER 4.1 LB/H 1

PPMVD @ 
15% O2

VA-0255
VA POWER - POSSUM 
POINT GLENN ALLEN VA 11/18/2002 1937 MMBTU/H

GOOD AIR POLLUTION 
CONTROL PRACTICES 
FOR MINIMIZING 
EMISSIONS. 1.2

PPMVD @ 
15% O2 EACH UNIT BACT-PSD 34.6 T/YR

UNITS 
COMBINED

PA-0189
CONECTIV 
BETHLEHEM, INC. NEWARK DE 1/16/2002 122 MW 1.2

PPMVD@15
% O2

BACT-
OTHER

WI-0174
BADGER 
GENERATING CO LLC PLEASANT PRAIRIE 9/20/2000 2010 MMBTU/H

THE USE OF 
OXIDATION CATALYST. 1.2

PPM@ 15% 
O2 75% Load LAER 3

PPM@ 15% 
O2 50% Load 1.2

PPM @ 15% 
O2 75% Load

OK-0050
ONETA GENERATING 
STA 1/21/2000 170 MW 1.2

PPM @ 15% 
O2 BACT-PSD 1.2

PPM @ 15% 
O2

FL-0244 FPL MARTIN PLANT JUNE BEACH FL 4/16/2003 170 MW
GOOD COMBUSTION 
PRACTICES 1.3

PPMVD 15% 
O2 BACT-PSD 2.8 LB/H each

FL-0245
FPL MANATEE PLANT - 
UNIT 3 PARRISH FL 4/15/2003 170 MW

GOOD COMBUSTION 
PRACTICE 1.3

PPMVD @ 
15% O2

normal 
operation

BACT-
OTHER 4

PPMVD @ 
15% O2

with duct 
burner or 
power 
augmentation

FL-0246
TECO BAYSIDE 
POWER STATION TAMPA FL 3/30/2001 170 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATING 
PRACTICES 1.3

PPMVD @ 
15% O2 BACT-PSD

VA-0287
JAMES CITY ENERGY 
PARK WELLESLEY MA 12/1/2003 1973 MMBTU/H

GOOD 
COMBUSTION/DESIGN 
AND CLEAN FUEL 1.4 PPM BACT-PSD

CA-0997

SACRAMENTO 
MUNICIPAL UTILITY 
DISTRICT SACRAMENTO CA 9/1/2003 1611 MMBTU/H 1.4

PPM @ 15% 
O2 LAER 30 T/YR

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

GOOD COMBUSTION 
PRACTICE 1.4

PPMVD @ 
15% O2 BACT-PSD

NM-0044
CLOVIS ENERGY 
FACILITY HOUSTON 6/27/2002 1515 MMBTU/H

THIS FACILITY SHALL 
ONLY USE PIPELINE 
QUALITY NATURAL 
GAS, GOOD 2.8 LB/H BACT-PSD 1.4 PPMV WET

AZ-0038

GILA BEND POWER 
GENERATING 
STATION DALLAS TX 5/15/2002 170 MW

OXIDATION CATALYST 
AND GOOD 
COMBUSTION 
PRACTICE 1.4

PPM @ 15% 
O2 BACT-PSD

LA-0157
PERRYVILLE POWER 
STATION ALEXANDRIA 3/8/2002 170 MW

LOW NOX BURNERS 
AND/OR GOOD 
OPERATING 
PRACTICES AND USE 1.4 PPMV BACT-PSD

FL-0226
EL PASO MANATEE 
ENERGY CENTER PINEY POINT 9/11/2001 1.79 MMCF/H

NATURAL GAS, GOOD 
COMBUSTION 
PRACTICES 1.4

PPMVD @ 
15% O2

BACT-
OTHER 1.4

PPM @ 15% 
O2

FL-0227

EL PASO BELLE 
GLADE ENERGY 
CENTER BELLE GLADE 9/7/2001 1.79 MMCF/H

NATURAL GAS, AND 
GOOD COMBUSTION 
PRACTICES. 1.4

PPMVD @ 
15% O2

BACT-
OTHER 1.4

PPM @ 15% 
O2
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FL-0225
EL PASO BROWARD 
ENERGY CENTER DEERFIELD BEACH 8/17/2001 1.79 MMCF/H

NATURAL GAS AND 
GOOD COMBUSTION 
PRACTICE 1.4

PPMVD @ 
15% O2

BACT-
OTHER 1.4

PPM @ 15% 
O2

CA-0949
MOUNTAINVIEW 
POWER SAN BERNARDINO CA 5/22/2001 175.7 MW OXIDATION CATALYST 1.4 PPMVD LAER

FL-0219

CPV ATLANTIC 
POWER GENERATING 
FACILITY

NEAR PORT 
ST.LUCIE 5/3/2001 1700 MMBTU/H

GOOD COMBUSTION 
PRACTICES. BACT-PSD 
REVIEW NOT 
TRIGGERED BY VOC. 1.4

PPMDV @ 
15% O2

BACT-
OTHER 3.6

PPMVD @ 
15% O2 1.4

PPM @ 15% 
O2

AZ-0035
DUKE ENERGY 
ARLINGTON VALLEY ARLINGTON AZ 12/14/2000 255 MW 1.4

PPM @ 15% 
O2 3 hr avg BACT-PSD 3 LB/H

*TX-0260
PALESTINE ENERGY 
FACILITY PALESTINE TX 12/13/2000 170 MW

GOOD COMBUSTION 
PRACTICE 1.4

PPM @ 15% 
O2

EACH 
TURBINE BACT-PSD 9.3 LB/H

LA-0127 PERRYVILLE ALEXANDRIA 8/25/2000 183 MW

LOW NOX BURNERS, 
SELECTIVE CATALYTIC 
REDUCTION 1.4 PPMV BACT-PSD

FL-0122
CANE ISLAND POWER 
PARK /KUA - UNIT 3

INTERCESSION 
CITY FL 11/24/1999 1696 MMBTU/H GOOD COMBUSTION 1.4

PPMVD @ 
15% O2 BACT-PSD

FL-0162 FPL SANFORD PLANT DEBARY FL 9/14/1999 1776 MMBTU/H
GOOD COMBUSTION 
PRACTICES. 2.9 LB/H BACT-PSD 1.4

PPM @ 15% 
O2

MA-0025
ANP BELLINGHAM 
ENERGY COMPANY MARLBOROUGH 8/4/1999 3630 MMBTU/H

CLEAN FUEL - 
NATURAL GAS 3.3 LB/H LAER 1.4

PPM @ 15% 
O2

MA-0024
ANP BLACKSTONE 
ENERGY COMPANY BLACKSTONE 4/16/1999 3630 MMBTU/H

CLEAN FUEL - 
NATURAL GAS 3.3 LB/H BACT-PSD 1.4

PPM @ 15% 
O2

NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 3202 MMBTU/H CO CATALYST 1.7

PPMVD @ 
15% O2 OTHER 7.5 LB/H 1.7

PPMVD @ 
15% O2

TN-0156
MEMPHIS 
GENERATION, LLC TN 4/9/2001 14583

MMSCF/Y
R 1.7 LB/H BACT-PSD

MA-0029
SITHE MYSTIC 
DEVELOPMENT LLC CHARLESTOWN 9/29/1999 2699 MMBTU/H CLEAN FUEL 3.8 LB/H UNFIRED LAER 1.7

PPM@15%O
2 DUCT FIREd

NC-0085
CP&L ROWAN CO 
TURBINE FACILITY RALEIGH NC 3/14/2001 157 MW

COMBUSTION 
CONTROL 1.72 LB/MMBTU E-3 BACT-PSD 1.4

PPM @ 15% 
O2

VA-0261
CPV CUNNINGHAM 
CREEK SILVER SPRING VA 9/6/2002 2132 MMBTU/H

GOOD COMBUSTION 
PRACTICES. 1.8

PPMVD @ 
15% O2 <70% LOAD BACT-PSD 84.8 T/YR

BOTH 
UNITS 2

PPMVD @ 
15% O2 > 70% LOAD

NJ-0044

MANTUA CREEK 
GENERATING 
FACILITY 6/26/2001 2181 MMBTU/H OXIDATION CATALYST 1.8

PPMVD @ 
15% O2 OTHER 1.8

PPMVD @ 
15% O2
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PA-0160

CALPINE 
CONSTRUCTION 
FINANCE CO., LP ONTELAUNEE TWP. 10/10/2000 182 MW NONE 1.8

PPM @ 15% 
O2 LAER 4.3 LB/H 1.8

PPM @ 15% 
O2

PA-0184

CALPINE BERKS 
ONTELAUNEE POWER 
PLANT READING PA 10/10/2000 544 MW

2 CATALYTIC CONTROL 
DEVICES 1.8

PPM @ 15% 
O2

BACT-
OTHER

FL-0256

HINES ENERGY 
COMPLEX, POWER 
BLOCK 3 ST. PETERSBURG FL 9/8/2003 1830 MMBTU/H

COMBUSTION DESIGN, 
GOOD COMBUSTION 
PRACTICES. 2

PPMVD % 
15 O2 BACT-PSD

*TX-0351

WEATHERFORD 
ELECTRIC 
GENERATION 
FACILITY ATLANTA GA 3/11/2002 1079 MMBTU/H NONE INDICATED 2 LB/H EACH UNIT OTHER 7.9 T/YR EACH UNIT

GA-0093
AUGUSTA ENERGY 
CENTER NORTHBROOK IL 10/28/2001 750 MW CATALYTIC OXIDATION 2

PPM @ 15% 
O2 BACT-PSD

FL-0216

HINES ENERGY 
COMPLEX, POWER 
BLOCK 2 ST. PETERSBURG FL 6/4/2001 1915 MMBTU/H

COMBUSTION DESIGN, 
GOOD COMBUSTION 
PRACTICES. 2

PPMVD @ 
15% O2 BACT-PSD 2

PPM @ 15% 
O2

*TX-0299 KAUFMAN COGEN LP CHARLOTTE NC 1/31/2000 180
MW, 
EACH NONE INDICATED 2

PPM @ 15% 
O2

1 H AV, 
EACH UNIT OTHER 3 LB/H EACH UNIT

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 250 MW, EA

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 2.1 LB/H EACH BACT-PSD 2.4 LB/H

EACH, MAX 
HOURLY

MI-0268 KM POWER COMPANY FORT LUPTON, CO 6/26/2000 52 MW EACH

LIMIT DOES NOT 
APPLY DURING 
STARTUP AND 
SHUTDOWN. LIMIT 2.1 LB/H 24 H Avg. BACT-PSD 73.6 T/YR Plantwide

TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 38.7 MW

GOOD COMBUSTION 
PRACTICES 2.12 LB/H

BACT-
OTHER 8.34 T/YR

FL-0252
FORT PIERCE 
REPOWERING HOUSTON TX 8/15/2001 180 MW

GOOD COMBUSTION 
AND OXIDATION 
CATALYST 2.2

PPMVD @ 
15% O2

3-hr test 75% 
load BACT-PSD 16

PPMVD @ 
15% O2

3-hr test 50-
75% load

VA-0255
VA POWER - POSSUM 
POINT GLENN ALLEN VA 11/18/2002 1937 MMBTU/H

GOOD AIR POLLUTION 
CONTROL PRACTICES 
FOR MINIMIZING 
EMISSIONS. 2.3

PPMVD @ 
15% O2 EACH UNIT BACT-PSD 34.6 T/YR

UNITS 
COMBINED

PA-0226
LINFIELD ENERGY 
CENTER JUNO BEACH FL 4/9/2002 550 MW 2.4

PPM @ 15% 
O2 LAER 2.4

PPM @ 15% 
O2

TX-0232

ELECTRIC 
GENERATING 
STATION HOUSTON 8/31/2000 2000 MW

GOOD COMBUSTION 
PRACTICES 2.4

PPM @ 15% 
O2 LAER 2.4

PPM @ 15% 
O2

TX-0294
GATEWAY POWER 
PROJECT BALTIMORE MD 3/20/2000 170

MW, 
EACH

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 2.4

PPM @ 15% 
O2

1 H AV, AT 
FULL LOAD 
ONLY, 
EACH UNIT BACT-PSD 6.8 LB/H EACH UNIT

VA-0262
MIRANT AIRSIDE 
INDUSTRIAL PARK ATLANTA GA 12/6/2002 170 MW

GOOD COMBUSTION 
PRACTICES. 2.7

PPMVD @ 
15% O2

each unit @ 
full pressure BACT-PSD 42 T/YR

combined 
units
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WA-0302
GOLDENDALE 
ENERGY PROJECT KIRKLAND WA 2/23/2001 248.7 MW

OXIDATION CATALYST 
AND GOOD 
COMBUSTION 
PRACTICES 2.8 LB/H

BASE LOAD, 
EXCEPT 
START UP BACT-PSD 13.3 LB/H

PEAK LOAD, 
EXCEPT 
STARTUP

AZ-0037 PANDA GILA RIVER GILA BEND AZ 2/23/2001 170 MW 2.8
PPM @ 15% 
O2 3 hr avg BACT-PSD

AZ-0034

HARQUAHALA 
GENERATING 
PROJECT TONOPAH 2/15/2001 2362 MMBTU/H

COMBUSTION 
CONTROL AND USE OF 
NATURAL GAS. 
EMISSIONS IN THE 2.8 PPM

BACT-
OTHER 7.8 LB/H 2.8

PPM @ 15% 
O2

RI-0019

RELIANT ENERGY 
HOPE GENERATING 
FACILITY JOHNSTON 5/3/2000 186 MW VOC AS NMHC 2.9

PPM @ 15% 
O2 BACT-PSD 8.2 LB/H each 2.9

PPM @ 15% 
O2

VA-0289
DUKE ENERGY 
WYTHE, LLC RALEIGH NC 2/5/2004 170 MW

GOOD COMBUSTION 
PRACTICES. 3 LB/H BACT-PSD

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

GOOD COMBUSTION 
PRACTICE 3

PPMVD @ 
15% O2 BACT-PSD

PA-0192
LOWER MOUNT 
BETHEL ENERGY, LLC FAIRFAX VA 10/20/2001 370 MW OXIDATION CATALYST 3 PPMVD LAER

*TX-0261
BELL ENERGY 
FACILITY TEMPLE 6/26/2001 175 MW

GOOD COMBUSTION 
PRACTICE 3 LB/H

BACT-
OTHER 12.3 T/YR

IN-0085

PSEG 
LAWRENCEBURG 
ENERGY FACILITY LAWRENCEBURG 6/7/2001 476.6 MMBTU/H

GOOD COMBUSTION. 
NATURAL GAS ONLY. 
LIMIT IS FOR EACH CT 3 LB/H BACT-PSD

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW

SCR HAS SOME 
CONTROL OF VOC 3 LB/H each BACT-PSD

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 250 MW, EA

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 18 LB/H EACH BACT-PSD 3

PPM @ 15% 
O2 EACH

SC-0060
RAINEY GENERATING 
STATION STARR 4/3/2000 170

MW 
(EACH)

GOOD COMBUSTION 
TECHNOLOGY, CLEAN 
FUEL 3 LB/H

EACH 
TURBINE BACT-PSD 13.14 T/YR

EACH 
TURBINE

SC-0066

SANTEE COOPER 
RAINEY GENERATION 
STATION MONKS CORNER SC 4/3/2000 170 MW

COMBUSTION 
TECHNOLOGY/CLEAN 
FUELS 3 LB/H each BACT-PSD 13.14 T/YR each

*TX-0330
JACK COUNTY 
POWER PLANT HOUSTON TX 3/14/2000 520 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 3 LB/H EACH UNIT

BACT-
OTHER 12 T/YR EACH UNIT

FL-0124
OLEANDER POWER 
PROJECT

BALTIMORE 
(HEADQUARTERS) 11/22/1999 190 MW

CLEAN FUELS AND 
GOOD COMBUSTION 
PRACTICES 3 PPM BACT-PSD 5.9 LB/H

CT-0139
PDC EL PASO 
MILFORD LLC MILFORD 4/16/1999 1.97 MMCF/H

COMBUSTION 
CONTROLS 3

LB/H NAT 
GAS BACT 15.7 LB/H OIL
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CT-0140
PDC EL PASO 
MILFORD LLC MILFORD 4/16/1999 1.97 MMCF/H

COMBUSTION 
CONTROLS 3

LB/H NAT 
GAS BACT 15.7 LB/H OIL

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 250 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 3.1 LB/H EACH UNIT BACT-PSD 11.4 T/YR EACH UNIT

OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW 3.2 LB/H BACT-PSD 30.5 T/YR

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW 3.2 LB/H BACT-PSD 31.8 T/YR

*TX-0343

MONTGOMERY 
COUNTY POWER 
PROJECT SAN DIEGO CA 6/27/2001 660

MW, 
TOTAL

GOOD COMBUSTION 
AND VOC CATALYST 3.3

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, BACT-PSD 1.3

PPM @ 15% 
O2

YR AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

*TX-0337
CEDAR BLUFF POWER 
PROJECT SAN DIEGO CA 12/21/2000 660 MW

GOOD COMBUSTION 
PRACTICES AND 
OXIDATION CATALYST 3.3

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, LAER 1.3

PPM @ 15% 
O2

YR AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

FL-0223
LAKE WORTH 
GENERATION, LLC LAKE WORTH FL 11/4/1999 186 MW

COMBUSTION DESIGN 
AND GOOD 
OPERATING 
PRACTICE. SEE 3.3

PPM @15% 
O2 (GAS)

BACT-
OTHER 7.6 LB/H

TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 38.7 MW

GOOD COMBUSTION 
PRACTICES 3.34 LB/H

BACT-
OTHER 13.29 T/YR

MI-0357
KALKASKA 
GENERATING, INC RAPID RIVER TWP MI 2/4/2003 605 MW

OXIDATION CATALYST 
ALSO CONTROL VOC, 
MOST OF WHICH IS 
FORMALDEHYDE. 3.5 PPM BACT-PSD 37.9 T/YR

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

GOOD COMBUSTION 
PRACTICE 3 LB/H BACT-PSD 3.5

PPM @ 15% 
O2

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

GOOD COMBUSTION 
PRACTICE 19.3 LB/H EACH BACT-PSD 3.5

PPM @ 15% 
O2

PA-0197
RELIANT ENERGY 
HUNTERSTOWN, LLC JOHNSTOWN PA 6/15/2001 900 MW 3.5

PPM @ 15% 
O2 LAER 3.5

PPM @ 15% 
O2

SC-0062

SC ELECTRIC AND 
GAS COMPANY - 
URQUHART STATION COLUMBIA 9/22/2000 1795 MMBTU/H

COMBUSTION 
CONTROLS 14 LB/H BACT-PSD 3.5 PPMVW

TX-0369
UCC SEADRIFT 
OPERATIONS PORT LAVACA TX 10/20/1999 44.5 MMBTU/H

GOOD COMBUSTION 
PRACTICES 3.51 LB/H

BACT-
OTHER 0.042 T/YR

IN-0086
MIRANT SUGAR 
CREEK, LLC

WEST TERRE 
HAUTE 5/9/2001 170 MW

GOOD COMBUSTION. 
NATURAL GAS ONLY. 
LB/H LIMIT IS FOR 
EACH CT. 3.7 LB/H BACT-PSD

NH-0011
AES LONDONDERRY, 
LLC 4/26/1999 2849 MMBTU/H

GOOD COMBUSTION 
PRACTICES. 3.7 LB/H SIP 26.2 T/YR
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PA-0228
SPRINGDALE 
TOWNSHIP STATION GREENSBURG PA 7/12/2001 2094 MMBTU/H

GOOD COMBUSTION 
PRACTICES 3.8 LB/H each unit BACT-PSD 48 T/YR

both units 
combined

OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW 3.9 LB/H BACT-PSD 106 T/YR

VA-0287
JAMES CITY ENERGY 
PARK WELLESLEY MA 12/1/2003 1973 MMBTU/H

GOOD 
COMBUSTION/DESIGN 
AND CLEAN FUEL 4 PPM BACT-PSD

AZ-0043

DUKE ENERGY 
ARLINGTON VALLEY 
(AVEFII) ARLINGTON AZ 11/12/2003 325 MW 4 PPM 3 hr avg BACT-PSD

FL-0244 FPL MARTIN PLANT JUNE BEACH FL 4/16/2003 170 MW
GOOD COMBUSTION 
PRACTICES 4

PPMVD @ 
15% O2 BACT-PSD 10.5 LB/H each

AZ-0039

SALT RIVER 
PROJECT/SANTAN 
GEN. PLANT PHOENIX AZ 3/7/2003 175 MW CATALYTIC OXIDIZER 4

PPM @ 15% 
O2 3 h avg LAER

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW 4 LB/H BACT-PSD 16.3 T/YR

MS-0058
CHOCTAW GAS 
GENERATION, LLC HOUSTON TX 12/13/2001 2737 MMBTU/H

GOOD COMBUSTION 
PRACTICE 4

PPMVD @ 
15% O2

24-h rolling 
avg BACT-PSD 13.5 LB/H 4

PPM @ 15% 
O2

MI-0267
RENAISSANCE 
POWER LLC HOUSTON, TX 6/7/2001 170 MW

GOOD COMBUSTION 
PRACTICES. 
OXIDATION CATALYST. 
0.0035 LB/MMBTU 4

PPMDV 
@15% O2 BACT-PSD 35.6 T/YR 4

PPM @ 15% 
O2

TX-0297
EXXON-MOBIL 
BEAUMONT REFINERY BEAUMONT TX 3/14/2000 183

MW, EA 
TURBINE

FIRING NAT GAS, AND 
SELECTIVE CATALYTIC 
REDUCTION AND DRY 
LOW-NOX BURNERS 4

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

BACT-
OTHER 26.97 LB/H EACH UNIT

FL-0122
CANE ISLAND POWER 
PARK /KUA - UNIT 3

INTERCESSION 
CITY FL 11/24/1999 1696 MMBTU/H GOOD COMBUSTION 4

PPMVD @ 
15% O2 BACT-PSD

TX-0265
LOST PINES 1 POWER 
PLANT AUSTIN TX 9/30/1999 183 MW

GOOD COMBUSTION 
PRACTICE 4 LB/H BACT-PSD 40.6 T/YR

MI-0303
MIDLAND 
COGENERATION MIDLAND 7/26/2001 262 MW

24-HR AVERAGE. 
CATALYTIC OXIDATION 
NOT REQUIRED AT 
$4090/TON. ANNUAL 4.2

PPMDV@ 
15% O2 BACT-PSD 28.4 T/YR 4.2

PPM @15% 
O2

MI-0268 KM POWER COMPANY FORT LUPTON, CO 6/26/2000 112 MW

LIMIT DOES NOT 
APPLY DURING 
STARTUP AND 
SHUTDOWN. LIMIT 4.2 LB/H 24 H Avg. BACT-PSD 73.6 T/YR Plantwide

SC-0061
COLUMBIA ENERGY 
LLC NORTHBROOK IL 4/9/2001 170

MW 
(EACH)

GOOD COMBUSTION 
PRACTICES WITH DRY 
LOW NOX COMBUSTOR 9.75 LB/H BACT-PSD 4.5 PPM

FROM 
PERMIT 
APPLICATIO
N

*TX-0273
BASTROP CLEAN 
ENERGY CENTER BASTROP 3/21/2000 161 MW

DUCT BURNERS 
FIRING NATURAL GAS 
ARE CONTROL FOR 
VOC. ALSO GOOD 4.65 LB/H EACH BACT-PSD 15.56 T/YR EACH
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OR-0035
PORT WESTWARD 
PLANT PORTLAND OR 1/16/2002 325

MW, 
EACH

CO CATALYST, GOOD 
COMBUSTION 4.9

PPM @ 15% 
O2 EACH BACT-PSD

*TX-0293
GREGORY POWER 
FACILITY COSTA MESA CA 6/16/1999 185 MW, EA

GOOD COMBUSTION 
DESIGN AND 
PRACTICES 4.9

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, BACT-PSD 13.4 LB/H EACH UNIT

WA-0291
WALLULA POWER 
PLANT NEWPORT BEACH CA 1/3/2003 1300 MW

GOOD COMBUSTION 
PRACTICES 5

PPMDV @ 
15% O2 1 hr ave

BACT-
OTHER 16.2 LB/H 24 HR AVG

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 173 MW EACH

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS. 5 LB/H

EACH, 
COMBINED BACT-PSD 16.3 T/YR

EACH, 
COMBINED

TX-0311

GUADALUPE 
GENERATING 
STATION GAINSVILLE FL 2/15/1999 170 MW, EA

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 5 LB/H EACH UNIT BACT-PSD 16.3 T/YR EACH UNIT

*TX-0296
WISE COUNTY 
POWER HOUSTON TX 7/14/2000 230 MW, EA

FIRING PIPELINE NAT 
GAS AND OXIDATION 
CATALYST 5.1

PPM @ 15% 
O2

1 H AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

BACT-
OTHER 2

PPM @ 15% 
O2

YR AV, 
EXCEPT 
STARTUP/S
HUTDOWN, 

MI-0327 INDECK-NILES, LLC NILES 12/2/2001 1076
MW, 
TOTAL

TESTING WILL 
DEVELOP EMISSION 
FACTORS [LB/MMCF 
GAS]; THEN USED 5.2

PPMDV@15
%O2

WITH DUCT 
FIRING BACT-PSD 4

PPMDV@15
%O2

W/O DUCT 
FIRING 47.1 T/12-MO

W &W/O 
DUCT 
FIRING

AZ-0033

MESQUITE 
GENERATING 
STATION ARLINGTON 3/22/2001 1923 MMBTU/H

OXIDATION CATALYST. 
EMISSIONS IN LB/H 
ARE COMBINED FOR 
EACH COMBINED 16.6 LB/H BACT-PSD 5.2

PPM @ 15% 
O2

PA-0223
DUKE ENERGY 
FAYETTE, LLC MASONTOWN PA 1/30/2002 280 MW OXIDATION CATALYST 5.3

PPMVD @ 
15% O2 LAER

TX-0370
RIO NOGALES POWER 
PROJECT BALTIMORE MD 12/3/1999 800 MW

GOOD COMBUSTION 
DESIGN & OPERATION 5.3 LB/H EACH BACT-PSD 42.9 T/YR COMBINED

MI-0366
BERRIEN ENERGY, 
LLC BENTON HARBOR MI 10/10/2002 1650 MMBTU/H

CATALYTIC OXIDIZER 
PROVIDES SOME 
CONTROL FOR VOCS. 5.4

PPMDV @ 
15% O2 BACT-PSD 252.4 T/YR

ALL 
TURBINES 
COMBINED

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW

GOOD COMBUSTION 
DESIGN & 
OPERATIONS 5.6 LB/H EACH UNIT BACT-PSD 17 T/YR EACH UNIT

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 5.6

PPM @ 15% 
O2

EXCEPT 
DURING 
STARTUP/S
HUTDOWN OTHER 16.2 LB/H

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 5.6

PPM @ 15% 
O2

EXCEPT 
DURING 
STARTUP/S
HUTDOWN OTHER 16.2 LB/H

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 5.6

PPM @ 15% 
O2

EXCEPT 
DURING 
STARTUP/S
HUTDOWN OTHER 16.2 LB/H

WV-0014

PANDA CULLODEN 
GENERATING 
STATION CULLODEN 12/18/2001 300 MW

USE OF STATE OF THE 
ART COMBUSTER 
DESIGN ALONG WITH 
GOOD OPERATING 5.7 PPM

with duct 
firing BACT-PSD 1.4 PPM

without duct 
firing 1.4

PPM @ 15% 
O2
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WA-0288
LONGVIEW ENERGY 
DEVELOPMENT LONGVIEW 9/4/2001 290 MW

GOOD COMBUSTION, 
CLEAN FUELS. 5.7 LB/H

1 HOUR 
AVG

BACT-
OTHER

MI-0244 WYANDOTTE ENERGY WYANDOTTE 2/8/1999 500 MW 6 PPMV BACT-PSD 11.1 LB/H

*TX-0374
CHOCOLATE BAYOU 
PLANT ALVIN TX 3/24/2003 70

MW, 
TOTAL

GOOD COMBUSTION 
PRACTICES 6.14 LB/H EACH

BACT-
OTHER 40.88 T/YR COMBINED

OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW 6.6 LB/H BACT-PSD 30.5 T/YR

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW 6.8 LB/H BACT-PSD 31.8 T/YR

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW 7 LB/H BACT-PSD 16.3 T/YR

*NC-0086
FAYETTEVILLE 
GENERATION, LLC SANFORD NC 1/10/2002 154 MW

COMBUSTION 
CONTROL 7 PPMVW 3-h avg BACT-PSD

OK-0045 REDBUD POWER PLT TULSA 8/15/2001 1698 MMBTU/H
OPERATIONAL 
CONTROLS 7 PPM BACT-PSD 7

PPM @ 15% 
O2

OK-0046
THUNDERBIRD 
POWER PLT TULSA 5/17/2001 1698 MMBTU/H

DRY LOW NOX 
COMBUSTION 7 PPM BACT-PSD 7

PPM @ 15% 
O2

OK-0051
GREEN COUNTRY 
ENERGY PROJECT 10/1/1999 810 MW

GOOD COMBUSTION 
PRACTICES/DESIGN 7

PPM @ 15% 
O2 BACT-PSD 7

PPM @ 15% 
O2

*TX-0350
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2002 350 MW NONE INDICATED 7.09 LB/H OTHER 26.33 T/YR

*OR-0039
COB ENERGY 
FACILITY, LLC TEMPE AZ 12/30/2003 1150 MW

CATALYTIC OXIDATION 
AND GOOD 
COMBUSTION 
CONTROLS 7.1 LB/H

as methane, 
3-h avg BACT-PSD

*OR-0040
KLAMATH 
GENERATION, LLC PORTLAND OR 3/12/2003 480 MW CATALYTIC OXIDATION 7.2 LB/H

as methane, 
each, 3-h 
avg BACT-PSD

MI-0361
SOUTH SHORE 
POWER LLC BRIDGEMAN MI 1/30/2003 172 MW

OXIDATION CATALYST 
USED FOR CO 
CONTROL CAN ALSO 
ACHIEVE 1.1 PPMVD @ 7.3 LB/H

BACT-
OTHER 31.8 T/YR

BOTH 
TURBINES

AR-0070
GENOVA ARKANSAS I, 
LLC DALLAS TX 8/23/2002 170 MW

GOOD COMBUSTION 
PRACTICE/CO 
OXIDATION CATALYST 8.4

PPMVD @ 
15% O2 BACT-PSD

WA-0292

SATSOP 
COMBUSTION 
TURBINE PROJECT 10/23/2001 325 MW OXIDATION CATALYST 8.4 LB/H 1-H AV BACT-PSD
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OH-0257
JACKSON COUNTY 
POWER, LLC CHARLOTTE NC 12/27/2001 305 MW 8.5 LB/H BACT-PSD 56.4 T/YR

TX-0368 PLANT NO. 2 LUBBOCK TX 1/8/1999 42 MW, EA

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 8.5 LB/H EACH BACT-PSD 37.2 LB/H EACH

LA-0157
PERRYVILLE POWER 
STATION ALEXANDRIA 3/8/2002 170 MW

LOW NOX BURNERS 
AND/OR SCR, GOOD 
OPERATING 
PRACTICES AND USE 9 LB/H BACT-PSD 39.46 T/YR

TX-0234

EDINBURG ENERGY 
LIMITED 
PARTNERSHIP HOUSTON 1/8/2002 180 MW

VOC EMISSIONS SHALL 
NOT EXCEED 9.0 
PPMVD WHEN 
CORRECTED TO 15% 22

LB/H AT 
FULL LOAD BACT-PSD 87.6

T/YR AT ALL 
LOADS 9

PPMVD@15
%O2

LA-0127 PERRYVILLE ALEXANDRIA 8/25/2000 183 MW

LOW NOX BURNERS, 
SELECTIVE CATALYTIC 
REDUCTION 9 LB/H BACT-PSD 24.5 T/YR

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW, EA

GOOD COMBUSTION 
CONTROLS 9.5 LB/H EACH UNIT LAER 26 T/YR EACH UNIT

MS-0051

LSP- BATESVILLE 
GENERATION 
FACILITY 11/13/2001 2100 MMBTU/H N/A 9.6

PPMVD@15
% O2 BACT-PSD 34.4 LB/H 9.6

PPM @15% 
O2

SC-0071

COLUMBIA ENERGY 
CENTER I-26 & US 
HWY 21 SOUTH COLUMBIA SC 4/9/2001 170 MW

GOOD COMBUSTION 
PRACTICES WITH DRY 
LOW NOX COMBUSTOR 
TECHNOLOGY 9.75 LB/H each BACT-PSD

MI-0365
MIRANT WYANDOTTE 
LLC WYANDOTTE MI 1/28/2003 2200 MMBTU/H

CATALYTIC OXIDIZER 
PROVIDES SOME 
CONTROL FOR VOC 
EMISSIONS, AS WELL 10 PPM

PPM BY 
VOL

BACT-
OTHER

MI-0302
MIRANT WYANDOTTE 
LLC ATLANTA GA 7/25/2001 2205 MMBTU/H

WITH OR W/O STEAM 
INJECTION: POWER 
OVER 148 MW. SOME 
CONTROL PROVIDED 10

PPMVD @ 
15% O2 BACT-PSD 10.5 LB/H 10

PPM @15% 
O2

*ID-0012
GARNET ENERGY, 
MIDDLETON FACILITY BOISE ID 10/19/2001 1707 MMBTU/H

GOOD COMBUSTION 
PRACTICE 10.2 LB/H

WITH DUCT 
FIRING BACT-PSD 47.3 T/YR

ID-0010 MIDDLETON FACILITY BOISE ID 10/19/2001 2097 MMBTU/H NONE INDICATED 10.2 LB/H EA BACT-PSD

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW

GOOD COMBUSTION 
CONTROLS 10.3 LB/H EACH UNIT LAER 27.6 T/YR EACH UNIT

*TX-0326
AES WOLF HOLLOW 
LP AUSTIN TX 7/20/2000 807

MW, 
TOTAL NONE INDICATED 12.3 LB/H EACH UNIT OTHER 103 T/YR COMBINED

AR-0057
TENASKA ARKANSAS 
PARTNERS, LP OMAHA AR 10/9/2001 185 MW

GOOD COMBUSTION 
PRACTICES. 13.5

PPMVD @ 
15% 02 100% load BACT-PSD 7.3

PPMVD @ 
15% 02 < 75% load

OH-0268
LIMA ENERGY 
COMPANY CINCINNATI OH 3/26/2002 170 MW 15 LB/H BACT-PSD 66.7 T/YR

Per rolling 12 
month period
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CONDITION STDEMISS STDUNIT STOTHERC
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VA-0256 TENASKA FLUVANNA OMAHA NE 1/11/2002 61200
MMSCF/Y
R

BEST COMBUSTION 
CONTROL PRACTICES 15.5 PPMVD each unit BACT-PSD 114 T/YR each unit

MT-0019

CONTINENTAL 
ENERGY SERVICES, 
INC., SILVER BOW 
GEN BUTTE MT 6/7/2002 500 MW 17 LB/H OTHER

MT-0019

CONTINENTAL 
ENERGY SERVICES, 
INC., SILVER BOW 
GEN BUTTE MT 6/7/2002 500 MW 17 LB/H OTHER

OK-0044
SMITH POCOLA 
ENERGY PROJECT OKLAHOMA CITY 8/16/2001 171.5 MW

GOOD OPERATING 
PRACTICE 17.13 LB/H each BACT-PSD 75.01 T/YR each

MS-0044
CALEDONIA POWER 
LLC CALEDONIA 3/27/2001 1700 MMBTU/H NA 19.3 LB/H

BACT-
OTHER

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW

SCR HAS SOME 
CONTROL OF VOC 19.6 LB/H each BACT-PSD

OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW 20.4 LB/H BACT-PSD

VA-0289
DUKE ENERGY 
WYTHE, LLC RALEIGH NC 2/5/2004 170 MW

GOOD COMBUSTION 
PRACTICES 21 LB/H BACT-PSD

*TX-0381
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2003 700 MW

GOOD COMBUSTION 
PRACTICES 22 LB/H EACH

BACT-
OTHER 35.1 T/YR EACH

*TX-0233

RELIANT ENERGY- 
CHANNELVIEW 
COGENERATION 
FACILITY HOUSTON 10/29/2001 650 MMBTU/H 22.4 LB/H

FOR EACH 
UNIT LAER 122 T/YR

COMBINED 
ANNUAL

MO-0049

KANSAS CITY POWER 
& LIGHT CO. - 
HAWTHORN STATION KANSAS CITY 8/19/1999 280 MW

GOOD COMBUSTION 
PRACTICES PERMIT 
LIMITS ARE IN LB/H, 
NOT PPM. 23.9 LB/H

BACT-
OTHER

*TX-0372
WEST TEXAS ENERGY 
FACILITY HOUSTON TX 7/28/2000 500

MW, 
TOTAL

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 24.3 T/YR EACH BACT-PSD

TX-0328

BAYTOWN 
COGENERATION 
PLANT SAN JOSE CA 2/11/2000 750

MW 
COMBINE
D

PROPER COMBUSTION 
CONTROL 24.8 LB/H EACH UNIT LAER 97.9 T/YR COMBINED

PA-0190
LIBERTY ELECTRIC 
POWER , LLC HERNDON VA 5/3/2000 2000 MMBTU/H

GOOD COMBUSTION 
PRACTICE 25.1 T/YR LAER

MI-0363
BLUEWATER ENERGY 
CENTER LLC WINTERPARK FL 1/7/2003 180 MW

CATALYTIC 
AFTERBURNER. 28 LB/H BACT-PSD 246 T/YR

3 TURBINES 
COMBINED

LA-0164

ACADIA POWER 
STATION, ACADIA 
POWER PARTNERS 
LLC HOUSTON TX 1/31/2002 183 MW EACH

GOOD DESIGN, 
PROPER OPERATING 
AND MAINTENANCE 
PRACTICES, AND USE 28 LB/H BACT-PSD 14.6 T/YR
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OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW 30 LB/H BACT-PSD 106 T/YR

TX-0325
MIDLOTHIAN ENERGY 
PROJECT VENUS TX 5/9/2000 275 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 31.9 T/YR EACH UNIT BACT-PSD

VA-0260
HENRY COUNTY 
POWER CHARLOTTE NC 11/21/2002 171 MW

GOOD COMBUSTION 
AND DESIGN. CLEAN 
FUEL. 32.9 T/YR each unit BACT-PSD

TX-0344
DEER PARK ENERGY 
CENTER HOUSTON TX 8/22/2001 180 MW, EA

EFFICIENT & 
COMPLETE 
COMBUSTION 35.7 LB/H EACH LAER 61.6 T/YR COMBINED

IL-0091
LSP NELSON ENERGY, 
LLC NELSON IL 1/28/2000 2166 MMBTU/H

GOOD COMBUSTION 
PRACTICES WITH 
COMBUSTION 
CONTROL 40.7 LB/H each BACT-PSD

OK-0090

DUKE ENERGY 
STEPHENS, LLC 
STEPHENS ENERGY 3/21/2003 1701 MMBTU/H

GOOD COMBUSTION 
AND DLN 
TECHNOLOGY 45.6 LB/H combined BACT-PSD

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 1000

MW 
(TURBINE
S)

GOOD COMBUSTION 
DESIGN AND 
OPERATION. 65.1 T/YR TOTAL BACT-PSD

TX-0311

GUADALUPE 
GENERATING 
STATION GAINSVILLE FL 2/15/1999 1000 MW

GOOD COMBUSTION 
DESIGN AND 
OPERATIONS 65.1 T/YR COMBINED BACT-PSD

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW

GOOD COMBUSTION 
DESIGN & 
OPERATIONS 68.1 T/YR

COMBINED 
UNITS 1-4 BACT-PSD

TX-0250

CHANNELVIEW 
COGENERATION 
FACILITY HOUSTON 12/9/1999 800 MW 122 T/YR TOTAL LAER

PA-0186
FPL ENERGY MARCUS 
HOOK, L.P. JUNO BEACH FL 5/4/2001 5847 MMBTU/H

GOOD COMBUSTION 
PRACTICE 152 T/YR LAER

*TX-0383 FORNEY PLANT HOUSTON TX 3/6/2000 169.8 MW
GOOD COMBUSTION 
PRACTICES 152.47 T/YR COMBINED BACT-PSD

WA-0315

SUMAS ENERGY 2 
GENERATION 
FACILITY WA 4/17/2003 660 MW

GOOD COMBUSTION 
PRACTICE 420 LB/D

as methane, 
each BACT-PSD
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FL-0256

HINES ENERGY 
COMPLEX, POWER 
BLOCK 3 ST. PETERSBURG FL 9/8/2003 1830 MMBTU/H

PERMIT LIMIT IS LOW 
SULFUR FUELS-
NATURAL GAS see note

BACT-
OTHER

WA-0315

SUMAS ENERGY 2 
GENERATION 
FACILITY WA 4/17/2003 660 MW

LOW SULFUR FUEL: < 2 
GR/100 CF 7 DAY AVG, 
1.1 GR/100 CF 12 MO 
AVG 2 GR/100 SCF BACT-PSD 39 LB/D each

FL-0245
FPL MANATEE PLANT - 
UNIT 3 PARRISH FL 4/15/2003 170 MW LOW SULFUR FUEL 2 GR/100 SCF

gr S/100 
SCF fuel 
limitation BACT-PSD

*TX-0374
CHOCOLATE BAYOU 
PLANT ALVIN TX 3/24/2003 70

MW, 
TOTAL LOW SULFUR FUEL 1.94 LB/H EACH OTHER 1.54 T/YR COMBINED

MI-0357
KALKASKA 
GENERATING, INC RAPID RIVER TWP MI 2/4/2003 605 MW

USE OF LOW SULFUR 
FUEL. 4.5 LB/H

BACT-
OTHER 34.4 T/YR

*TX-0381
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2003 700 MW NONE INDICATED 2.18 LB/H EACH OTHER 2.99 T/YR EACH

MI-0365
MIRANT WYANDOTTE 
LLC WYANDOTTE MI 1/28/2003 2200 MMBTU/H

USE OF NATURAL GAS. 
LOW SULFUR FUEL 12.3 T/YR

BACT-
OTHER 0.00127646 LB/MMBTU

MI-0363
BLUEWATER ENERGY 
CENTER LLC WINTERPARK FL 1/7/2003 180 MW

EXCLUSIVE USE OF 
NATURAL GAS. 8.2 LB/H BACT-PSD

WA-0291
WALLULA POWER 
PLANT NEWPORT BEACH CA 1/3/2003 1300 MW

EXCLUSIVE USE OF 
NATURAL GAS 0.02 GR/100 SCF 1 hr ave

BACT-
OTHER 1.91 LB/H 24 HR AVG

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW, EA

FIRING PIPELINE 
QUALITY NATURAL 
GAS 1.3 LB/H EACH UNIT

BACT-
OTHER 0.95 T/YR EACH UNIT

TX-0352

BRAZOS VALLEY 
ELECTRIC 
GENERATING 
FACILITY RICHMOND TX 12/31/2002 175 MW

PIPELINE QUALITY 
NATURAL GAS 1.3 LB/H EACH UNIT OTHER 0.95 T/YR EACH UNIT

MI-0366
BERRIEN ENERGY, 
LLC BENTON HARBOR MI 10/10/2002 1650 MMBTU/H

USE OF PIPELINE 
QUALITY GAS. 4.3 LB/H BACT-PSD 53.5 T/YR

ALL 
TURBINES 
COMBINED

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW 3.71 LB/H
with duct 
burners BACT-PSD 0.0013 LB/MMBTU

with and w/o 
duct burner

OH-0248 LAWRENCE ENERGY BOSTON MA 9/24/2002 180 MW 1.82 LB/H BACT-PSD 0.0013 LB/MMBTU

VA-0261
CPV CUNNINGHAM 
CREEK SILVER SPRING VA 9/6/2002 2132 MMBTU/H

GOOD COMBUSTION 
PRACTICES. 0.0012 LB/MMBTU each unit BACT-PSD 29 T/YR

BOTH 
UNITS

WA-0299

SUMAS ENERGY 2 
GENERATION 
FACILITY SUMAS 9/6/2002 334.5 MW

LOW SULFUR FUEL -- 
NATURAL GAS ONLY 0.0008 LB/MMBTU 24 h avg BACT-PSD
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AL-0185
BARTON SHOALS 
ENERGY ENGLEWOOD 7/12/2002 173 MW NATURAL GAS ONLY 0.0011 LB/MMBTU BACT-PSD 2.48 LB/H

MS-0055
EL PASO MERCHANT 
ENERGY CO. HOUSTON TX 6/24/2002 1737 MMBTU/H

USE OF LOW SULFUR 
FUEL 10 T/YR BACT-PSD 0.0013144 LB/MMBTU

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW 0.255 LB/H SIP 0.53 T/YR

OH-0264
NORTON ENERGY 
STORAGE, LLC HOUSTON TX 5/23/2002 300 MW 0.198 LB/H SIP 0.53 T/YR

NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 2964 MMBTU/H NONE LISTED 7.2 LB/H OTHER 0.00728745 LB/MMBTU

NJ-0043
LIBERTY GENERATING 
STATION LINDEN CITY 3/28/2002 3202 MMBTU/H NONE 7.8 LB/H OTHER 0.00730793 LB/MMBTU

OH-0268
LIMA ENERGY 
COMPANY CINCINNATI OH 3/26/2002 170 MW 0.53 LB/H SIP 2.3 T/YR

*TX-0351

WEATHERFORD 
ELECTRIC 
GENERATION 
FACILITY ATLANTA GA 3/11/2002 1079 MMBTU/H

PIPELINE-QUALITY, 
SWEET NAT GAS 
CONTAINING NO MORE 
THAN 2.0 GR S/100 0.5 LB/H EACH UNIT OTHER 0.3 T/YR EACH UNIT 0.00092678 LB/MMBTU

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

LOW SULFUR FUEL 
(<2.0 GR SULFUR PER 
100 SCF OF NATURAL 
GAS) 20.1 T/YR

FACILITY 
WIDE LIMIT BACT-PSD 0.00230605 LB/MMBTU

TN-0144
HAYWOOD ENERGY 
CENTER, LLC TAMPA FL 2/1/2002 1990 MMBTU/H

LOW SULFUR FUEL 
(<2.0 GR SULFUR PER 
100 SCF OF NATURAL 
GAS) 20.1 T/YR

facility-wide 
limit BACT-PSD 0.00230605 LB/MMBTU

*TX-0350
ENNIS TRACTEBEL 
POWER ENNIS TX 1/31/2002 350 MW NONE INDICATED 2.37 LB/H OTHER 0.73 T/YR

PA-0189
CONECTIV 
BETHLEHEM, INC. NEWARK DE 1/16/2002 122 MW

BACT FOR H2SO4 IS 
GOOD COMBUSTION 
AND LOW SULFUR 
FUELS 0.0002 PPM

BACT-
OTHER

VA-0256 TENASKA FLUVANNA OMAHA NE 1/11/2002 61200
MMSCF/Y
R

USE OF CLEAN 
FUEL/NATURAL GAS 4.8 LB/H each unit BACT-PSD 8.7 T/YR each unit 0.00202076 LB/MMBTU

OH-0257
JACKSON COUNTY 
POWER, LLC CHARLOTTE NC 12/27/2001 305 MW 1.17 LB/H BACT-PSD 5.13 T/YR

WV-0014

PANDA CULLODEN 
GENERATING 
STATION CULLODEN 12/18/2001 300 MW

USE OF LOW-SULFUR 
FUEL - NATURAL GAS 0.72 LB/H

with duct 
firing

BACT-
OTHER 0.62 LB/H

without duct 
firing

OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW 2.2 LB/H BACT-PSD
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OH-0252

DUKE ENERGY 
HANGING ROCK 
ENERGY FACILITY CHARLOTTE NC 12/13/2001 172 MW 1.68 LB/H BACT-PSD

AL-0180
DUKE ENERGY DALE, 
LLC HOUSTON 12/11/2001 170 MW EACH

NATURAL GAS AS 
EXCLUSIVE FUEL. 0.0007 LB/MMBTU BACT-PSD 1.45 LB/H

AL-0181
DUKE ENERGY 
AUTAUGA, LLC HOUSTON 10/23/2001 2407

MMBTU/H 
(W/DB)

NATURAL GAS AS 
EXCLUSIVE FUEL. 0.0007 LB/MMBTU BACT-PSD 1.45 LB/H

PA-0192
LOWER MOUNT 
BETHEL ENERGY, LLC FAIRFAX VA 10/20/2001 370 MW LOW SULFUR FUEL 0.0008 PPMVD

BACT-
OTHER

OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW 0.2 LB/H SIP 0.8 T/YR

OH-0265
DRESDEN ENERGY 
LLC RICHMOND VA 10/16/2001 171.7 MW 0.2 LB/H SIP 0.8 T/YR

AR-0057
TENASKA ARKANSAS 
PARTNERS, LP OMAHA AR 10/9/2001 185 MW

FUEL SPECIFICATION: 
LOW SULFUR FUEL 0.0038

PPMVD @ 
15% O2 100% LOAD BACT-PSD 0.0038

PPMVD @ 
15% O2 < 75% LOAD

AL-0179

TENASKA TALLADEGA 
GENERATING 
STATION OMAHA 10/3/2001 170 MW

PIPELINE QUALITY 
NATURAL GAS 0.0017 LB/MMBTU BACT-PSD

TX-0344
DEER PARK ENERGY 
CENTER HOUSTON TX 8/22/2001 180 MW, EA FIRING LOW-S FUELS 4.89 LB/H EACH

BACT-
OTHER 4.59 T/YR EACH

OK-0044
SMITH POCOLA 
ENERGY PROJECT OKLAHOMA CITY 8/16/2001 171.5 MW LOW SULFUR FUEL 4.8 LB/H each BACT-PSD 21.02 T/YR each

FL-0252
FORT PIERCE 
REPOWERING HOUSTON TX 8/15/2001 180 MW

FUEL SPECIFICATION: : 
NATURAL GAS WITH A 
MAXIMUM OF 2.0 
GRAINS OF SULFUR see note BACT-PSD 2 GR/100 SCF

OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW 3.7 LB/H BACT-PSD 15.1 T/YR

OH-0263
FREMONT ENERGY 
CENTER, LLC BOSTON MA 8/9/2001 180 MW 2.7 LB/H BACT-PSD 15.1 T/YR

PA-0228
SPRINGDALE 
TOWNSHIP STATION GREENSBURG PA 7/12/2001 2094 MMBTU/H

GOOD COMBUSTION 
PRACTICES, LOW 
SULFUR FUEL 0.685 LB/H each unit BACT-PSD 6 T/YR

both units 
combined 0.00065425 LB/MMBTU

NJ-0044

MANTUA CREEK 
GENERATING 
FACILITY 6/26/2001 2181 MMBTU/H NONE 3.4 LB/H NSPS 0.0016 LB/MMBTU

PA-0197
RELIANT ENERGY 
HUNTERSTOWN, LLC JOHNSTOWN PA 6/15/2001 900 MW 0.0009

PPM @ 15% 
O2

BACT-
OTHER

Page 73 of 75



H2SO4

RBLCID FACILITY CITY STATE PERMIT   
DATE THRUPUT THRUPUT

UNIT CTRLDESC EMISLIMIT1 EMISLIMIT1
UNIT

EMISLIMIT1
CONDITION BASIS EMISLIMIT2 EMISLIMIT2

UNIT
EMISLIMIT2
CONDITION STDEMISS STDUNIT STOTHERC

ONDITIONS

FL-0216

HINES ENERGY 
COMPLEX, POWER 
BLOCK 2 ST. PETERSBURG FL 6/4/2001 1915 MMBTU/H

PERMIT LIMIT IS LOW 
SULFUR FUELS: 
NATURAL GAS SEE NOTE BACT-PSD

FL-0219

CPV ATLANTIC 
POWER GENERATING 
FACILITY

NEAR PORT 
ST.LUCIE 5/3/2001 1700 MMBTU/H LOW SULFUR FUELS 0.0065

% S by 
Weight BACT-PSD 0.5

% SULFUR 
(OIL)

SC-0061
COLUMBIA ENERGY 
LLC NORTHBROOK IL 4/9/2001 170

MW 
(EACH)

GOOD COMBUSTION 
PRACTICES, CLEAN 
BURNING LOW SULFUR 
FUELS 0.9 LB/H BACT-PSD

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW 0.48 LB/H SIP 2.3 T/YR

OH-0255
PSEG WATERFORD 
ENERGY LLC COLUMBUS OH 3/29/2001 170 MW 0.56 LB/H SIP 2.3 T/YR

WA-0302
GOLDENDALE 
ENERGY PROJECT KIRKLAND WA 2/23/2001 248.7 MW

EXCLUSIVE USE OF 
PIPELINE QUALITY 
NATURAL GAS AND 
GOOD COMBUSTION 0.207 LB/H BASE LOAD

BACT-
OTHER 0.207 LB/H PEAK LOAD

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW 2.2 LB/H SIP

OH-0254

DUKE ENERGY 
WASHINGTON 
COUNTY LLC HOUSTON TX 1/18/2001 170 MW 1.7 LB/H each SIP

*TX-0260
PALESTINE ENERGY 
FACILITY PALESTINE TX 12/13/2000 170 MW 4.7 LB/H EACH

BACT-
OTHER 6 T/YR

TOTAL FOR 
ALL 6

PA-0184

CALPINE BERKS 
ONTELAUNEE POWER 
PLANT READING PA 10/10/2000 544 MW 0.0003 LB/MMBTU SIP

WI-0174
BADGER 
GENERATING CO LLC PLEASANT PRAIRIE 9/20/2000 2010 MMBTU/H

THE USE OF NATURAL 
GAS ONLY. 2.8 LB/H BACT-PSD 0.00557214 LB/MMBTU

*TX-0326
AES WOLF HOLLOW 
LP AUSTIN TX 7/20/2000 807

MW, 
TOTAL NONE INDICATED 5.1 LB/H EACH UNIT OTHER 19.8 T/YR COMBINED

AL-0141

GPC - GOAT ROCK 
COMBINED CYCLE 
PLANT SMITHS 4/10/2000 173 MW NATURAL GAS ONLY 0.009 LB/MMBTU BACT-PSD 21.5 LB/HR

SC-0060
RAINEY GENERATING 
STATION STARR 4/3/2000 170

MW 
(EACH) LOW SULFUR FUELS 0.24 LB/H

EACH 
TURBINE

BACT-
OTHER 1.05 T/YR

EACH 
TURBINE

SC-0066

SANTEE COOPER 
RAINEY GENERATION 
STATION MONKS CORNER SC 4/3/2000 170 MW LOW SULFUR FUELS 0.24 LB/H each BACT-PSD 1.05 T/YR each

TX-0294
GATEWAY POWER 
PROJECT BALTIMORE MD 3/20/2000 170

MW, 
EACH FIRING NAT GAS 5.2 LB/H EACH UNIT

BACT-
OTHER 5.7 T/YR

TOTAL FOR 
ALL 3 UNIT
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*TX-0383 FORNEY PLANT HOUSTON TX 3/6/2000 169.8 MW
LOW SULFUR PIPELINE 
NAT GAS 44.36 T/YR COMBINED BACT-PSD

TX-0328

BAYTOWN 
COGENERATION 
PLANT SAN JOSE CA 2/11/2000 750

MW 
COMBINE
D

USE OF LOW SULFUR 
CONTENT FUELS AS 
SPECIFIED AT THE 
FACILITY LEVEL. 4.8 LB/H EACH UNIT OTHER 5.7 T/YR COMBINED

OK-0050
ONETA GENERATING 
STA 1/21/2000 170 MW

USE OF LOW SULFUR 
NATURAL GAS FUEL 0.29 LB/H BACT-PSD

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 173 MW EACH

EXCLUSIVE USE OF 
PIPELINE QUALITY 
LOW-SULFUR 
CONTENT NATURAL 0.32 LB/H

EACH, 
COMBINED BACT-PSD 1.2 T/YR

EACH, 
COMBINED

TX-0262
ARCHER GENERATING 
STATION FARMERS BRANCH 1/3/2000 1000

MW 
(TURBINE
S) LOW SULFUR FUEL 4.8 T/YR TOTAL BACT-PSD

TX-0250

CHANNELVIEW 
COGENERATION 
FACILITY HOUSTON 12/9/1999 800 MW

FIRE NATURAL GAS 
WITH A TOTAL SULFUR 
CONTENT LESS THAN 5 
GRAINS/100 SCRF ON 

BACT-
OTHER 0.2 GR/100 SCF

TX-0370
RIO NOGALES POWER 
PROJECT BALTIMORE MD 12/3/1999 800 MW FIRING NAT GAS 3.3 LB/H EACH BACT-PSD

AL-0132

TENASKA ALABAMA 
GENERATING 
STATION BILLINGSLY 11/29/1999 170 MW

INHERENTLY LIMITED 
BY LOW SULFUR IN 
FUEL 0.0011 LB/MMBTU BACT-PSD 2.55 LB/H

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW NONE INDICATED 0.3 LB/H EACH UNIT SIP 1.2 T/YR EACH UNIT

*TX-0324

ODESSA-ECTOR 
GENERATING 
STATION DALLAS TX 11/18/1999 1000 MW NONE INDICATED 4.8 T/YR

COMBINED 
UNITS 1-4 SIP

FL-0223
LAKE WORTH 
GENERATION, LLC LAKE WORTH FL 11/4/1999 186 MW

FUEL SPECIFICATION: 
USE OF NATURAL GAS, 
1 GR/100 SCF OF GAS see note BACT-PSD 1 GR/100 SCF

TX-0265
LOST PINES 1 POWER 
PLANT AUSTIN TX 9/30/1999 183 MW LOW SULFUR FUEL 4.4 LB/H

BACT-
OTHER 0.7 T/YR

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

FIRING NAT GAS; 
SHORT-TERM MAX 5 
GR S/100 DSCF; NO 
MORE THAN 2 GR S/100 3.3 LB/H BACT-PSD 15.8 T/YR 5 GR/100 SCF

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

FIRING NAT GAS; 
SHORT-TERM MAX 5 
GR S/100 DSCF; NO 
MORE THAN 2 GR S/100 3.3 LB/H BACT-PSD 15.8 T/YR 5 GR/100 SCF

*TX-0291

TENASKA GATEWAY 
GENERATING 
STATION OMAHA NE 5/7/1999 396 MW

FIRING NAT GAS; 
SHORT-TERM MAX 5 
GR S/100 DSCF; NO 
MORE THAN 2 GR S/100 3.3 LB/H BACT-PSD 15.8 T/YR 5 GR/100 SCF

NH-0012
NEWINGTON ENERGY 
LLC NEW YORK,10006 4/26/1999 160 MW LOW SULFUR FUELS 22.35 LB/H BACT-PSD
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