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MIDDLE COLUMBIA RIVER - BONNEVILLE POOL GRP OCTOBER 2015 

Wyeth In-Lieu Site B-155.7L 
I Position - Location: 45° 41.627', -121° 46.422' 45° 41' 37.6", -121° 46' 25.3" 45.69378, -121.77371 Cascade Locks I 

Strategy Objective: Deflection : Divert oil to shore for collection. Keep oil away from boat launch 

Implementation: Anchor 1000' of boom to the jetty just upstream of the boat launch, tow it out to the NE and anchor. Adjust angle of boom, quantity 
and placement of anchors, depending on conditions of the day. Boat launch is NEW & not showing up in photos or maps yet. Keep boat 
launch open. 

I Staging Area: Onsite: Stage at SA-B-155.7L/Wyeth In-Lieu Site 

Site Safety: Water hazard, slips, trips, & falls 

Field Notes: Launch at NEW BL-B-155.7L/Wyeth In-Lieu Site 

River - Above a Dam - Bonneville pool 

• AJ'l chorPoint @ Stag ing Area CLJ IVertBloc:K 

O Photo- Po int • Response Strategy Under-now Dam 

~ Tid a l 
262.5 525" 1,()50 ---===-----Fe.et 

I Recommended Equipment 

Anchor - Danforth (or other appropriate type) 

Anchoring System(s)- Shoreside 

Boom - B2 (Contractor Boom) or equivalent 

Vac Truck or Skimmer and Storage 

5 Each 

1 Each 

1000 Feet 

Each 

1 Each Workboat(s) - of adequate size for type and amount of boom 

I Recommended Personnel 

1 Boat Operator 

4 Laborer 
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