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MIDDLE COLUMBIA RIVER - BONNEVILLE POOL GRP OCTOBER 2015 

Cook's Inlet In-Lieu Site (FBS MP-65.8) B-161.4R 
I Position - Location: 45° 42.511', -121° 39.607' 45° 42' 30.7", -121° 39' 36.4" 45.70852, -121.66011 

Strategy Objective: Collection : Divert oil to shore for collection 

Implementation: Anchor 1000' of boom to the south shore at a point accessible by vac truck, tow the boom out 1000' to the SE to anchor off shore. 
Adjust angle of boom, quantity and placement of anchors, depending on conditions of the day. Booster pump may be needed. 

I Staging Area: Onsite: Stage on site at SA-B-161.4R/Cook's Inlet 

Site Safety: Water hazard, active boat launch, slips, trips, & falls. 

Field Notes: Launch on site at BL-B-161.4R/Cook's Inlet 
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Response Stn1tegy 
860 

Feet 

I Recommended Equipment 

5 Each 

1 Each 

1000 Feet 

Each 

Each 

Anchor - Danforth (or other appropriate type) 

Anchoring System(s)- Shoreside 

Boom - B2 (Contractor Boom) or equivalent 

Vac Truck or Skimmer and Storage 

Workboat(s) - of adequate size for type and amount of boom 

I Recommended Personnel 

1 Boat Operator 

4 Laborer 
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